2002 SSP No.


Sponsor
Category

& Date
2002 SSP Index Revised 7-29-05

Description 
Instruction for use


SN-000_DU


OE
A
07-30-99
Special Notice

Use if project has at least one Special Notice


Hyperlink to SSP SN-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_00_SN/SN-000_A07-30-99_DU.doc

SN-020_DU


OE
A
07-30-99
Special Notice

Use when District anticipates the felling and removal of timber from within the limits of a construction project.


Hyperlink to SSP SN-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_00_SN/SN-020_A07-30-99_DU.doc

SN-200_DU


OE
A
07-30-99
Special Notice

Include in all informal projects, including seismic retrofit projects.


Hyperlink to SSP SN-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_00_SN/SN-200_A07-30-99_DU.doc

SN-210_DU


OE
A
07-30-99
Special Notice

Include in all informal projects, including seismic retrofit projects.


Hyperlink to SSP SN-210 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_00_SN/SN-210_A07-30-99_DU.doc

SN-300_DU


OE
A
07-30-99
Special Notice
Use when Early Return of Bid Documents is required.


Hyperlink to SSP SN-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_00_SN/SN-300_A07-30-99_DU.doc

SN-400_DU


OE
A
07-30-99
Special Notice

Use in informal projects, including seismic retrofit projects, and expedited projects when the number of days for beginning of work is other than 15 days


Hyperlink to SSP SN-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_00_SN/SN-400_A07-30-99_DU.doc

SN-410_DU


OE
A
01-13-00
Special Notice
Use when SSP S4-080 or S4-090 is used.
(Use for $1 Projects)


Hyperlink to SSP SN-410 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_00_SN/SN-410_A01-13-00_DU.doc

SN-600_DU


OE
A
02-16-00
Special Notice
Use in QCQA projects.


Hyperlink to SSP SN-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_00_SN/SN-600_A02-16-00_DU.doc

SN-610_DU


OE
A
07-30-99
Special Notice
Use for RAC or AR Binder, including hot-applied seal coat & SAMI.


Hyperlink to SSP SN-610 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_00_SN/SN-610_A07-30-99_DU.doc

SN-900_DU


OE
A
01-15-03
Special Notice

Include in informal projects with same-day award, including seismic retrofit projects.


Hyperlink to SSP SN-900 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_00_SN/SN-900_A01-15-03_DU.doc

S1-000_DU


OE
A
08-17-99
Section 1 Title
Use in All projects.(To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S1-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_01-03/S1-000_A08-17-99_DU.doc

S1-010_DU


OE
A
11-28-01
Section 1.  Specifications and Plans
Use in All projects.(To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S1-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_01-03/S1-010_A11-28-01_DU.doc

S1-020_DU


OE
A
06-19-03
Section 1.  Specifications and Plans
USE WITH 1999 STANDARD PLANS ONLY.
Use in All projects.(To be inserted in Boilerplate by DES-OE).  DO NOT EDIT.


Hyperlink to SSP S1-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_01-03/S1-020_A06-19-03_DU.doc

S4-010_DU


OE
A
07-30-99
Section 4. Beginning of Work, Time of Completion And Liquidated Damages
This is the "standard" Section 4 SSP.  This SSP is included in all "standard" Boilerplates and standard Sections 1 thru 4 packages.


Hyperlink to SSP S4-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_04/S4-010_A07-30-99_DU.doc

S4-020_DU


OE
A
04-16-01
Miscellaneous Clauses For Double Shift 
Add to Section 4 when time limit specified is considered insufficient to complete the work on a single shift basis.


Hyperlink to SSP S4-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_04/S4-020_A04-16-01_DU.doc

S4-030_DU


OE
A
07-30-99
Section 4. Beginning of Work, Time of Completion And Liquidated Damages
Use when it is desirable to provide the Contractor an optional "delayed start," such as when numerous specialty types of projects are to be advertised during a short time period, AND there are only a limited number of contractors licensed to do such types of work.


Hyperlink to SSP S4-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_04/S4-030_A07-30-99_DU.doc

S4-040_DU


OE
A
12-07-99
Section 4. Beginning of Work, Time of Completion And Liquidated Damages
Use when the "First Order of Work" is for the Contractor to order the electrical materials and equipment. This SSP also provides for delaying the start of work at the project site.


Hyperlink to SSP S4-040 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_04/S4-040_A12-07-99_DU.doc

S4-050_DU


OE
A
07-30-99
Section 4. Beginning of Work, Time of Completion And Liquidated Damages
Use when ALL materials are readily available and no delays in obtaining the materials are anticipated.


Hyperlink to SSP S4-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_04/S4-050_A07-30-99_DU.doc

S4-060_DU


LS
A
06-25-02
Section 4. Beginning of Work, Time of Completion And Liquidated Damages
Use on all projects that have a plant establishment period.


Hyperlink to SSP S4-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_04/S4-060_A06-25-02_DU.doc

S4-070_DU


OE
A
07-30-99
Water Availablity Clause
Add to the end of Section 4 when the District has determined that water may become unavailable during construction.  Do not add to SSP S4-060 for projects with highway planting work.  Include SSP 17-010.  


Hyperlink to SSP S4-070 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_04/S4-070_A07-30-99_DU.doc

S4-080_DU


OE
A
12-03-02
Section 4. Beginning of Work, Time of Completion And Liquidated Damages
Use on maintenance (except seal coat) projects when project contains "minimum financing" ($1 Project) in 03/04 FY budget.  Do not include in projects with bid openings after the 04/05 FY Budget becomes law. 


Hyperlink to SSP S4-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_04/S4-080_A12-03-02_DU.doc

S4-090_DU


OE
A
12-03-01
Section 4. Beginning of Work, Time of Completion And Liquidated Damages
Use on seal coat projects when project contains "minimum financing" ($1 Project) in 03/04 FY budget.  Do not include in projects with bid openings after the 04/05 FY Budget becomes law. 


Hyperlink to SSP S4-090 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_04/S4-090_A12-03-01_DU.doc

S5-000_DU


OE
A
07-30-99
Section 5 Title 
Use in ALL projects (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-000_A07-30-99_DU.doc

S5-010_DU


OE
A
07-30-99
Plans and Working Drawings
Do not attach to special provisions.  Already part of boilerplate; used in ALL projects. 


Hyperlink to SSP S5-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-010_A07-30-99_DU.doc

S5-013_DU


CS
A
11-28-01
Examination of Plans, Specifications, Contract, and Site of Work
Use in ALL projects (To be inserted in Boilerplate by ESC/OE)


Hyperlink to SSP S5-013 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-013_A11-28-01_DU.doc

S5-015_DU


CS
A
09-20-00
Differing Site Conditions
Use in ALL projects (To be inserted by boilerplate by ESC/OE).


Hyperlink to SSP S5-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-015_A09-20-00_DU.doc

S5-016_DU


CS
A
06-10-02
Lines and Grades
Use in ALL projects (To be inserted in boilerplate by DES-OE)


Hyperlink to SSP S5-016 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-016_A06-10-02_DU.doc

S5-020_DU


OE
A
06-13-02
Laboratory
Used in ALL projects (To be inserted in Boilerplate by DES-OE). 


Hyperlink to SSP S5-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-020_A06-13-02_DU.doc

S5-025_DU


OE
A
12-08-00
Contract Bonds -  Payment Bonds
Do not attach to special provisions from district.  Already part of boilerplate; use in ALL projects. 


Hyperlink to SSP S5-025 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-025_A12-08-00_DU.doc

S5-027_DU


CS
A
06-13-02
Cost Reduction Incentive
Use in all projects (To be inserted in Boilerplate by DES-OE).


Hyperlink to SSP S5-027 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-027_A06-13-02_DU.doc

S5-030_DU


OE
A
07-30-99
Labor Nondiscrimination
Do not attach to special provisions.  Already part of boilerplate; used in ALL projects. 


Hyperlink to SSP S5-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-030_A07-30-99_DU.doc

S5-049_DU


CS
A
06-06-02
Payment of Withheld Funds
Use in Projects having only State funds (To be inserted in Boilerplate by DES-OE).


Hyperlink to SSP S5-049 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-049_A06-06-02_DU.doc

S5-055_DU


CS
A
07-30-99
Interest On Payments
Do not attach to special provisions.  Already part of boilerplate; used in ALL projects. 


Hyperlink to SSP S5-055 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-055_A07-30-99_DU.doc

S5-060_DU


CS
A
07-30-99
Public Safety 
Do not attach to special provisions.  Already part of boilerplate; used in ALL projects. 


Hyperlink to SSP S5-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-060_A07-30-99_DU.doc

S5-070_DU


DM
A
06-13-02
Testing
Use in ALL projects (To be inserted in Boilerplate by DES-OE).


Hyperlink to SSP S5-070 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-070_A06-13-02_DU.doc

S5-080_DU


EH
A
07-30-99
Removal Of Asbestos And Hazardous Substances
Do not attach to special provisions.  Already part of boilerplate; used in ALL projects. 


Hyperlink to SSP S5-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-080_A07-30-99_DU.doc

S5-097_DU


OE
A
11-08-99
Buy America Requirements
Use in ALL projects with Federal funding.  DO NOT EDIT.  (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-097 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-097_A11-08-99_DU.doc

S5-100_DU


OE
A
03-27-00
Subcontractor and DBE Records
Use in ALL projects with Federal funding.   (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-100_A03-27-00_DU.doc

S5-105_DU


OE
A
12-01-99
Subcontractor and DVBE Records
Use in ALL projects with only State funding.  (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-105 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-105_A12-01-99_DU.doc

S5-110_DU


OE
A
12-01-99
DBE Certification Status
Use in ALL projects with Federal funding.  (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-110 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-110_A12-01-99_DU.doc

S5-150_DU


CS
A
12-01-00
Partnering
Use in projects over $1 million.  (To be inserted in Boilerplate by ESC-OE.)



Hyperlink to SSP S5-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-150_A12-01-00_DU.doc

S5-160_DU


CS
A
11-13-00
Value Analysis
Use in projects over $5 million.  Will be inserted by ESC-OE as part of boilerplate.


Hyperlink to SSP S5-160 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-160_A11-13-00_DU.doc

S5-170_DU


CS
A
11-18-02
Dispute Review Board
Use in projects in excess of $10,000,000 and with 200 or more working days.  This SSP may be used in projects between $5,000,000 and $10,000,000 upon request of the Project Manager, with written concurrence of Regional or District Division Chief of Construction .  (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-170 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-170_A11-18-02_DU.doc

S5-171_DU


CS
A
11-18-02
Dispute Review Board
Use in projects between $5,000,000 and $10,000,000 and with 150 or more working days.


Hyperlink to SSP S5-171 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-171_A11-18-02_DU.doc

S5-390_DU


OE
A
12-01-99
Performance Of DBE Subcontractors and Suppliers
Use in projects with Federal funds, having DBE goals.   (To be inserted in Boilerplateby ESC-OE.)


Hyperlink to SSP S5-390 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-390_A12-01-99_DU.doc

S5-399_DU


OE
A
12-01-99
Performance Of DVBE Subcontractors and Suppliers
Use in projects with only State funds projects having a DVBE Goal.  (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-399 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-399_A12-01-99_DU.doc

S5-400_DU


OE
A
05-08-00
Subcontracting
Use in projects with Federal funds, having  DBE goals.  (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-400_A05-08-00_DU.doc

S5-405_DU


OE
A
05-08-00
Subcontracting
Use in projects with Federal funds, having no goals. (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-405 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-405_A05-08-00_DU.doc

S5-414_DU


OE
A
05-08-00
Subcontracting
Use in projects with only State funds having no goals.  (To be inserted in Boilerplate by ESC-OE.)  


Hyperlink to SSP S5-414 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-414_A05-08-00_DU.doc

S5-418_DU


OE
A
05-08-00
Subcontracting
Use in projects with only State funds having DVBE Goal.  (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-418 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-418_A05-08-00_DU.doc

S5-420_DU


OE
A
11-13-00
Miscellaneous Clauses For Subcontracting 
Use when there are 2 or more types of contractor's licenses eligible to bid on the project, AND each license type contractor would normally perform 30 percent, or more, of the work with that contractor's own forces.  (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-420 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-420_A11-13-00_DU.doc

S5-430_DU


OE
A
12-01-99
Prompt Progress Payment to Subcontractors
Use in ALL projects. (To be inserted in Boilerplate by ESC-OE.)


Hyperlink to SSP S5-430 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-430_A12-01-99_DU.doc

S5-440_DU


CS
A
06-06-02
Records
Use in ALL projects (to be inserted by boilerplate by DES-OE).


Hyperlink to SSP S5-440 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/!ESC-OE/S5-440_A06-06-02_DU.doc

S5-135_DU


CS
A
06-06-02
Force Account Payment
 Use in projects of $5 million or more.
Include SSPs 05-050, 08-015, and 08-017 or 08-018 when this SSP is used. 


Hyperlink to SSP S5-135 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-135_A06-06-02_DU.doc

S5-180_DU


CS
A
07-30-99
Responsibility To Other Entities
Use when requested in writing by a local government entity.



Hyperlink to SSP S5-180 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-180_A07-30-99_DU.doc

S5-200_DU


CS
A
08-15-02
Damage Claims
Use in  ALL seal coat projects when screenings will be applied.


Hyperlink to SSP S5-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-200_A08-15-02_DU.doc

S5-230_DU


CS
A
08-31-01
Compensation Adjustments for Price Index Fluctuations
Use if more than 4500 tonnes Asphalt concrete and/or asphalt concrete base AND 50 or more working days.


Hyperlink to SSP S5-230 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-230_A08-31-01_DU.doc

S5-231_DU


CS
A
08-31-01
Compensation Adjustments for Price Index Fluctuations 
Use if more than 225 tonnes paving asphalt AND 50 or more working days when the project includes AC and ATPB.


Hyperlink to SSP S5-231 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-231_A08-31-01_DU.doc

S5-232_DU


CS
A
08-31-01
Compensation Adjustments for Price Index Fluctuations
Use if more than 225 tonnes paving asphalt AND 50 or more working days when the project includes AC and paving asphalt (binder-pavement reinforcing fabric).


Hyperlink to SSP S5-232 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-232_A08-31-01_DU.doc

S5-240_DU


CS
A
07-30-99
Areas For Contractor's Use
Use when the District has determined that yard areas or plant sites are available for the project. 


Hyperlink to SSP S5-240 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-240_A07-30-99_DU.doc

S5-250_DU


OE
A
01-10-00
Payments
Use in ALL projects.


Hyperlink to SSP S5-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-250_A01-10-00_DU.doc

S5-270_DU


OE
A
07-30-99
Airspace
Use when portions of the right of way are listed in the District's non–operating right of way inventory.


Hyperlink to SSP S5-270 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-270_A07-30-99_DU.doc

S5-300_DU


OE
A
07-30-99
Sound Control Requirements
Use when work is in residential or urban areas.



Hyperlink to SSP S5-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-300_A07-30-99_DU.doc

S5-310_DU


OE
A
07-30-99
Sound Control Requirements
Use in San Diego County.



Hyperlink to SSP S5-310 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-310_A07-30-99_DU.doc

S5-320_DU


LS
A
07-30-99
Water Conservation
Use where a water shortage exists.


Hyperlink to SSP S5-320 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-320_A07-30-99_DU.doc

S5-500_DU


CS
A
07-30-99
Highway Construction Equipment
Use when a majority of the work is away from public traffic.


Hyperlink to SSP S5-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-500_A07-30-99_DU.doc

S5-600_DU


CS
A
07-30-99
Project Appearance
Use on projects where appearance of the work would have an unusual effect of the public opinion.  Justification is required.


Hyperlink to SSP S5-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-600_A07-30-99_DU.doc

S5-610_DU


EM
A
07-30-99
State Park Regulations
Use when the project limits include a portion of a State Park.


Hyperlink to SSP S5-610 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-610_A07-30-99_DU.doc

S5-620_DU


EB
A
07-30-99
Relations With California Department Of Fish and Game
Use in projects for which an agreement has been entered into between the Department of Transportation and the Department of Fish and Game.


Hyperlink to SSP S5-620 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-620_A07-30-99_DU.doc

S5-630_DU


WP
A
07-30-99
Relations With California Regional Water Quality Control Board
Use when a California Regional Water Quality Control Board Order has been obtained.


Hyperlink to SSP S5-630 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-630_A07-30-99_DU.doc

S5-640_DU


EM
A
07-30-99
Relations With State Reclamation Board
Use when a California State Reclamation Board application has been obtained.


Hyperlink to SSP S5-640 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-640_A07-30-99_DU.doc

S5-650_DU


EH
A
07-30-99
Open Burning Of Waste Material 
Use only in areas where burning is still permitted AND when the District fully justifies the necessity for burning.


Hyperlink to SSP S5-650 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-650_A07-30-99_DU.doc

S5-690_DU


CS
A
07-30-00
Fire Plan
Use this SSP when requested by the District.


Hyperlink to SSP S5-690 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-690_A07-30-00_DU.doc

S5-700_DU


CS
A
07-30-99
Material Sites
Use when requested by the District.



Hyperlink to SSP S5-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-700_A07-30-99_DU.doc

S5-720_DU


CS
A
07-30-99
Borrow, Disposal And Material Sites
Use in desert areas or other critical areas.


Hyperlink to SSP S5-720 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-720_A07-30-99_DU.doc

S5-740_DU


EH
a
08-10-01
Aerially Deposited Lead
Use in projects containing soils with aerially deposited lead


Hyperlink to SSP S5-740 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-740_a08-10-01_DU.doc

S5-760_DU


WP
A
10-07-02
Environmentally Sensitive Area
Use when Environmentally Sensitive Area (ESA) is shown on the plans for preservation of archeological sites, existing vegetation, biological habitat protection, or other.  


Hyperlink to SSP S5-760 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-760_A10-07-02_DU.doc

S5-950_DU


CS
A
07-30-99
Areas For Contractor's Use
Use in ALL Toll Bridge Projects.



Hyperlink to SSP S5-950 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_05_Gens/District/S5-950_A07-30-99_DU.doc

S8-M00_DU


OE
A
07-30-99
Section 8 Title
Use in ALL projects.


Hyperlink to SSP S8-M00 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M00_A07-30-99_DU.doc

S8-M01_DU


OE
A
03-08-01
Substitution Of Non-Metric Materials And Products
Use in ALL projects.


Hyperlink to SSP S8-M01 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M01_A03-08-01_DU.doc

S8-M03_DU


TD
A
09-12-03
Prequalified and Tested Signing and Delineation Materials
Use in ALL Projects.


Hyperlink to SSP S8-M03 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M03_A09-12-03_DU.doc

S8-M10_DU


OE
A
05-30-03
State-Furnished Materials
Use in projects with State-furnished materials.


Hyperlink to SSP S8-M10 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M10_A05-30-03_DU.doc

S8-M15_DU


LS
A
05-30-03
State-Furnished Materials 
Use when plants, padlocks or reclaimed water warning signs are to be State-furnished.


Hyperlink to SSP S8-M15 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M15_A05-30-03_DU.doc

S8-M20_DU


MF
A
11-09-00
Asphalt
Use when PBA Grade asphalt is specified for asphalt concrete.


Hyperlink to SSP S8-M20 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M20_A11-09-00_DU.doc

S8-M25_DU


MR
A
07-30-99
Slag Aggregate
Use in ALL District 07, 08, 11, and 12 projects.


Hyperlink to SSP S8-M25 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M25_A07-30-99_DU.doc

S8-M26_DU


LS
A
07-30-99
Slag Aggregate
Use for ALL District 07, 08, 11, and 12 Highway Planting projects.


Hyperlink to SSP S8-M26 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M26_A07-30-99_DU.doc

S8-M40_DU


TD
A
07-30-99
Adhesive For Bonding Reflex Reflectors To Porcelain Enamel Traffic Signs
Use when required by sign panel requirements specified in SSPs 15-400, 56-700, etc.


Hyperlink to SSP S8-M40 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M40_A07-30-99_DU.doc

S8-M41_DU


TD
A
02-15-01
Reflex Reflectors
Use when required by sign panel requirements specified in SSP 15-400.


Hyperlink to SSP S8-M41 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M41_A02-15-01_DU.doc

S8-M81_DU


MS
A
07-30-99
Engineering Fabrics
Use in projects with engineering fabric.


Hyperlink to SSP S8-M81 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M81_A07-30-99_DU.doc

S8-M91_DU


DM
A
07-30-99
Paint (Recycled)
Use when exterior wood surfaces are to be painted.


Hyperlink to SSP S8-M91 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-1_Misc/S8-M91_A07-30-99_DU.doc

S8-C00_DU


OE
A
07-30-99
Section 8-2 Title
Use in ALL projects.



Hyperlink to SSP S8-C00 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-2_Concrete/S8-C00_A07-30-99_DU.doc

S8-C01_DU


CS
A
11-28-01
Portland Cement Concrete
Use in ALL projects.


Hyperlink to SSP S8-C01 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-2_Concrete/S8-C01_A11-28-01_DU.doc

S8-W00_DU


OE
A
07-19-01
Section 8-3 Title (Welding )  
Use in all projects where welding is required.


Hyperlink to SSP S8-W00 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_08_Mtls/08-3_Welding/S8-W00_A07-19-01_DU.doc

S9-S10_DU


OE
A
07-30-99
Sections 9 and 10 Title
Use in ALL projects.


Hyperlink to SSP S9-S10 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_09/S9-S10_A07-30-99_DU.doc

05-000_DU


TD
A
07-30-99
Construction Project Information Signs
Use on all projects (excluding seal coat, resurfacing and seismic projects) with an estimated contract cost of $750 000 or more and 50 working days or more.


Hyperlink to SSP 05-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/05-000_A07-30-99_DU.doc

05-010_DU


OE
A
11-29-99
Order of Work
LEAD SSP.
Add special features which apply to the project.



Hyperlink to SSP 05-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/05-010_A11-29-99_DU.doc

05-020_DU


CS
A
12-03-01
Miscellaneous Clauses For Order of Work
Miscellaneous order of work clauses. 
Add to SSP 05-010.


Hyperlink to SSP 05-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/05-020_A12-03-01_DU.doc

05-030_DU


TE
A
11-23-99
Miscellaneous Clauses for Order of Work
Use for signal and lighting work.  Add to SSP 05-010.


Hyperlink to SSP 05-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/05-030_A11-23-99_DU.doc

05-050_DU


CS
A
07-23-01
Miscellaneous Clauses For Order of Work
Use for projects with planned staging or when staging is inherent to the type of work.  Add to SSP 05-010.


Hyperlink to SSP 05-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/05-050_A07-23-01_DU.doc

05-060_DU


CS
A
07-23-01
Miscellaneous Clauses For Order of Work
Use only on State-financed seal coat projects.  Add to SSP 05-010.


Hyperlink to SSP 05-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/05-060_A07-23-01_DU.doc

05-080_DU


PC
A
07-30-99
Miscellaneous Clauses For Order of Work
Use for widening projects that will require excavation adjacent to a lane being used by public traffic and a moving operation without "safety wedge" will be allowed.  Add to SSP 05-010.


Hyperlink to SSP 05-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/05-080_A07-30-99_DU.doc

05-100_DU


CS
A
07-30-99
Miscellaneous Clause For Order of Work
Use for projects that require excavation adjacent to a lane being used by public traffic and a "safety wedge" is needed during nonworking hours.  Add to SSP 05-010.


Hyperlink to SSP 05-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/05-100_A07-30-99_DU.doc

05-150_DU


TD
A
07-30-99
Miscellaneous Clause For Order of Work 
Use when work on guard railing, thrie beam barrier or metal beam barrier is to be done adjacent to traffic.  Add to SSP 05-010.


Hyperlink to SSP 05-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/05-150_A07-30-99_DU.doc

05-200_DU


LS
A
04-21-03
Miscellaneous Clauses For Order of Work 
Miscellaneous clauses for planting and seeding work and irrigation work.  Add to SSP 05-010 or to other "Order of Work"  SSPs as required.


Hyperlink to SSP 05-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/05-200_A04-21-03_DU.doc

07-330_DU


EH
A
02-02-01
Material Containing Aerially Deposited Lead
Use in Districts 4, 6, 7, 8, 10, 11, and 12.  Use in projects with minor soil disturbance, such as installing guardrail, fencing, sign posts, highway planting and irrigation, erosion control, or traffic operation systems, that have known contamination from aerially deposited lead.


Hyperlink to SSP 07-330 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-330_A02-02-01_DU.doc

07-340_DU


WP
A
10-30-02
Water Pollution Control 
Use in ALL projects with less than 0.4-hectare of soil
disturbed by construction.  Use SSP 07-345 for projects where soil disturbance area is 0.4-hectare or more, or for projects where significant water quality impairment will result from construction as determined by RWQCB.


Hyperlink to SSP 07-340 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-340_A10-30-02_DU.doc

07-345_DU


WP
A
04-30-03
Water Pollution Control
Use in ALL projects with 0.4-hectare or more of soil disturbed by construction.  Use SSP 07-345 also for projects considered as part of a larger common plan of development, or for projects where significant water quality impairment will result from construction as determined by RWQCB.


Hyperlink to SSP 07-345 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-345_A04-30-03_DU.doc

07-350_DU


WP
A
07-24-00
Temporary Erosion Control
Use when unfinished construction slopes require straw or fiber anchored with stabilizing emulsion.  DO NOT insert in Section 10-2.


Hyperlink to SSP 07-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-350_A07-24-00_DU.doc

07-370_DU


WP
A
06-20-00
Temporary Soil Stabilizer
Use for bare earth applications without fiber or seed.  DO NOT USE in Section 10-2.


Hyperlink to SSP 07-370 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-370_A06-20-00_DU.doc

07-380_DU


WP
A
07-30-99
Temporary Mulch
Use when temporary cover is to be applied over bare soil to protect from erosion due to rainfall impact or wind.  DO NOT USE in Section 10-2.


Hyperlink to SSP 07-380 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-380_A07-30-99_DU.doc

07-390_DU


WP
A
08-06-03
Temporary Erosion Control Blanket
Use as a temporary erosion control blanket for soil stabilization.


Hyperlink to SSP 07-390 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-390_A08-06-03_DU.doc

07-395_DU


WP
A
06-18-03
Temporary Cover
Use as a temporary plastic cover for soil stabilization.  Temporary cover is used as a source control to protect disturbed soil areas, such as unfinished embankements, cut slopes, and temporary stockpiles from erosion by water and by wind.


Hyperlink to SSP 07-395 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec 10/05-12/07-395_A06-18-03_DU.doc

07-400_DU


DD
A
07-30-99
Temporary Culverts
Use when temporary culverts are used for detours.



Hyperlink to SSP 07-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-400_A07-30-99_DU.doc

07-405_DU


WP
A
08-06-03
Temporary Concrete Washout Facility
Use this SSP for conditions that require a waste management and material pollution contorl for concrete operations.


Hyperlink to SSP 07-405 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-405_A08-06-03_DU.doc

07-410_DU


TS
A
07-27-00
Temporary Metal Beam Guard Railing
Use when project requires temporary metal beam guard railing.


Hyperlink to SSP 07-410 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-410_A07-27-00_DU.doc

07-415_DU


WP
A
06-18-03
Temporary Check Dam
Use as a temporary sediment control structure in ditches and swales to trap and detain sediment in concentrated flows of storm water runoff from construction sites.



Hyperlink to SSP 07-415 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-415_A06-18-03_DU.doc

07-420_DU


WP
A
06-18-03
Temporary Fiber Roll
Use as a temporary linear barrier for sediment control to intercept runoff, reduce runoff flow velocity, and release runoff as sheet flow.


Hyperlink to SSP 07-420 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-420_A06-18-03_DU.doc

07-430_DU


WP
A
06-18-03
Temporary Silt Fence
Use as a temporary linear barrier for sediment control to intercept and detain sediment in storm water runoff from unprotected areas at construction sites.


Hyperlink to SSP 07-430 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-430_A06-18-03_DU.doc

07-440_DU


DM
A
07-30-99
Temporary Fence
Use when project requires temporary fence.



Hyperlink to SSP 07-440 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-440_A07-30-99_DU.doc

07-446_DU


WP
A
10-07-02
Temporary Fence (Type ESA)
Use this SSP when project requires a temporary fence to delineate environmentally sensitive areas (ESAs), preserve existing vegetations, or other conditions that require a temporary, high visibility fence.  


Hyperlink to SSP 07-446 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-446_A10-07-02_DU.doc

07-450_DU


LS
A
07-30-99
Preservation of Property
Use when existing plants are to be preserved.


Hyperlink to SSP 07-450 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-450_A07-30-99_DU.doc

07-460_DU


WP
A
06-06-03
Temporary Straw Bale Barrier
Use as a temporary linear barrier for sediment control to intercept and detain sediment in sotrm water runoff from unprotected areas at construction sites


Hyperlink to SSP 07-460 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-460_A06-06-03_DU.doc

07-470_DU


WP
A
06-18-03
Temporary Gravel Bag Berm
Use as a temporary linear berm for sediment control to intercept runoff, reduce runoff flow velocity, and release runoff as sheet flow.


Hyperlink to SSP 07-470 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-470_A06-18-03_DU.doc

07-480_DU


WP
A
06-18-03
Temporary Construction Entrance
Use as a temporary tracking control at points of ingress and egress at the construction sites to reduce tracking of mud and sediment onto public roads by construction vehicles.


Hyperlink to SSP 07-480 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-480_A06-18-03_DU.doc

07-485_DU


WP
A
05-30-03
Move-In/Move-Out (Temporary Erosion Control)
Use when the intent is to have the Contractor apply the temporary erosion control to areas of soil disturbance.  Recommend three to six move-in/move-outs per rainy season


Hyperlink to SSP 07-485 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-485_A05-30-03_DU.doc

07-500_DU


LS
A
07-30-99
Damage Repair
Use on Highway Planting projects and on  Highway Construction projects when the plant establishment period is greater than 120 days.


Hyperlink to SSP 07-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-500_A07-30-99_DU.doc

07-520_DU


LS
A
04-21-03
Relief From Maintenance And Responsibility 
Use for Highway Construction projects with plant establishment period.  Use on Highway Planting projects with hardscape (rock blanket, AC, MVP, etc.).
Use Para 6 of SSP 20-550.


Hyperlink to SSP 07-520 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-520_A04-21-03_DU.doc

07-850_DU


CS
A
05-26-00
Cooperation
Use when special requirements are a part of the contract.



Hyperlink to SSP 07-850 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-850_A05-26-00_DU.doc

07-900_DU


CS
A
03-09-01
Emission Reduction Incentive Program
This special provision is to establish a pilot program for the purpose of reducing the emissions from off-road, heavy-duty equipment used during the construction phase of road improvement projects.


Hyperlink to SSP 07-900 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/07-900_A03-09-01_DU.doc

08-010_DU


CS
A
10-29-02
Progress Schedule
Use on all projects of $750,000 or less and between 60 and 250 working days.  This SSP may be used for projects less than 60 working days at the request of District Construction.  Use this SSP for planting projects , regardless of the dollar amount, with 60 or more working days, excluding the plant establishment period.  


Hyperlink to SSP 08-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-010_A10-29-02_DU.doc

08-012_DU


CS
A
10-29-02
Progress Schedule (Critical Path Method)
Use in projects between $750,000 and $5 million AND between 60 and 250 working days.  Use SSP 08-010 for planting projects, regardless of the dollar amount, with 60 or more working days, excluding the plant establishment period.


Hyperlink to SSP 08-012 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-012_A10-29-02_DU.doc

08-015_DU


CS
A
10-29-02
Progress Schedule (Critical Path Method)
Use in projects with an Estimate of Cost of $5 million or more or with 250 or more working days.  Use SSP 08-010 for planting projects, regardless of the dollar amount, with 60 or more working days, excluding the plant establishment period.  


Hyperlink to SSP 08-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-015_A10-29-02_DU.doc

08-017_DU


CS
A
06-06-02
Time-Related Overhead
Use in projects of $5 million or more.  Do not include on A+B contracts.  Use SSP 08-018 on A+B contracts.
Include SSPs S5-135, 05-050, and 08-015 when this SP is used.


Hyperlink to SSP 08-017 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-017_A06-06-02_DU.doc

08-018_DU


CS
A
08-06-03
Time-Related Overhead
Use in A+B projects of $5 million or more.
Include SSPs S5-135, 05-050, and 08-015 when this SSP is used.


Hyperlink to SSP 08-018 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-018_A08-06-03_DU.doc

08-020_DU


DE
A
06-20-00
Obstructions
Use when there are underground utilities on the project.


Hyperlink to SSP 08-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-020_A06-20-00_DU.doc

08-025_DU


DE
A
07-30-99
Miscellaneous Clause For High Risk Facilities 
Use for high risk facilities on special projects and trenching for the installation of electrical conduit is NOT required.  Special projects are defined in Section 4-3 of the "Policy on High and Low Risk Underground Facilities Within Highway Rights of Way."  Add to SSP 08-020.  


Hyperlink to SSP 08-025 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-025_A07-30-99_DU.doc

08-026_DU


DE
A
07-30-99
Miscellaneous Clause For High Risk Facilities
Use for high risk facilities on special projects and trenching for the installation of electrical conduit is required.  Special projects are defined in Section 4-3 of the "Policy on High and Low Risk Underground Facilities Within Highway Rights of Way."  Add to SSP 08-020.


Hyperlink to SSP 08-026 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-026_A07-30-99_DU.doc

08-027_DU


RW
A
07-30-99
Miscellaneous Clauses For Utilities To Be Relocated During Construction
Use when utilities are to be relocated during construction.  Add to SSP 08-020.


Hyperlink to SSP 08-027 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-027_A07-30-99_DU.doc

08-030_DU


RW
A
07-30-99
Miscellaneous Clause For Utility Right of Way Delay 
Use when a right of way delay clause is required.  Add to SSP 08-020.


Hyperlink to SSP 08-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-030_A07-30-99_DU.doc

08-100_DU


RW
A
07-30-99
Right of Way Obstructions
Use in Federal Aid projects that have been approved for advertising even though some right of way parcels have NOT been cleared AND MAY BE OCCUPIED.  This "work-around" SSP is to be used in VERY unusual conditions and should not be used in normal projects.


Hyperlink to SSP 08-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-100_A07-30-99_DU.doc

08-500_DU


DE
A
07-30-99
Obstructions



Hyperlink to SSP 08-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/08-500_A07-30-99_DU.doc

10-010_DU


CS
A
07-30-99
Dust Control
Use when applicable.



Hyperlink to SSP 10-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/10-010_A07-30-99_DU.doc

11-010_DU


CS
A
12-07-99
Mobilization
Use on Minor A and Major Projects when the number of working days for the project is 50 or more. 


Hyperlink to SSP 11-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/11-010_A12-07-99_DU.doc

12-000_DU


TD
A
08-05-02
Construction Area Traffic Control Devices
Use in all projects


Hyperlink to SSP 12-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-000_A08-05-02_DU.doc

12-003_DU


TD
A
10-12-01
Construction Area Signs
Use in ALL projects.



Hyperlink to SSP 12-003 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-003_A10-12-01_DU.doc

12-005_DU


TD
A
07-30-99
Temporary Object Marker Clauses 
Use when temporary object markers are used in conjunction with Construction Area Signs.  Add to SSP 12-000. 


Hyperlink to SSP 12-005 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-005_A07-30-99_DU.doc

12-010_DU


TO
A
07-30-99
Maintaining Traffic
Use when work will be performed over, on or adjacent to lanes carrying public traffic, including their contiguous shoulders, or shoulders adjacent to such lanes.


Hyperlink to SSP 12-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-010_A07-30-99_DU.doc

12-017_DU


TO
A
07-30-99
Closing Adjacent Traffic Lane
Use when requested by District Traffic on high-volume freeways with sufficient lanes to allow closure of the adjacent lanes.  Add to SSP 12-010. 


Hyperlink to SSP 12-017 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-017_A07-30-99_DU.doc

12-100_DU


TO
A
07-30-99
Miscellaneous Clauses for Maintaining Traffic 
Use on divided highways.  Add to SSP 12-010.


Hyperlink to SSP 12-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-100_A07-30-99_DU.doc

12-105_DU


TO
A
07-17-01
Miscellaneous Clauses for Maintaining Traffic 
Use for seal coat projects on multilane, divided or undivided highways.  Add to SSP 12.010.


Hyperlink to SSP 12-105 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-105_A07-17-01_DU.doc

12-106_DU


TO
A
07-17-01
Miscellaneous Clauses for Maintaining Traffic 
Use for seal coat projects when there is 2-lane, 2-way and multilane roadways on the same project.  Add to SSP 12-010.


Hyperlink to SSP 12-106 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-106_A07-17-01_DU.doc

12-110_DU


TO
A
07-17-01
Miscellaneous Clauses for Maintaining Traffic 
Use on undivided highways.  Add to SSP 12-010.


Hyperlink to SSP 12-110 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-110_A07-17-01_DU.doc

12-115_DU


TO
A
07-17-01
Miscellaneous Clauses for Maintaining Traffic 
Use for seal coat projects with only 2-lane, 2-way roadways.  Add to SSP 12-010.


Hyperlink to SSP 12-115 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-115_A07-17-01_DU.doc

12-120_DU


TO
A
07-30-99
Miscellaneous Clauses for Maintaining Traffic 
Use for seal coat projects with screenings to provide allowable times on Saturdays, Sundays and holidays for maintaining seal coat surfaces.  Add to SSP 12-010.


Hyperlink to SSP 12-120 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-120_A07-30-99_DU.doc

12-130_DU


TO
A
01-07-00
Lane Closure Chart
Use for multilane highways.


Hyperlink to SSP 12-130 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-130_A01-07-00_DU.doc

12-132_DU


TO
A
01-07-00
Lane Closure Chart 
Use for 2-lane conventional highways.


Hyperlink to SSP 12-132 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-132_A01-07-00_DU.doc

12-134_DU


TO
A
01-07-00
Lane Closure Chart 
Use for ramps.


Hyperlink to SSP 12-134 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-134_A01-07-00_DU.doc

12-150_DU


CS
A
07-30-99
Pedestrian Access Facilities Clauses
Use when pedestrian traffic will pass through construction areas.   Add to SSP 12-010.


Hyperlink to SSP 12-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-150_A07-30-99_DU.doc

12-220_DU


TO
A
05-01-00
Closure Requirements and Conditions  
Use in ALL projects that allow lane closures.


Hyperlink to SSP 12-220 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-220_A05-01-00_DU.doc

12-260_DU


TD
A
11-13-00
Traffic Control System For Lane Closure
Use for stationary and moving type lane closures on multilane highways.  Also use on both multilane and 2-lane, 2-way highways for Seal Coat projects.


Hyperlink to SSP 12-260 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-260_A11-13-00_DU.doc

12-264_DU


TO
A
07-30-99
Toll Bridge Maintaining Traffic Clauses
Use on Toll Bridges where State forces will set up lane closures.  Add to SSP12-010.


Hyperlink to SSP 12-264 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-264_A07-30-99_DU.doc

12-265_DU


TD
A
07-30-99
Traffic Control System For Lane Closure
Use for lane closures on multilane highways without moving lane closures


Hyperlink to SSP 12-265 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-265_A07-30-99_DU.doc

12-270_DU


TD
A
07-30-99
Traffic Control System For Lane Closure 
Use for lane closures on 2-lane, 2-way highways, including moving lane closures.


Hyperlink to SSP 12-270 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-270_A07-30-99_DU.doc

12-275_DU


TD
A
03-04-00
Traffic Control System For Lane Closure
Use for 2-lane 2-way highway lane closures without moving lane closures.


Hyperlink to SSP 12-275 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-275_A03-04-00_DU.doc

12-280_DU


TD
A
10-12-01
Traffic Control System For Ramp Closures
Use when ramp closures are required and traffic lanes are not being closed.


Hyperlink to SSP 12-280 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-280_A10-12-01_DU.doc

12-310_DU


TD
A
09-20-00
Temporary Pavement Delineation
Use when existing pavement delineation will be obliterated on lanes open to public traffic and:
1.  The only temporary pavement delineation required on the project is for lanelines, centerlines, and edgelines, and
2.  Temporary pavement delineation can be replaced with the planned permanent pavement delineation within 14 days, and,
3.  The temporary pavement delineation provided in this SSP is sufficient for the type of work involved and anticipated traffic volumes, and,
4.  No temporary pavement delineation is shown on the plans.


Hyperlink to SSP 12-310 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-310_A09-20-00_DU.doc

12-312_DU


TD
A
09-20-00
Temporary Pavement Delineation 
Use on seal coat projects.



Hyperlink to SSP 12-312 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-312_A09-20-00_DU.doc

12-320_DU


TD
A
09-20-00
Temporary Pavement Delineation
Use when existing pavement delineation will be obliterated on lanes opened to public traffic and temporary pavement delineation will be in place longer than 14 days but less than 6 months.


Hyperlink to SSP 12-320 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-320_A09-20-00_DU.doc

12-330_DU


TD
A
07-30-99
Portable Flashing Beacon
Use when applicable.


Hyperlink to SSP 12-330 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-330_A07-30-99_DU.doc

12-350_DU


TD
A
09-20-00
Barricade
Use when barricades are required in addition to the barricades required for traffic control systems.


Hyperlink to SSP 12-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-350_A09-20-00_DU.doc

12-370_DU


TO
A
07-30-99
Portable Changeable Message Sign
Use when required.



Hyperlink to SSP 12-370 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-370_A07-30-99_DU.doc

12-380_DU


TE
A
07-30-99
Temporary Signal System
Use when required.


Hyperlink to SSP 12-380 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-380_A07-30-99_DU.doc

12-390_DU


TE
A
09-15-00
Temporary Flashing Beacon System
Use when temporary flashing beacon and sign illumination is required.


Hyperlink to SSP 12-390 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-390_A09-15-00_DU.doc

12-410_DU


CS
A
09-20-00
Temporary Railing 
Use when there is a contract item for Temporary Railing (Type K).


Hyperlink to SSP 12-410 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-410_A09-20-00_DU.doc

12-411_DU


CS
A
07-30-99
Clauses For Temporary Terminal Section
 (Type K)
Use when a connection is required between Temporary Railing (Type K) and Type 50 Concrete Barrier.  Add to SSP 12-410.


Hyperlink to SSP 12-411 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-411_A07-30-99_DU.doc

12-500_DU


TD
A
09-20-00
Channelizer
Use when applicable.



Hyperlink to SSP 12-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-500_A09-20-00_DU.doc

12-600_DU


TS
A
07-30-99
Temporary Traffic Screen
Use when temporary traffic screen is included in the project as a "Gawk" screen and is not on railing separating opposing traffic.


Hyperlink to SSP 12-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-600_A07-30-99_DU.doc

12-990_DU


TS
A
03-19-01
Temporary Crash Cushion Module
Use in ALL projects.



Hyperlink to SSP 12-990 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/05-12/12-990_A03-19-01_DU.doc

15-010_DU


CS
A
07-30-99
Existing Highway Facilities
Use when existing highway facilities are involved.



Hyperlink to SSP 15-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-010_A07-30-99_DU.doc

15-030_DU


PC
A
07-30-99
Preparing Existing Roadbed
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-030_A07-30-99_DU.doc

15-035_DU


PC
A
07-30-99
Repair Existing Roadbed
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-035 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-035_A07-30-99_DU.doc

15-060_DU


DD
A
07-30-99
Abandon Manhole
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-060_A07-30-99_DU.doc

15-080_DU


DD
A
07-30-99
Abandon Culvert and Pipe Line
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-080_A07-30-99_DU.doc

15-100_DU


DD
A
07-30-99
Abandon Inlet
Use when applicable.  Add to SSP 15-010.  


Hyperlink to SSP 15-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-100_A07-30-99_DU.doc

15-140_DU


DM
A
07-30-99
Abandon Water Well
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-140 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-140_A07-30-99_DU.doc

15-170_DU


TS
A
07-30-99
Salvage Metal Beam Guard Railing
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-170 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-170_A07-30-99_DU.doc

15-180_DU


TS
A
07-30-99
Remove Metal Beam Guard Railing
Use when existing guard railing is unsuitable for reconstruction or salvage.  Add to SSP 15-010.


Hyperlink to SSP 15-180 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-180_A07-30-99_DU.doc

15-210_DU


TS
A
07-30-99
Remove Sign Structure
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-210 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-210_A07-30-99_DU.doc

15-240_DU


TS
A
05-11-01
Remove Pavement Marker
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-240 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-240_A05-11-01_DU.doc

15-260_DU


TS
A
09-13-99
Remove Sign Structure Walkway
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-260 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-260_A09-13-99_DU.doc

15-270_DU


TS
A
07-30-99
Remove Cable-Chain Link Barrier
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-270 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-270_A07-30-99_DU.doc

15-300_DU


EH
A
08-17-01
Remove Traffic Stripe and Pavement Marking
Add to SSP 15-010.


Hyperlink to SSP 15-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-300_A08-17-01_DU.doc

15-310_DU


TD
A
07-30-99
Remove Contrast Treatment
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-310 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-310_A07-30-99_DU.doc

15-330_DU


DD
A
09-26-00
Remove Drainage Facilities
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-330 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-330_A09-26-00_DU.doc

15-340_DU


DD
A
07-30-99
Remove Asphalt Concrete Dike
Use when asphalt concrete dikes to be removed are outside the limits of excavation.  Add to SSP 15-010.


Hyperlink to SSP 15-340 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-340_A07-30-99_DU.doc

15-360_DU


TD
A
07-30-99
Remove Roadside Sign
Use when applicable.  Add to SSP 15-010.



Hyperlink to SSP 15-360 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-360_A07-30-99_DU.doc

15-390_DU


TD
A
07-30-99
Reconstruct Sign Structure
Use when existing sign structures are to be reconstructed by removing, disassembling, modifying and constructing again at existing or new locations.  Add to SSP 15-010.


Hyperlink to SSP 15-390 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-390_A07-30-99_DU.doc

15-400_DU


TD
A
07-30-99
Modify Sign Panel
Use when applicable.  Add to SSP 15-010.  


Hyperlink to SSP 15-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-400_A07-30-99_DU.doc

15-410_DU


DM
A
07-30-99
Reconstruct Chain Link Fence
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-410 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-410_A07-30-99_DU.doc

15-430_DU


TS
A
06-13-99
Reconstruct Metal Beam Guard Railing
Add to SSP 15-010.


Hyperlink to SSP 15-430 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-430_A06-13-99_DU.doc

15-440_DU


DM
A
07-30-99
Reset Mailbox
Use when applicable.  Add to SSP 15-010.



Hyperlink to SSP 15-440 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-440_A07-30-99_DU.doc

15-460_DU


TS
A
07-30-99
Reset Roadside Sign
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-460 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-460_A07-30-99_DU.doc

15-480_DU


TS
A
07-30-99
Relocate Sign Structure
Use when existing sign structures are to be installed at new locations, with no modifications except for a new foundation and , if required, electrical connections to new service points.  Add to SSP 15-010.


Hyperlink to SSP 15-480 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-480_A07-30-99_DU.doc

15-510_DU


TS
A
07-30-99
Relocate Roadside Sign
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-510_A07-30-99_DU.doc

15-530_DU


DD
A
04-18-01
Plastic Pipeliner
Use for extending the life of existing culverts that have structural integrity but need sealing and an invert lining.  Add to SSP 15-010.


Hyperlink to SSP 15-530 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-530_A04-18-01_DU.doc

15-540_DU


DD
A
07-30-99
Adjust Inlet
Use when the pipe inlet or walls of the inlet are to be adjusted.  If only the grate of the pipe inlet or frame and grate of the inlet are to be adjusted, use SSP 15-570.  Add to SSP 15-010.


Hyperlink to SSP 15-540 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-540_A07-30-99_DU.doc

15-570_DU


DD
A
07-30-99
Adjust Frame And Cover  To Grade
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-570 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-570_A07-30-99_DU.doc

15-571_DU


DD
A
07-30-99
Adjust Frame And Grate To Grade
Use when applicable,  Add to SSP 15-010.


Hyperlink to SSP 15-571 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-571_A07-30-99_DU.doc

15-584_DU


TS
A
06-13-02
Adjust Metal Beam Guard Railing
Use this method only where existing pavement surrounds wood posts.  Add to SSP 15-010.


Hyperlink to SSP 15-584 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-584_A06-13-02_DU.doc

15-586_DU


TS
A
07-30-99
Adjust Metal Beam Barrier
Use this method only where existing pavement surrounds wood posts.  Add to SSP 15-010.


Hyperlink to SSP 15-586 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-586_A07-30-99_DU.doc

15-590_DU


TS
A
07-30-99
Modify Sign Structure
Use when modification does not affect the basic framework or structure, and the sign is not relocated.  Add to SSP 15-010.


Hyperlink to SSP 15-590 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-590_A07-30-99_DU.doc

15-600_DU


CS
A
07-30-99
Obliterate Surfacing
Use when the surfacing to be obliterated is outside the limits of excavation.  Add to SSP 15-010.


Hyperlink to SSP 15-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-600_A07-30-99_DU.doc

15-620_DU


PC
A
07-30-99
Remove Portland Cement Concrete Pavement
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-620 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-620_A07-30-99_DU.doc

15-640_DU


PC
A
07-30-99
Remove Base And Surfacing
Use when removed base and surfacing are not replaced with structural section material.  Add to SSP 15-010.


Hyperlink to SSP 15-640 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-640_A07-30-99_DU.doc

15-670_DU


PC
A
04-21-03
Cold Plane Asphalt Concrete Pavement
Use when planing of existing pavement is required.  Add to SSP 15-010.  Show the maximum depth to be planed, at each location on the plans.


Hyperlink to SSP 15-670 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-670_A04-21-03_DU.doc

15-700_DU


DD
A
07-30-99
Cap Inlet
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-700_A07-30-99_DU.doc

15-720_DU


TE
A
07-30-99
Existing Loop Detectors
Use when the existing loop detectors could be damaged  on grinding, grooving, and edge drain projects.  Add to SSP 15-010.


Hyperlink to SSP 15-720 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-720_A07-30-99_DU.doc

15-740_DU


LS
A
02-04-00
Existing Highway Irrigation Facilities
Use when the existing irrigation facilities to remain are within the limits of other work and could be damaged.  Add to SSP 15-010.


Hyperlink to SSP 15-740 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-740_A02-04-00_DU.doc

15-900_DU


CS
A
07-30-99
Remove Concrete
Use when all the concrete to be removed is included in the Engineer's Estimate.  Add to SSP 15-010.


Hyperlink to SSP 15-900 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-900_A07-30-99_DU.doc

15-910_DU


CS
A
07-30-99
Remove Concrete
Use when NO PORTION of the concrete to be removed is to be paid for as a separate item of remove concrete and removed concrete is to be disposed of outside the right of way.  Add to SSP 15-010.


Hyperlink to SSP 15-910 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-910_A07-30-99_DU.doc

15-920_DU


CS
A
07-30-99
Remove Concrete
Use when a portion of concrete quantity to be removed is included in the Engineer's Estimate and the balance is NOT to be paid for by a contract item.  Add to SSP 15-010.


Hyperlink to SSP 15-920 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-920_A07-30-99_DU.doc

15-930_DU


CS
A
07-30-99
Shatter Concrete
Use when applicable.  Add to SSP 15-010.


Hyperlink to SSP 15-930 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-930_A07-30-99_DU.doc

15-960_DU


CS
A
07-30-99
Remove Concrete Clauses
Miscellaneous clauses to be added to SSPs 15-620, 15-900, 15-910 or 15-920 when required.  Add to SSP 15-010.


Hyperlink to SSP 15-960 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/15/15-960_A07-30-99_DU.doc

16-010_DU


CS
A
07-30-99
Clearing and Grubbing
Use when applicable.  


Hyperlink to SSP 16-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/16-010_A07-30-99_DU.doc

16-050_DU


CS
A
07-30-99
Clearing and Grubbing 
Used when State-owned property outside the right of way is to be cleared and grubbed. No Federal Aid involved.


Hyperlink to SSP 16-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/16-050_A07-30-99_DU.doc

16-060_DU


CS
A
07-30-99
Clearing and Grubbing 
Use when State-owned property outside the right of way is to be cleared and grubbed and this portion of clearing and grubbing is to be paid for as extra work.  Generally applied to Federal-aid projects.


Hyperlink to SSP 16-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/16-060_A07-30-99_DU.doc

16-070_DU


CS
A
07-30-99
Clearing and Grubbing
Use when improvements are to be removed by the Contractor.


Hyperlink to SSP 16-070 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/16-070_A07-30-99_DU.doc

17-010_DU


CS
A
07-30-99
Watering
Use when there is an item for "Develop Water Supply"  OR there is a "Materials Information" handout identifying water sources OR SSP S4-070 is used.


Hyperlink to SSP 17-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/17-010_A07-30-99_DU.doc

17-020_DU


LS
A
07-30-99
Watering
Use when nonpotable water is required and a source of reclaimed waste water has been provided for in the "Materials Information" handout.


Hyperlink to SSP 17-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/17-020_A07-30-99_DU.doc

18-010_DU


CS
A
07-30-99
Dust Palliative
Use when applicable.


Hyperlink to SSP 18-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/18-010_A07-30-99_DU.doc

19-010_DU


CS
A
07-30-99
Earthwork
Use when earthwork is required. 


Hyperlink to SSP 19-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-010_A07-30-99_DU.doc

19-030_DU


CS
A
02-02-01
Grading Plane Tolerances
Miscellaneous grading plane tolerances.  Add to SSP 19-010.


Hyperlink to SSP 19-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-030_A02-02-01_DU.doc

19-040_DU


CS
A
03-14-02
Miscellaneous Earthwork Clauses
Add to SSP 19-010.


Hyperlink to SSP 19-040 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-040_A03-14-02_DU.doc

19-060_DU


CS
A
07-30-99
Miscellaneous Clauses For Imported Borrow
Add to SSP 19-010 when a Mandatory Source is specified for Imported Borrow.  


Hyperlink to SSP 19-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-060_A07-30-99_DU.doc

19-080_DU


CS
A
07-30-99
Miscellaneous Clauses For Embankment 
Use when there is a contract item for embankment.  Add to SSP 19-010.


Hyperlink to SSP 19-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-080_A07-30-99_DU.doc

19-090_DU


CS
A
07-30-99
Miscellaneous Clauses For Imported Borrow
Use when imported borrow is to be paid for on theoretical volume basis.  Add to SSP 19-010.


Hyperlink to SSP 19-090 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-090_A07-30-99_DU.doc

19-100_DU


CS
A
07-30-99
Miscellaneous Clause For Aerial Survey Data
Use when drainage profiles are based on aerial surveys.  Add to SSP 19-010.


Hyperlink to SSP 19-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-100_A07-30-99_DU.doc

19-120_DU


CS
A
07-30-99
Miscellaneous Clauses For Compaction Related To Conserving Water
Use in projects where water is scarce and compaction can be obtained without the use of water and excessive compaction effort will NOT be required to meet .  Add to SSP 19-010.


Hyperlink to SSP 19-120 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-120_A07-30-99_DU.doc

19-200_DU


CS
A
07-30-99
Miscellaneous Clauses For Burying Vegetable Growth In Embankments
Use when vegetable growth may be disposed of in embankment areas AND there is a pay item for clearing and grubbing.  Add to SSP 19-010.


Hyperlink to SSP 19-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-200_A07-30-99_DU.doc

19-700_DU


CS
A
08-16-00
Presplitting Rock Excavation Slopes

Use when applicable.


Hyperlink to SSP 19-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-700_A08-16-00_DU.doc

19-710_DU


SF
A
08-24-00
Controlled Low Strength Material
Use on ALL projects requiring structure backfill for pipe culverts.  Include SSP S8-C01.


Hyperlink to SSP 19-710 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-710_A08-24-00_DU.doc

19-720_DU


PC
A
03-13-02
Shoulder Backing
See Pavement Tech Notes Shoulder Backing at http://www.dot.ca.gov/hq/oppd/pavement/guidance/ShoulderBacking.pdf for information on the appropriate application of this special provision and design of shoulder backing.


Hyperlink to SSP 19-720 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-720_A03-13-02_DU.doc

19-900_DU


EH
A
02-02-01
Earthwork-Material With Aerially Deposited Lead 
Use in Districts 4, 6, 7, 8, 10, 11, and 12 on projects where material containing aerially deposited lead will be stockpiled, transported within the right of way, placed within project limits, or disposed of in a landfill.


Hyperlink to SSP 19-900 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/16-19/19-900_A02-02-01_DU.doc

20-005_DU


LS
A
07-30-99
Duff
Use when applicable.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-005 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-005_A07-30-99_DU.doc

20-010_DU


LS
A
07-30-99
Erosion Control (Blanket)
Use for small areas that have high erosion potential, such as bridge abutments.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-010_A07-30-99_DU.doc

20-020_DU


LS
A
05-15-01
Move-In/Move-Out (Erosion Control)
Insert in Section 10-1.  Do not use in Section 10-2.


Hyperlink to SSP 20-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-020_A05-15-01_DU.doc

20-030_DU


LS
A
05-15-01
Erosion Control (Type C)
Use when straw incorporation IS required.  Insert in Section 10-1.  DO NOT USE in Section 10-2.



Hyperlink to SSP 20-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-030_A05-15-01_DU.doc

20-040_DU


LS
A
05-15-01
Erosion Control (Type D)
Use when straw incorporation IS NOT required.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-040 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-040_A05-15-01_DU.doc

20-050_DU


LS
A
07-30-99
Erosion Control (Drill Seed)
Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-050_A07-30-99_DU.doc

20-060_DU


LS
A
07-30-99
Fiber Rolls
Use when fiber rolls are installed for erosion control.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-060_A07-30-99_DU.doc

20-070_DU


LS
A
06-07-01
Seedling Plants (Plant Group S)
Use when applicable and use Plant (Group S) for the pay item.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-070 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-070_A06-07-01_DU.doc

20-080_DU


LS
A
04-21-03
Rock Blanket
Insert in Section 10-1.  DO NOT USE in Section 10-2.  Add plan and section details for rock blanket.


Hyperlink to SSP 20-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-080_A04-21-03_DU.doc

20-090_DU


LS
A
06-01-01
Willow Cuttings (Plant Group W)
Use when applicable and use Plant (Group W) for the pay item.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-090 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-090_A06-01-01_DU.doc

20-100_DU


LS
A
02-25-00
Irrigation Crossovers 
Use when conduits or crossovers are to be installed for new or future highway planting.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-100_A02-25-00_DU.doc

20-105_DU


LS
A
02-25-00
Irrigation Crossovers 
Use when conduits or crossovers are to be installed under existing pavement.  Insert in Section 10-1.  Use for jacked or drilled welded Steel pipe installations.


Hyperlink to SSP 20-105 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-105_A02-25-00_DU.doc

20-110_DU


LS
A
07-30-99
Extend Irrigation Crossovers
Use when existing irrigation crossovers are shown on the plans to be extended.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-110 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-110_A07-30-99_DU.doc

20-160_DU


LS
A
02-25-00
Imported Topsoil
Use when there is an item in the Engineer's Estimate for imported topsoil and o item for highway planting.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-160 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-160_A02-25-00_DU.doc

20-170_DU


LS
A
09-13-00
Topsoil 
Use when native topsoil is required.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-170 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-170_A09-13-00_DU.doc

20-180_DU


LS
A
07-30-99
Maintenance Vehicle Pullout
Use when applicable.  Insert in Section 10-1.  DO NOT USE in Section 10-2.


Hyperlink to SSP 20-180 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-180_A07-30-99_DU.doc

20-200_DU


LS
A
06-01-01
SECTION 10-2.  Highway Planting And Irrigation Systems
LEAD SSP.  Insert after Section 10-1.


Hyperlink to SSP 20-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-200_A06-01-01_DU.doc

20-201_DU


LS
A
06-06-02
Cost Break-Down 
Use in highway construction projects with lump sum items for Highway Planting and Irrigation System.  Add to SSP 20-200.


Hyperlink to SSP 20-201 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-201_A06-06-02_DU.doc

20-202_DU


LS
A
06-06-02
Cost Break-Down 
Use in highway construction projects when there is either a  lump sum item for Irrigation System only or for Highway Planting only.  Add to SSP 20-200.


Hyperlink to SSP 20-202 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-202_A06-06-02_DU.doc

20-250_DU


LS
A
04-21-03
Existing Highway Planting
Section 10-2.02:  LEAD SSP.  Add to SSP 20-200


Hyperlink to SSP 20-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-250_A04-21-03_DU.doc

20-251_DU


LS
A
04-21-03
Maintain Existing Planted Areas
Use when existing planted areas are maintained by extra work.  Add to SSP 20-250.


Hyperlink to SSP 20-251 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-251_A04-21-03_DU.doc

20-252_DU


LS
A
04-21-03
Maintain Existing Planted Areas
Use when existing planted areas are to be maintained and NOT paid for as extra work, except for pruning and correcting deficiencies.  Add to SSP 20-250. 


Hyperlink to SSP 20-252 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-252_A04-21-03_DU.doc

20-253_DU


LS
A
07-30-99
Remove Existing Plants For Trenching
Use when applicable.  Add to SSP 20-250.


Hyperlink to SSP 20-253 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-253_A07-30-99_DU.doc

20-254_DU


LS
A
07-30-99
Prune Existing Plants
Use when applicable.  Add to SSP 20-250.


Hyperlink to SSP 20-254 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-254_A07-30-99_DU.doc

20-255_DU


LS
A
07-30-99
Remove Existing Lawn (Sod) For Trenching
Use when applicable.  Add to SSP 20-250.


Hyperlink to SSP 20-255 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-255_A07-30-99_DU.doc

20-256_DU


LS
A
04-21-03
Transplant Trees
Add to Section 10-1 or to Section 10-2.


Hyperlink to SSP 20-256 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-256_A04-21-03_DU.doc

20-257_DU


LS
A
04-21-03
Transplant Palm Trees
Add to Section 10-1 or to Section 10-2.


Hyperlink to SSP 20-257 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-257_A04-21-03_DU.doc

20-300_DU


LS
A
10-31-01
Existing Highway Irrigation Facilities
LEAD SSP.  Add to SSP 20-200 as Section 10-2.03.


Hyperlink to SSP 20-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-300_A10-31-01_DU.doc

20-301_DU


LS
A
10-31-01
Locate Existing Crossovers And Conduits
Add to SSP 20-300 when required.


Hyperlink to SSP 20-301 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-301_A10-31-01_DU.doc

20-304_DU


LS
A
08-25-03
Check And Test Existing Irrigation Facilities
Add to SSP 20-300.


Hyperlink to SSP 20-304 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-304_A08-25-03_DU.doc

20-305_DU


LS
A
02-09-00
Maintain Existing Irrigation Facilities
Add to SSP 20-300.


Hyperlink to SSP 20-305 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-305_A02-09-00_DU.doc

20-306_DU


LS
A
07-26-00
Remove Existing Irrigation Facilities
Use when applicable.  Add to SSP 20-300.


Hyperlink to SSP 20-306 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-306_A07-26-00_DU.doc

20-307_DU


LS
A
07-30-99
Relocate Existing Irrigation Facilities
Use when applicable.  Add to SSP 20-300.


Hyperlink to SSP 20-307 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-307_A07-30-99_DU.doc

20-350_DU


LS
A
02-25-00
Highway Planting
LEAD SSP.  Add to SSP 20-200 as Section 10-2.04.


Hyperlink to SSP 20-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-350_A02-25-00_DU.doc

20-352_DU


LS
A
07-26-00
Mulch
Use when applicable.  Add to SSP 20-350.


Hyperlink to SSP 20-352 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-352_A07-26-00_DU.doc

20-353_DU


LS
A
07-13-01
Commercial Fertilizer
Use when applicable.  Add to SSP 20-350.


Hyperlink to SSP 20-353 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-353_A07-13-01_DU.doc

20-356_DU


LS
A
07-30-99
Jute Mesh
Use when applicable.  Add to SSP 20-350.


Hyperlink to SSP 20-356 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-356_A07-30-99_DU.doc

20-400_DU


LS
A
03-21-00
Roadside Clearing
Use when applicable.  Add to SSP 20-350.


Hyperlink to SSP 20-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-400_A03-21-00_DU.doc

20-430_DU


LS
A
07-20-00
Pesticides
Use when applicable.  Add to SSP 20-350.


Hyperlink to SSP 20-430 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-430_A07-20-00_DU.doc

20-450_DU


LS
A
07-30-99
Preparing Planting Areas
Use when applicable.  Add to SSP 20-350.


Hyperlink to SSP 20-450 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-450_A07-30-99_DU.doc

20-451_DU


LS
A
07-30-99
Weed Germination
Use when plant groups are to be irrigated AND weed germination is required.  Add to SSP 20-450.


Hyperlink to SSP 20-451 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-451_A07-30-99_DU.doc

20-453_DU


LS
A
07-30-99
Prepare Trench
Use when applicable.  Add to SSP 20-450.


Hyperlink to SSP 20-453 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-453_A07-30-99_DU.doc

20-454_DU


LS
A
07-30-99
Cultivate
Use when applicable.  Add to SSP 20-450.


Hyperlink to SSP 20-454 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-454_A07-30-99_DU.doc

20-500_DU


LS
A
07-13-01
Planting
Add to SSP 20-350.


Hyperlink to SSP 20-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-500_A07-13-01_DU.doc

20-502_DU


LS
A
07-31-01
Liner Plants
 Add to SSP 20-500.


Hyperlink to SSP 20-502 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-502_A07-31-01_DU.doc

20-504_DU


LS
A
07-30-99
Turf (Sod)
Use when applicable.  Add to SSP 20-500.


Hyperlink to SSP 20-504 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-504_A07-30-99_DU.doc

20-505_DU


LS
A
03-30-00
Foliage Protector
Add to SSP 20-500.
Include Standard Plan H4.


Hyperlink to SSP 20-505 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-505_A03-30-00_DU.doc

20-506_DU


LS
A
02-15-00
Root Protector
Use when applicable.  Add to SSP 20-500. 


Hyperlink to SSP 20-506 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-506_A02-15-00_DU.doc

20-507_DU


LS
A
05-22-01
Steel Plant Stake
Use when applicable.  Add to SSP 20-350.


Hyperlink to SSP 20-507 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-507_A05-22-01_DU.doc

20-530_DU


LS
A
07-30-99
Wild Flower Seeding
Use when applicable.  Add to SSP 20-350.


Hyperlink to SSP 20-530 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-530_A07-30-99_DU.doc

20-550_DU


LS
A
12-11-01
Plant Establishment Work
Add to SSP 20-350.



Hyperlink to SSP 20-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-550_A12-11-01_DU.doc

20-600_DU


LS
A
07-30-99
Irrigation Systems
Add the applicable sections as required to cover irrigation work.


Hyperlink to SSP 20-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-600_A07-30-99_DU.doc

20-601_DU


LS
A
07-30-99
Pipe And Conduit Anchors
Use when anchors are required for pipe supply line and sprinkler control conduits on structures.  Add to SSP 20-600.


Hyperlink to SSP 20-601 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-601_A07-30-99_DU.doc

20-602_DU


LS
A
03-21-00
Valve Boxes
Use when applicable.  Add to SSP 20-600.


Hyperlink to SSP 20-602 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-602_A03-21-00_DU.doc

20-604_DU


LS
A
09-16-03
Gate Valves
Add to SSP 20-600.


Hyperlink to SSP 20-604 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-604_A09-16-03_DU.doc

20-620_DU


LS
A
07-30-99
Electric Automatic Irrigation Components
Add to SSP 20-600.


Hyperlink to SSP 20-620 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-620_A07-30-99_DU.doc

20-621_DU


LS
A
07-30-99
Remote Irrigation Control System 
Use when tapplicable.  Add to SSP 20-600.


Hyperlink to SSP 20-621 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-621_A07-30-99_DU.doc

20-622_DU


LS
A
06-13-02
Armor-Clad Conductors
Add to SSP 20-600.


Hyperlink to SSP 20-622 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-622_A06-13-02_DU.doc

20-623_DU


LS
A
07-30-99
Remote Control Valve Actuator System
Use when applicable.  Add to SSP 20-600.


Hyperlink to SSP 20-623 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-623_A07-30-99_DU.doc

20-630_DU


LS
A
02-09-00
Irrigation Systems Functional Test
Use when there is an automatic irrigation system and plant establishment period.  Add to SSP 20-600.


Hyperlink to SSP 20-630 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-630_A02-09-00_DU.doc

20-640_DU


LS
A
03-21-00
Irrigation Systems Functional Test
Use when there is a RICS with an automatic irrigation system and a plant establishment period.   Add to SSP 20-600.


Hyperlink to SSP 20-640 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-640_A03-21-00_DU.doc

20-660_DU


LS
A
07-30-99
Open Trenches In Existing Surfacing
Use when pipe supply lines and electrical conduits without enclosing conduits are to be installed through surfaces not subject to wheel loads.  Add to SSP 20-600.


Hyperlink to SSP 20-660 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-660_A07-30-99_DU.doc

20-680_DU


LS
A
07-30-99
Irrigation Crossovers (Open Trench)
Use on Highway Planting projects only. Add to SSP 20-600.


Hyperlink to SSP 20-680 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-680_A07-30-99_DU.doc

20-700_DU


LS
A
03-21-00
Pipe
Use when irrigation pipe is utilized.  Add to SSP 20-600.


Hyperlink to SSP 20-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-700_A03-21-00_DU.doc

20-701_DU


LS
A
04-21-03
Reclaimed Water Supply Lines
Use when reclaimed water is used.  Add to SSP 20-700.  Use with SSP 20-870.


Hyperlink to SSP 20-701 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-701_A04-21-03_DU.doc

20-702_DU


LS
A
07-30-99
Ultraviolet Resistant Plastic Pipe
Use when applicable.  Add to SSP 20-700.


Hyperlink to SSP 20-702 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-702_A07-30-99_DU.doc

20-720_DU


LS
A
07-30-99
Water Meter
Use when applicable.  Add to SSP 20-600.


Hyperlink to SSP 20-720 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-720_A07-30-99_DU.doc

20-730_DU


LS
A
07-30-99
Atmospheric Vacuum Breakers
Use when applicable.  Add to SSP 20-600.


Hyperlink to SSP 20-730 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-730_A07-30-99_DU.doc

20-750_DU


LS
A
07-30-99
Backflow Preventer Assemblies
Use when applicable.  Add to SSP 20-600.


Hyperlink to SSP 20-750 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-750_A07-30-99_DU.doc

20-751_DU


LS
A
04-03-01
Backflow Preventer Assembly Enclosure
Use when applicable.  Add to SSP 20-750.


Hyperlink to SSP 20-751 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-751_A04-03-01_DU.doc

20-752_DU


LS
A
08-25-03
Testing New Backflow Preventers
Add to SSP 20-750.  Use for testing of NEW bavkflow preventers only.  Use SSP 20-304 for testing existing backflow preventers.


Hyperlink to SSP 20-752 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-752_A08-25-03_DU.doc

20-800_DU


LS
A
04-21-03
Sprinklers
Add to SSP 20-600.


Hyperlink to SSP 20-800 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-800_A04-21-03_DU.doc

20-801_DU


LS
A
07-30-99
Sprinkler (Type D)
Use when applicable.  Add to SSP 20-800.



Hyperlink to SSP 20-801 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-801_A07-30-99_DU.doc

20-830_DU


LS
A
07-30-99
Truck Loading Standpipe
Use when applicable.  Add to SSP 20-600. 


Hyperlink to SSP 20-830 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-830_A07-30-99_DU.doc

20-850_DU


LS
A
07-30-99
Wye Strainers
Use when applicable.  Add to SSP 20-600.


Hyperlink to SSP 20-850 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-850_A07-30-99_DU.doc

20-860_DU


LS
A
07-30-99
Flush Valves
Use when applicable.  Add to SSP 20-600. 


Hyperlink to SSP 20-860 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-860_A07-30-99_DU.doc

20-870_DU


LS
A
04-21-03
Reclaimed Water Warning Sign
Use when reclaimed water is to be provided.  Add to SSP 20-600.  Use with SSP 20-701.


Hyperlink to SSP 20-870 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-870_A04-21-03_DU.doc

20-880_DU


LS
A
07-30-99
Valve Assembly Unit 
Use when applicable.  Add to SSP 20-600.


Hyperlink to SSP 20-880 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-880_A07-30-99_DU.doc

20-900_DU


LS
A
07-30-99
Filter Assembly Unit
Use when applicable.  Add to SSP 20-600. 


Hyperlink to SSP 20-900 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-900_A07-30-99_DU.doc

20-910_DU


LS
A
07-30-99
Pressure Relief Valve
Use when applicable.  Add to SSP 20-600. 


Hyperlink to SSP 20-910 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-910_A07-30-99_DU.doc

20-920_DU


LS
A
07-30-99
Pressure Reducing Valve
Use when applicable.  Add to SSP 20-600. 


Hyperlink to SSP 20-920 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-920_A07-30-99_DU.doc

20-930_DU


LS
A
07-30-99
Final Irrigation System Check
Use when applicable.  Add to SSP 20-600 .


Hyperlink to SSP 20-930 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-930_A07-30-99_DU.doc

20-990_DU


LS
A
07-30-99
Booster Pump
Use this SSP as a separate numbered section.  DO NOT add to SSP 20-600.


Hyperlink to SSP 20-990 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/20/20-990_A07-30-99_DU.doc

22-010_DU


CS
A
07-30-99
Finishing Roadway
Use this SSP only when there is a pay item for "Finishing Roadway".


Hyperlink to SSP 22-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/22-010_A07-30-99_DU.doc

24-010_DU


PC
A
07-30-99
Lime Stabilization
Use when applicable.



Hyperlink to SSP 24-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/24-010_A07-30-99_DU.doc

25-010_DU


MR
A
07-30-99
Aggregate Subbase
Use for Class 1, 2, or 3 Aggregate Subbase.


Hyperlink to SSP 25-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/25-010_A07-30-99_DU.doc

25-020_DU


MR
A
07-30-99
Aggregate Subbase 
Use when applicable.  (Class 4 Aggregate Subbase)



Hyperlink to SSP 25-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/25-020_A07-30-99_DU.doc

25-030_DU


MR
A
07-30-99
Aggregate Subbase 
Use when applicable.  (Class 5 Aggregate Subbase)



Hyperlink to SSP 25-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/25-030_A07-30-99_DU.doc

26-010_DU


MR
A
07-30-99
Aggregate Base 
Use when applicable.  (Class 2 Aggregate Base)



Hyperlink to SSP 26-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/26-010_A07-30-99_DU.doc

26-030_DU


MR
A
07-30-99
Aggregate Base 
Use when applicable.  (Class 3 Aggregate Base)



Hyperlink to SSP 26-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/26-030_A07-30-99_DU.doc

26-080_DU


MR
A
07-30-99
Aggregate Base
Use when applicable.  (Class 2 & 3 Aggregate Base)


Hyperlink to SSP 26-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/26-080_A07-30-99_DU.doc

26-100_DU


MR
A
07-30-99
Aggregate Base 
Small quantities.  Use when the quantity of Class 3 Aggregate Base is less than 500 tonnes or 200 cubic meters.


Hyperlink to SSP 26-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/26-100_A07-30-99_DU.doc

27-010_DU


MR
A
07-30-99
Cement Treated Base 
Use when cement treated base is not used under concrete pavement.


Hyperlink to SSP 27-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/27-010_A07-30-99_DU.doc

27-200_DU


MR
A
04-18-01
Cement Treatment
Use when applicable.


Hyperlink to SSP 27-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/27-200_A04-18-01_DU.doc

28-100_DU


MR
A
07-30-99
Concrete Base
Use for concrete base projects having confined work areas.  For other projects, consider the use of lean concrete base and SSP 28-010.


Hyperlink to SSP 28-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/28-100_A07-30-99_DU.doc

29-010_DU


MR
A
07-30-99
Treated Permeable Base
Use for asphalt or cement treated base.


Hyperlink to SSP 29-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/29-010_A07-30-99_DU.doc

37-010_DU


MM
A
05-07-03
Seal Coat
Use when anionic or cationic polymer modified asphaltic emulsion is specified.


Hyperlink to SSP 37-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/37-010_A05-07-03_DU.doc

37-020_DU


MM
A
04-21-03
Hot-Applied Seal Coat (Polymer Modified Asphalt)
Use for seal coat areas where hot-applied polyer asphalt seal coat is needed.


Hyperlink to SSP 37-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/37-020_A04-21-03_DU.doc

37-030_DU


MM
A
04-21-03
Asphalt-Rubber Seal Coat
Use for seal coat areas where asphalt-rubber seal coat is needed.


Hyperlink to SSP 37-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/37-030_A04-21-03_DU.doc

37-040_DU


MM
A
07-30-99
Parking Area Seal Coat
Use for seal coat locations where pavement evaluation supports the need for parking area seal coat.  DO NOT use this SSP for seal coat on travelled way.  Use for areas such as Park and Ride lots, Rest Areas, and other miscellaneous areas.


Hyperlink to SSP 37-040 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/37-040_A07-30-99_DU.doc

37-050_DU


MM
A
07-30-99
Fog Seal Coat
Use for seal coat projects or when project does not include a 39-XXX SSP, but includes fog seal coat.


Hyperlink to SSP 37-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/37-050_A07-30-99_DU.doc

37-400_DU


PC
A
01-14-00
Seal Random Cracks in Existing Surfacing






Hyperlink to SSP 37-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/37-400_A01-14-00_DU.doc

37-500_DU


MM
A
07-23-01
Slurry Seal
Use when applicable.


Hyperlink to SSP 37-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/37-500_A07-23-01_DU.doc

37-600_DU


PC
A
07-30-99
Asphalt Rejuvenating Agent



Hyperlink to SSP 37-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/37-600_A07-30-99_DU.doc

39-010_DU


MF
A
04-18-03
Asphalt Concrete
Use in all projects with AC, except QC/QA asphalt concrete projects.


Hyperlink to SSP 39-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-010_A04-18-03_DU.doc

39-020_DU


PC
A
03-13-02
Pavement Reinforcing Fabric Clauses
Add to SSP 39-010 when pavement reinforcing fabric is specified.  Approval is required from METS when the AC layer to be placed over the pavement reinforcing fabric is less than 40 mm.


Hyperlink to SSP 39-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-020_A03-13-02_DU.doc

39-050_DU


MF
A
07-30-99
Asphalt Concrete (QCQA)
Use on all projects containing at least 10 000 tonnes of asphalt concrete (Type A or B, 12.5-mm or 19-mm); AND, the AC will be placed in a single, relatively continuous process within a limited location on the main lines.


Hyperlink to SSP 39-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-050_A07-30-99_DU.doc

39-052_DU


MF
A
03-13-02
Section 11 Quality Control / Quality Assurance
Use only with SSP 39-050.  Add to SSP S11-100.


Hyperlink to SSP 39-052 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-052_A03-13-02_DU.doc

39-054_DU


MF
A
10-08-99
Open Graded Asphalt Concrete (QC/QA)
Use only with SSP 39-050  and when the project includes open graded asphalt concrete.


Hyperlink to SSP 39-054 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-054_A10-08-99_DU.doc

39-056_DU


MF
A
02-16-00
Asphalt Concrete (Miscellaneous  Areas) (QCQA)
Use only with SSP 39-050.


Hyperlink to SSP 39-056 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-056_A02-16-00_DU.doc

39-057_DU


MF
A
10-08-99
Replace Asphalt Concrete Surfacing (QCQA)
Use only with SSP 39-050.



Hyperlink to SSP 39-057 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-057_A10-08-99_DU.doc

39-060_DU


MF
A
03-09-01
Miscellaneous Asphalt Concrete Clauses
Miscellaneous AC clauses.  Add to SSP 39-010.


Hyperlink to SSP 39-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-060_A03-09-01_DU.doc

39-080_DU


CS
A
07-30-99
Automatic Screed Control
Use when automatic screed controls are required.   Add to SSP 39-010.


Hyperlink to SSP 39-080 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-080_A07-30-99_DU.doc

39-090_DU


PC
A
06-10-03
Profile Index Requirements For AC Traveled Way
Add to SSP 39-010 when AC surfacing is 75 mm or greater in depth and the length of lanes is 1000 m or more.  Excluding and editing of this SSP other than the instructed require approval from the Office of Pavement Standards.


Hyperlink to SSP 39-090 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-090_A06-10-03_DU.doc

39-100_DU


MF
A
07-30-99
Asphalt Concrete
May be used when the quantity of AC is small (450 tonnes or less) and not placed on the traveled way, except for patching.


Hyperlink to SSP 39-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-100_A07-30-99_DU.doc

39-110_DU


MF
A
07-30-99
Asphalt Concrete
Use when commercial asphalt concrete is suitable for the work being performed.


Hyperlink to SSP 39-110 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-110_A07-30-99_DU.doc

39-120_DU


MF
A
07-30-99
Miscellaneous Asphalt Concrete Clauses
Miscellaneous clauses to be added at the District's option when applicable to surfacing projects.


Hyperlink to SSP 39-120 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-120_A07-30-99_DU.doc

39-130_DU


TS
A
02-03-00
Shoulder Rumble Strip (Asphalt Concrete, Rolled-In Indentations)
Use when rumble strips are to be constructed by indentation on new AC surfacing.  Top layer of AC shall not be less than 60 mm thick.


Hyperlink to SSP 39-130 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-130_A02-03-00_DU.doc

39-180_DU


MR
A
07-30-99
Aggregate Cleanness Value
Use in areas where aggregate is produced from deposits which require thorough washing of material before crushing to prevent deleterious coating and clay balls in finished aggregates.  Add to SSP 39-010.


Hyperlink to SSP 39-180 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-180_A07-30-99_DU.doc

39-200_DU


CS
A
09-07-01
Lime Treated Aggregates

Use when AC aggregates are to be lime treated.  Approval of the District Materials Engineer is required.


Hyperlink to SSP 39-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-200_A09-07-01_DU.doc

39-210_DU


MF
A
03-13-02
Liquid Anti-Strip Treatment of Asphalt Concrete
Use only with permission of the District Materials Engineer.  Liquid anti-strip can be used to mitigate the stripping characteristics of moisture sensitive mixes.


Hyperlink to SSP 39-210 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-210_A03-13-02_DU.doc

39-250_DU


LS
A
07-30-99
Asphalt Concrete
Use on highway planting projects only.  Use for island paving, pathways etc. and when no structural section is required.


Hyperlink to SSP 39-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-250_A07-30-99_DU.doc

39-251_DU


LS
A
07-30-99
Soil Treatment
Use when soil under asphalt concrete paving is to be sterilized.  Add just ahead of "Asphalt Concrete" in Section 10-1.


Hyperlink to SSP 39-251 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-251_A07-30-99_DU.doc

39-300_DU


MF
A
07-30-99
Replace Asphalt Concrete Surfacing
Use when the existing asphalt concrete and a portion of the underlying base are to be replaced without damaging the base to remain in place. 


Hyperlink to SSP 39-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-300_A07-30-99_DU.doc

39-400_DU


MF
A
03-15-00
Rubberized Asphalt Concrete (Type G).
Use when applicable.


Hyperlink to SSP 39-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-400_A03-15-00_DU.doc

39-403_DU


MF
A
02-09-01
Asphalt Concrete (Type D-MB).
USE ON PILOT PROJECTS ONLY- Pilot projects will be selected by the Transporastation Lab


Hyperlink to SSP 39-403 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-403_A02-09-01_DU.doc

39-405_DU


MF
A
03-15-00
Asphalt Concrete (Type G-MB).
USE ON PILOT PROJECTS ONLY- Pilot projects will be selected by the Transportation Lab.


Hyperlink to SSP 39-405 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-405_A03-15-00_DU.doc

39-450_DU


MF
A
03-15-00
Rubberized Asphalt Concrete (Type D)
Use when applicable.


Hyperlink to SSP 39-450 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-450_A03-15-00_DU.doc

39-480_DU


MF
A
07-30-99
Rubberized Asphalt Concrete (Type O)
Use when applicable.


Hyperlink to SSP 39-480 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-480_A07-30-99_DU.doc

39-700_DU


MM
A
10-01-01
Bonded Wearing Course
For use on pilot projects only.  Pilot projects must be approved by the PDRC.  Do not use on QC/QA projects.


Hyperlink to SSP 39-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/39-700_A10-01-01_DU.doc

40-010_DU


MR
A
09-12-03
Concrete Pavement
Use for projects with new PCC pavements and shoulder with dowels at transverse weakened plane joints.  Include Revised Standard Plan A35B or/and Standard Plan A35C.



Hyperlink to SSP 40-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/40-010_A09-12-03_DU.doc

40-015_DU


MR
A
02-15-01
Concrete Pavement (Retrofit Dowels)
Use when dowels are to be placed in existing PCC pavement transverse joints.


Hyperlink to SSP 40-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/40-015_A02-15-01_DU.doc

40-030_DU


MR
A
07-30-99
Portland Cement Concrete Base
Use when applicable.


Hyperlink to SSP 40-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/40-030_A07-30-99_DU.doc

40-150_DU


MR
A
07-30-99
Exit Ramp Termini
Use when concrete is used for exit ramp termini.


Hyperlink to SSP 40-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/40-150_A07-30-99_DU.doc

41-010_DU


MR
A
07-30-99
Concrete Pavement Subsealing
Use when applicable.


Hyperlink to SSP 41-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/41-010_A07-30-99_DU.doc

41-050_DU


MR
A
07-30-99
Concrete Pavement Jacking
Use when applicable.


Hyperlink to SSP 41-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/41-050_A07-30-99_DU.doc

41-150_DU


PC
A
07-30-99
Repair Spalled Joints
Use when spalling is limited to the top third of the concrete pavement thickness and spalled areas are less than one square meter.  Use when spalled areas are to be filled with  fast-setting grout.


Hyperlink to SSP 41-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/41-150_A07-30-99_DU.doc

41-151_DU


PC
A
03-19-03
Repair Spalled Joints (Polyester Grout)
Used for difficult spall patches where premixed cementitious grout may not adhere well.  
Use when spalling is limited to the top third of the concrete pavement thickness and spalled areas are less than one square meter.  Use when spalled areas are to be filled with  polyester grout.


Hyperlink to SSP 41-151 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/41-151_A03-19-03_DU.doc

41-200_DU


PC
A
06-19-03
Seal Existing Concrete Pavement Joint
Use for projects where new joint seals are to be constructed in existing concrete pavement.  Include Standard Plan A35C.


Hyperlink to SSP 41-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/41-200_A06-19-03_DU.doc

41-210_DU


PC
A
06-19-03
Replace Joint Seal (Existing Concrete Pavement)
Use for projects where existing pavement joint seals in concrete pavement are to be removed and replaced.  Include Standard Plan A35C.


Hyperlink to SSP 41-210 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/41-210_A06-19-03_DU.doc

41-250_DU


PC
A
07-30-99
Crack Existing Concrete Pavement
Use when applicable.


Hyperlink to SSP 41-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/41-250_A07-30-99_DU.doc

41-300_DU


PC
A
07-30-99
Pavement Transition Tapers
Use of this SSP MUST be fully justified.
Use with SSP 40-020. 


Hyperlink to SSP 41-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/41-300_A07-30-99_DU.doc

42-010_DU


MR
A
07-30-99
Groove Existing Concrete Pavement
Use when grooving existing Portland cement concrete pavement or bridge decks is required.


Hyperlink to SSP 42-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/42-010_A07-30-99_DU.doc

42-050_DU


MR
A
05-14-02
Grind Existing Concrete Pavement
Use on projects for grinding existing portland cement concrete pavement or bridge decks.


Hyperlink to SSP 42-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/42-050_A05-14-02_DU.doc

42-055_DU


MR
A
03-13-02
Grind Existing Concrete Pavement
Use when grinding existing portland cement concrete or asphalt concrete pavement is required for weigh-in-motion projects.


Hyperlink to SSP 42-055 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/22-42/42-055_A03-13-02_DU.doc

51-010_DU


DD
A
04-11-01
Concrete Structures
When project includes bridges, add SSP 51-300.


Hyperlink to SSP 51-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/49-59/51-010_A04-11-01_DU.doc

53-010_DU


DD
A
07-30-99
Shotcrete
Use when applicable.


Hyperlink to SSP 53-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/49-59/53-010_A07-30-99_DU.doc

55-050_DU


DM
A
07-30-99
Cattle Guard
Use when applicable.


Hyperlink to SSP 55-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/49-59/55-050_A07-30-99_DU.doc

56-500_DU


TD
A
02-23-00
Roadside Signs
Use when applicable.  



Hyperlink to SSP 56-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/49-59/56-500_A02-23-00_DU.doc

56-600_DU


TD
A
07-30-99
Install Roadside Sign Panel On Existing Post
Use when applicable.


Hyperlink to SSP 56-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/49-59/56-600_A07-30-99_DU.doc

56-610_DU


TD
A
07-30-99
Install Sign Panel On Existing Frame
Use when applicable.


Hyperlink to SSP 56-610 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/49-59/56-610_A07-30-99_DU.doc

56-620_DU


TD
A
05-11-01
Install Framed Sign Panel
Use when applicable.


Hyperlink to SSP 56-620 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/49-59/56-620_A05-11-01_DU.doc

56-700_DU


TD
A
07-30-99
Install Sign Overlay
Use when sign overlays, e.g., "EXIT," "EXIT ONLY," "ONLY," etc., are required.


Hyperlink to SSP 56-700 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/49-59/56-700_A07-30-99_DU.doc

62-010_DU


DD
A
07-30-99
Alternative Pipe
Use when applicable.


Hyperlink to SSP 62-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/62-010_A07-30-99_DU.doc

62-050_DU


DD
A
07-30-99
Miscellaneous Clauses For Concrete Backfill For Alternative Pipe
Use when concrete backfill is required for alternative culverts.  Add to SSP 62-010.  Add SSP 65-050 or SSP 66-050 if fast setting concrete is needed for concrete backfill.


Hyperlink to SSP 62-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/62-050_A07-30-99_DU.doc

63-010_DU


DD
A
07-30-99
Cast-In-Place Concrete Pipe
Use when applicable.


Hyperlink to SSP 63-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/63-010_A07-30-99_DU.doc

64-010_DU


DD
A
07-30-99
Plastic Pipe
Use when applicable.


Hyperlink to SSP 64-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/64-010_A07-30-99_DU.doc

65-010_DU


DD
A
01-01-01
Reinforced Concrete Pipe
Use when applicable and when reinforced concrete pipe (RCP) is a separate pay item.


Hyperlink to SSP 65-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/65-010_A01-01-01_DU.doc

65-050_DU


DD
A
04-18-01
Miscellaneous Clause For Fast Setting Concrete Backfill
Use when fast setting concrete is needed for concrete backfill.  Add to SSP 65-010. 


Hyperlink to SSP 65-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/65-050_A04-18-01_DU.doc

65-100_DU


DD
A
07-30-99
Miscellaneous Reinforced Concrete Pipe Clauses
Add to SSP 65-010.


Hyperlink to SSP 65-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/65-100_A07-30-99_DU.doc

65-200_DU


DD
A
07-30-99
Non-Reinforced Concrete Pipe
Use only when non-reinforced pipe is a contract item.  These provisions provide for 100 mm to 900 mm pipe sizes, inclusive.


Hyperlink to SSP 65-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/65-200_A07-30-99_DU.doc

66-010_DU


DD
A
07-30-99
Corrugated Metal Pipe
Use when applicable.


Hyperlink to SSP 66-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/66-010_A07-30-99_DU.doc

66-050_DU


DD
A
04-18-01
Miscellaneous Clause For Fast Setting Concrete Backfill
Use when fast setting concrete is needed for concrete backfill.  Add to SSP 66-010. 


Hyperlink to SSP 66-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/66-050_A04-18-01_DU.doc

66-200_DU


DD
A
07-30-99
Miscellaneous Clauses For Corrugated Metal Pipe
Add to SSP 66-010


Hyperlink to SSP 66-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/66-200_A07-30-99_DU.doc

67-010_DU


DD
A
07-30-99
Structural Steel Plate Pipe
Use when applicable.


Hyperlink to SSP 67-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/67-010_A07-30-99_DU.doc

67-020_DU


DD
A
07-30-99
Structural Steel Plate Arch
Use when applicable.


Hyperlink to SSP 67-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/67-020_A07-30-99_DU.doc

67-100_DU


DD
A
07-30-99
Metal Liner Plate Pipe
Use for lining tunnels between 1.2 m and 4.6 m in diameter.


Hyperlink to SSP 67-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/67-100_A07-30-99_DU.doc

68-010_DU


DD
A
07-30-99
Underdrain
Use when applicable.



Hyperlink to SSP 68-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/68-010_A07-30-99_DU.doc

68-100_DU


DD
A
07-30-99
Alternative Pipe Underdrain
Use when applicable.


Hyperlink to SSP 68-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/68-100_A07-30-99_DU.doc

68-200_DU


DD
A
07-30-99
Edge Drain
Use when applicable.


Hyperlink to SSP 68-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/68-200_A07-30-99_DU.doc

68-230_DU


DD
A
07-28-00
Permeable Material
Use when recommended by the Office of Roadway Geotechnical Engineering, North or South.  Provides grading for Class 3 material.


Hyperlink to SSP 68-230 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/68-230_A07-28-00_DU.doc

68-250_DU


DD
A
07-30-99
Permeable Material (Blanket)
Use when applicable.  Include SSP S8-M81.


Hyperlink to SSP 68-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/68-250_A07-30-99_DU.doc

68-280_DU


DD
A
07-30-99
Drainage Wick
Use when applicable.


Hyperlink to SSP 68-280 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/68-280_A07-30-99_DU.doc

68-500_DU


DD
A
07-30-99
Horizontal Drain
Use when applicable.


Hyperlink to SSP 68-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/68-500_A07-30-99_DU.doc

69-010_DU


DD
A
07-30-99
Overside Drain
Use for entrance tapers and pipe downdrains.


Hyperlink to SSP 69-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/69-010_A07-30-99_DU.doc

69-020_DU


DD
A
07-30-99
Overside Drains
Use for tapered inlets and flume downdrains.


Hyperlink to SSP 69-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/69-020_A07-30-99_DU.doc

69-025_DU


DD
A
07-30-99
Cable Anchorage System
Use when cable anchorage systems for pipe downdrains is required.  Include Standard Plan D87C.


Hyperlink to SSP 69-025 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/69-025_A07-30-99_DU.doc

69-030_DU


DD
A
07-30-99
Overside Drain
Use for asphalt concrete overside drains.


Hyperlink to SSP 69-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/69-030_A07-30-99_DU.doc

69-100_DU


DD
A
07-30-99
Overside Drain
Use when alternative materials are permitted for pipe downdrains.


Hyperlink to SSP 69-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/69-100_A07-30-99_DU.doc

70-010_DU


DD
A
07-30-99
Miscellaneous Facilities
Use when applicable.


Hyperlink to SSP 70-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/70-010_A07-30-99_DU.doc

70-100_DU


DD
A
07-30-99
Grated Line Drain
Use when applicable.


Hyperlink to SSP 70-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/70-100_A07-30-99_DU.doc

70-250_DU


DD
A
07-30-99
Welded Steel Pipe
Use when applicable.


Hyperlink to SSP 70-250 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/70-250_A07-30-99_DU.doc

70-260_DU


DD
A
07-30-99
Asphalt Coated And Wrapped Welded Steel Pipe
Use only when required by an outside agency.


Hyperlink to SSP 70-260 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/70-260_A07-30-99_DU.doc

70-270_DU


DD
A
07-30-99
Cement-Mortar Lined And Reinforced Cement-Mortar Coated Welded Steel Pressure Pipe
Use when applicable.


Hyperlink to SSP 70-270 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/70-270_A07-30-99_DU.doc

70-500_DU


DD
A
07-30-99
Automatic Drainage Gate
Use when circular flap gate is specified and the operating face pressure is Š 3 m.


Hyperlink to SSP 70-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/70-500_A07-30-99_DU.doc

70-510_DU


DD
A
07-30-99
Automatic Drainage Gate
Use when automatic drainage gates with operating head between 3 m and 15 m are required.


Hyperlink to SSP 70-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/70-510_A07-30-99_DU.doc

70-520_DU


DD
A
07-30-99
Slide Headgate
Use when slide gates with frames are specified.



Hyperlink to SSP 70-520 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/70-520_A07-30-99_DU.doc

72-010_DU


DM
A
07-30-99
Slope Protection
Use when applicable.


Hyperlink to SSP 72-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/72-010_A07-30-99_DU.doc

72-030_DU


DM
A
07-30-99
Broken Concrete Slope Protection
Use when applicable.


Hyperlink to SSP 72-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/72-030_A07-30-99_DU.doc

72-110_DU


MS
A
07-30-99
Miscellaneous Clauses For Coloring Agent For Slope Protection
Use when applicable.  Add to SSP 72-010. 


Hyperlink to SSP 72-110 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/72-110_A07-30-99_DU.doc

72-150_DU


MS
A
07-30-99
Additional Clauses For Rock Slope Protection Filter Fabric
Use when rock slope protection fabric is specified.  Add to SSP 72-010.  Include SSP S8-M81.


Hyperlink to SSP 72-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/72-150_A07-30-99_DU.doc

72-300_DU


DM
A
02-10-00
Gabions (Poyvinyl Chloride Coated)
Use when PVC coating required


Hyperlink to SSP 72-300 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/72-300_A02-10-00_DU.doc

72-305_DU


DM
A
02-10-00
Gabions
Use when PVC Coating not Required


Hyperlink to SSP 72-305 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/72-305_A02-10-00_DU.doc

73-010_DU


AD
A
07-10-03
Miscellaneous Concrete Construction 
Add description of miscellaneous concrete construction work.


Hyperlink to SSP 73-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/73-010_A07-10-03_DU.doc

73-050_DU


DM
A
07-30-99
Miscellaneous Clauses For Curing Compound Method Of Curing Concrete
Use when the curing compound method of curing concrete is either mandatory or optional and the clear or translucent type compound is required.  Add to SSP 73-010


Hyperlink to SSP 73-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/73-050_A07-30-99_DU.doc

73-100_DU


DM
A
07-30-99
Miscellaneous Clauses For Textured Paving
Use when applicable.  Add to SSP 73-010.


Hyperlink to SSP 73-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/73-100_A07-30-99_DU.doc

75-010_DU


DD
A
07-30-99
Miscellaneous Iron And Steel
Use for misccellaneous iron and steel items such as frame and grates.


Hyperlink to SSP 75-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/61-75/75-010_A07-30-99_DU.doc

80-010_DU


DM
A
07-30-99
Type BW And Type WM Fence
Use when applicable.  


Hyperlink to SSP 80-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/80-010_A07-30-99_DU.doc

80-050_DU


DM
A
07-30-99
Miscellaneous Clauses For Type BW and Type WM Fence Gateways
Use if gateways are included in the project.  Add to SSP 80-010.


Hyperlink to SSP 80-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/80-050_A07-30-99_DU.doc

80-500_DU


DM
A
07-30-99
Chain Link Fence
Use when applicable.


Hyperlink to SSP 80-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/80-500_A07-30-99_DU.doc

80-510_DU


DM
A
07-30-99
Miscellaneous Clauses For Chain Link Fence Extension Arms
Use when extension arms are required.  Add to SSP 80-500. 


Hyperlink to SSP 80-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/80-510_A07-30-99_DU.doc

80-540_DU


DM
A
07-30-99
Chain Link Fence (Type CL-1.8, Slatted)
Use when applicable.


Hyperlink to SSP 80-540 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/80-540_A07-30-99_DU.doc

80-600_DU


DM
A
11-21-00
Chain Link Walk Gate
Use when applicable.  Use Standard Plan A85.


Hyperlink to SSP 80-600 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/80-600_A11-21-00_DU.doc

81-010_DU


SU
A
04-21-00
Monuments
Use when applicable.


Hyperlink to SSP 81-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/81-010_A04-21-00_DU.doc

82-010_DU


TD
A
09-20-00
Markers and Delineators
Use when applicable.


Hyperlink to SSP 82-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/82-010_A09-20-00_DU.doc

83-010_DU


TS
A
06-13-02
Metal Beam Guard Railing



Hyperlink to SSP 83-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-010_A06-13-02_DU.doc

83-017_DU


TS
A
06-13-02
Terminal System (Type CAT)
Use when Terminal System (Type CAT) is included in the project.  Add to SSP 83-010. 


Hyperlink to SSP 83-017 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-017_A06-13-02_DU.doc

83-450_DU


TD
A
09-20-00
Concrete Barrier
Use when applicable.


Hyperlink to SSP 83-450 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-450_A09-20-00_DU.doc

83-480_DU


TS
A
09-20-00
Concrete Barrier (TYPE K)
Use when temporary railing (Type K) is to remain in place at completion of project.


Hyperlink to SSP 83-480 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-480_A09-20-00_DU.doc

83-481_DU


TS
A
01-16-02
Portable Concrete Barrier (TYPE 60K)
Use when portable concrete barrier (Type 60K) is included in the project.


Hyperlink to SSP 83-481 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-481_A01-16-02_DU.doc

83-510_DU


TS
A
07-30-99
Concrete Headlight Glare Screen
Use for concrete headlight glare screen on new or existing concrete barrier.



Hyperlink to SSP 83-510 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-510_A07-30-99_DU.doc

83-550_DU


TS
A
06-13-02
Thrie Beam Barrier
Include this SSP for thrie beam barrier including reconstructing or adjusting to grade.


Hyperlink to SSP 83-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-550_A06-13-02_DU.doc

83-965_DU


TS
A
01-02-01
Crash Cushion (Type CAT)
Use when Crash Cushion (Type CAT) is included in the project.  Use with Revised Standard Plan A82A.


Hyperlink to SSP 83-965 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-965_A01-02-01_DU.doc

83-966_DU


TS
A
01-02-01
Crash Cushion (Type ADIEM)
Use when Crash Cushion (Type ADIEM) is included in the project.  Use with Standard Plan A82B.


Hyperlink to SSP 83-966 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-966_A01-02-01_DU.doc

83-967_DU


TS
A
06-10-02
Crash Cushion (REACT)
Use when Crash Cushion (Type REACT) is included in the project.


Hyperlink to SSP 83-967 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-967_A06-10-02_DU.doc

83-970_DU


TS
A
03-19-01
Crash Cushion, Sand Filled
Use when applicable.



Hyperlink to SSP 83-970 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/83-970_A03-19-01_DU.doc

84-050_DU


TD
A
05-20-03
Thermoplastic Traffic Stripe And Pavement Marking
Use when applicable.


Hyperlink to SSP 84-050 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/84-050_A05-20-03_DU.doc

84-060_DU


TD
A
05-20-03
Thermoplastic Traffic Stripe (Sprayable)
Use when applicable.


Hyperlink to SSP 84-060 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/84-060_A05-20-03_DU.doc

84-100_DU


TD
A
05-02-03
Paint Traffic Stripe And Pavement Marking
Use when applicable.


Hyperlink to SSP 84-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/84-100_A05-02-03_DU.doc

84-110_DU


TD
A
06-03-03
Two-Component Paint Traffic Stripe And Pavement Marking
Use two-component paint traffic stripes and pavement markings on roadways where light to moderate snow plowing is required, and when abrasion resistant striping is required.


Hyperlink to SSP 84-110 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/84-110_A06-03-03_DU.doc

84-200_DU


TD
A
07-30-99
Parking Bumper
Use when applicable.


Hyperlink to SSP 84-200 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/84-200_A07-30-99_DU.doc

85-010_DU


TD
A
05-16-03
Pavement Markers



Hyperlink to SSP 85-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/80-85/85-010_A05-16-03_DU.doc

86-010_DU


TE
A
07-30-99
Section 10-3.  Signals, Lighting And Electrical Systems
Use in all electrical projects.


Hyperlink to SSP 86-010 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-010_A07-30-99_DU.doc

86-015_DU


TE
A
07-30-99
Cost Break-Down
Use for projects that have lump sum item(s) for Electrical System work.


Hyperlink to SSP 86-015 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-015_A07-30-99_DU.doc

86-020_DU


TE
A
07-30-99
Equipment List And Drawings
Use when applicable and edit as required.


Hyperlink to SSP 86-020 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-020_A07-30-99_DU.doc

86-030_DU


TE
A
07-30-99
Maintaining Existing And Temporary Electrical Systems
Use when applicable.


Hyperlink to SSP 86-030 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-030_A07-30-99_DU.doc

86-085_DU


TE
A
07-30-99
Fiberglass Lighting Standards
Use when fiberglass lighting standards are  allowed as an option for Types 15, 21, and 30 lighting standards.


Hyperlink to SSP 86-085 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-085_A07-30-99_DU.doc

86-086_DU


TE
A
07-30-99
Fiberglass Highway Advisory Radio Poles
Use when applicable with fiberglass-reinforced plastic Highway Advisory Radio Pole Standard details.


Hyperlink to SSP 86-086 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-086_A07-30-99_DU.doc

86-089_DU


TE
A
07-30-99
Aluminum Lighting Standards
Use when aluminum lighting standards are allowed as an option for Types 15, 21 and 30 lighting standards.


Hyperlink to SSP 86-089 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-089_A07-30-99_DU.doc

86-090_DU


TE
A
07-30-99
Slip Base Inserts
Use when a slip base is required for 4-anchor bolt standard foundation.


Hyperlink to SSP 86-090 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-090_A07-30-99_DU.doc

86-130_DU


TE
A
07-30-99
Conduit
Use when applicable.


Hyperlink to SSP 86-130 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-130_A07-30-99_DU.doc

86-140_DU


TE
A
09-15-00
Pull Boxes
Use when Pull Boxes are required.


Hyperlink to SSP 86-140 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-140_A09-15-00_DU.doc

86-150_DU


TE
A
04-03-00
Conductors And Wiring
Use when applicable.


Hyperlink to SSP 86-150 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-150_A04-03-00_DU.doc

86-170_DU


TE
A
09-12-02
Bonding and Grounding

Use in all electrical projects, do not edit.


Hyperlink to SSP 86-170 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-170_A09-12-02_DU.doc

86-190_DU


TE
A
07-30-99
Service
Use for projects with new service equipment enclosures.


Hyperlink to SSP 86-190 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-190_A07-30-99_DU.doc

86-199_DU


TE
A
07-30-99
Electric Service (Irrigation)
Use for projects with electric service is required for irrigation controllers.


Hyperlink to SSP 86-199 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-199_A07-30-99_DU.doc

86-220_DU


TE
A
07-30-99
Sign Disconnects
Use when fused switches are required.


Hyperlink to SSP 86-220 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-220_A07-30-99_DU.doc

86-240_DU


TE
A
07-30-99
Numbering Electrical Equipment
Use when inventory/identification numbers are to be placed on electrical equipment.


Hyperlink to SSP 86-240 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-240_A07-30-99_DU.doc

86-320_DU


TE
A
07-30-99
Type 90 Controller Assemblies
Use when applicable.  Delete paras not required.


Hyperlink to SSP 86-320 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-320_A07-30-99_DU.doc

86-330_DU


TE
A
07-30-99
Model 170 Controller Assemblies
Use when applicable.


Hyperlink to SSP 86-330 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-330_A07-30-99_DU.doc

86-335_DU


TE
A
07-30-99
Controller Cabinets
Use for Contractor-furnished Model 170 cabinets without traffic signal equipment are required.


Hyperlink to SSP 86-335 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-335_A07-30-99_DU.doc

86-340_DU


TE
A
07-30-99
State-Furnished Controller Assemblies
Use when applicable.


Hyperlink to SSP 86-340 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-340_A07-30-99_DU.doc

86-350_DU


TE
A
07-30-99
Irrigation Controller Enclosure Cabinet
Use when irrigation controller enclosure cabinets are required.


Hyperlink to SSP 86-350 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-350_A07-30-99_DU.doc

86-360_DU


TE
A
06-25-03
Booster Pump Electrical System
Use when SSP 20-990 is used in Section 10-2.  Place this SSP in Section 10-3.


Hyperlink to SSP 86-360 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-360_A06-25-03_DU.doc

86-370_DU


TE
A
07-30-99
Telephone Bridge
Use when applicable.


Hyperlink to SSP 86-370 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-370_A07-30-99_DU.doc

86-380_DU


TE
A
07-30-99
Vehicle Signal Faces And Signal Heads
Use when applicable.


Hyperlink to SSP 86-380 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-380_A07-30-99_DU.doc

86-385_DU


TE
A
05-03-01
Light Emitting Diode Signal Modules
Do Not Edit Paras 1-57 except as instructions provide


Hyperlink to SSP 86-385 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-385_A05-03-01_DU.doc

86-390_DU


TE
A
07-30-99
Programmed Visibility Vehicle Traffic Signal Heads
Use when applicable.


Hyperlink to SSP 86-390 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-390_A07-30-99_DU.doc

86-400_DU


TE
A
07-30-99
Pedestrian Signals
Use when applicable.


Hyperlink to SSP 86-400 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-400_A07-30-99_DU.doc

86-401_DU


TE
A
07-30-99
Pedestrian Signal Faces
Use when applicable.  Edit and add to SSP 86-400.


Hyperlink to SSP 86-401 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-401_A07-30-99_DU.doc

86-405_DU


TE
A
05-03-01
Light Emitting Diode (LED) Pedestrian Signal Modules
Do Not Edit Paras 1-53 except as instrutions provide/


Hyperlink to SSP 86-405 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-405_A05-03-01_DU.doc

86-410_DU


TE
A
07-30-99
Flashing Beacons
Use when applicable.



Hyperlink to SSP 86-410 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-410_A07-30-99_DU.doc

86-415_DU


TE
A
07-30-99
Flashing Beacons
Use when a cantilever flashing beacon is included on the project.


Hyperlink to SSP 86-415 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-415_A07-30-99_DU.doc

86-420_DU


TE
A
07-30-99
Detectors
Use when applicable.


Hyperlink to SSP 86-420 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-420_A07-30-99_DU.doc

86-421_DU


TE
A
04-03-00
Preformed Inductive Loops
Use when applicable. Add to SSP 86-420.


Hyperlink to SSP 86-421 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-421_A04-03-00_DU.doc

86-423_DU


TE
A
07-30-99
Magnetometer Detectors
Use when applicable.


Hyperlink to SSP 86-423 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-423_A07-30-99_DU.doc

86-425_DU


TE
A
07-30-99
Emergency Vehicle Detector System
Use when applicable.



Hyperlink to SSP 86-425 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-425_A07-30-99_DU.doc

86-440_DU


TE
A
07-30-99
Pedestrian Push Buttons
Use when applicable. 


Hyperlink to SSP 86-440 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-440_A07-30-99_DU.doc

86-450_DU


TE
A
07-30-99
Traffic Monitoring Station
Use when the controller assembly is not a Model 170.


Hyperlink to SSP 86-450 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-450_A07-30-99_DU.doc

86-460_DU


TE
A
07-30-99
High Mast Lighting Assembly
Use when applicable.




Hyperlink to SSP 86-460 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-460_A07-30-99_DU.doc

86-470_DU


TE
A
07-30-99
Luminaires
Use when every type of ballast is NOT acceptable.



Hyperlink to SSP 86-470 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-470_A07-30-99_DU.doc

86-480_DU


TE
A
07-30-99
Soffit And Wall Luminaires
Use when applicable.


Hyperlink to SSP 86-480 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-480_A07-30-99_DU.doc

86-490_DU


TE
A
07-30-99
Pedestrian Undercrossing Fixtures
Use when applicable.


Hyperlink to SSP 86-490 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-490_A07-30-99_DU.doc

86-500_DU


TE
A
07-30-99
Pedestrian Overcrossing Fixtures
Use when applicable.



Hyperlink to SSP 86-500 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-500_A07-30-99_DU.doc

86-521_DU


TE
A
07-30-99
Sign Lighting Fixtures - Fluorescent
Use when applicable for 900-mm fixtures.  Use for signs 1.7 m in width, or less, and where mercury fixtures are not to be installed.


Hyperlink to SSP 86-521 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-521_A07-30-99_DU.doc

86-530_DU


TE
A
07-30-99
Sign Lighting Fixtures - Incandescent
Use when applicable.


Hyperlink to SSP 86-530 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-530_A07-30-99_DU.doc

86-531_DU


TE
A
06-25-03
Sign Lighting Fixtures-Induction



Hyperlink to SSP 86-531 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-531_A06-25-03_DU.doc

86-540_DU


TE
A
07-30-99
Internally Illuminated Signs
Use for ramp metering signs.



Hyperlink to SSP 86-540 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-540_A07-30-99_DU.doc

86-550_DU


TE
A
07-30-99
Internally Illuminated Street Name Signs
Use when applicable.


Hyperlink to SSP 86-550 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-550_A07-30-99_DU.doc

86-560_DU


TE
A
07-30-99
Photoelectric Controls
Use when applicable.



Hyperlink to SSP 86-560 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-560_A07-30-99_DU.doc

86-610_DU


TE
A
07-30-99
Extinguishable Message Sign
Use when applicable.



Hyperlink to SSP 86-610 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-610_A07-30-99_DU.doc

86-630_DU


TE
A
07-30-99
Model ___ Changeable Message Sign System
Use when applicable.



Hyperlink to SSP 86-630 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-630_A07-30-99_DU.doc

86-740_DU


TE
A
07-30-99
Removing, Reinstalling Or Salvaging Electrical Equipment
Use when applicable.


Hyperlink to SSP 86-740 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-740_A07-30-99_DU.doc

86-750_DU


TE
A
07-30-99
Disposing of Electrical Equipment
Use for disposal of ballasts and transformers and all fluorescent and mercury lamps.


Hyperlink to SSP 86-750 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-750_A07-30-99_DU.doc

86-790_DU


TE
A
07-30-99
Payment
Use when the estimate includes an item or items for Signal And Lighting and an item of Lighting or Lighting And Sign Illumination.


Hyperlink to SSP 86-790 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/86/86-790_A07-30-99_DU.doc

StdPln_DU


OE
A
03-13-02
Standard Plans List
USE WITH 1999 STANDARD PLANS ONLY.


Hyperlink to SSP StdPln http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_10/StdPln/StdPln_A03-13-02_DU.doc

S11-000_DU


OE
A
11-28-01
Modified Standard Specification Sections
Use in all projects.


Hyperlink to SSP S11-000 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_11/S11-000_A11-28-01_DU.doc

S11-100_DU


OE
A
11-28-01
Section 11-1. Quality Control/Quality Assurance
Use in ALL projects.


Hyperlink to SSP S11-100 http://www.dot.ca.gov/hq/esc/oe/specifications/SSPs/2002-SSPs/Sec_11/S11-100_A11-28-01_DU.doc

