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Use where a water shortage exists.

Make a cross reference in the various sections affected by these clauses.

5‑1.__  WATER CONSERVATION

Attention is directed to the various sections of the Standard Specifications and these special provisions which require the use of water for the construction of this project.  Attention is directed to Section 7, "Legal Relations and Responsibility," of the Standard Specifications with regards to the Contractor's responsibilities for public convenience, public safety, preservation of property, indemnification, and insurance.

2.  Use when SSP 17-020 is included in the special provisions.

Attention is directed to "Watering" of these special provisions regarding the use of nonpotable water.

3

Nothing in this section "Water Conservation" shall relieve the Contractor from furnishing an adequate supply of water required for the proper construction of this project in conformance with the provisions in the Standard Specifications or these special provisions or relieve the Contractor from the legal responsibilities defined in Section 7.

4

The Contractor shall, whenever possible and not in conflict with the above requirements, minimize the use of water during construction of the project.  Watering equipment shall be kept in good working order; water leaks shall be repaired promptly; and washing of equipment, except when necessary for safety or for the protection of equipment, shall be discouraged.

5*.  Edit as required.

Concrete slope protection, concreted-rock slope protection, minor structures, and miscellaneous concrete construction shall not be cured by using water.  The water cure for bridge decks shall be accomplished with the use of a moisture retaining medium in conformance with the provisions in Section 90‑7.01A, "Water Method," of the Standard Specifications.

6.  Use when there is an item for Dust Palliative.  Include SSP 18–010.

Attention is directed to "Dust Palliative" of these special provisions regarding the use of a dust palliative for the prevention of dust nuisance.

7.  Use when dust palliative is to be paid for as extra work.  Include funds in the Engineer's Estimate under Supplemental Work for dust palliative.

When ordered by the Engineer, a dust palliative conforming to the provisions in Section 18, "Dust Palliative," of the Standard Specifications shall be used to control dust on this project.  Dust palliative ordered by the Engineer will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.

8.  Use when SSP 19-120 is included.

Attention is directed to section "Earthwork" of these special provisions regarding the requirements for compacting embankments which require a relative compaction of not less than 90 percent, without adding water.

9.  Use when compaction cannot be obtained without water.  Include funds in the Engineer's Estimate under Supplemental Work for chemical additives.

Attention is directed to Section 17‑1.025, "Chemical Additives," of the Standard Specifications.  When ordered by the Engineer, a chemical additive shall be added to water used for compaction.  The additive shall be approved by the Engineer and shall be used in conformance with instructions issued by the Engineer.  Chemical additive ordered by the Engineer will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.

