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Use for widening projects that require excavation adjacent to a lane being used by public traffic and that allow a moving operation without "safety wedge" if the work is on schedule and if the open "trench" is to be closed within a relatively short period of time.

Include other special features which apply to the particular project.

Add to SSP 05-010

1*.  Use 1.5 m {5 feet} for widening on the left of traffic and 2.4 m {8 feet} for widening on the right.  Use the sum of the number of days to construct the structural section, e.g., 2 days for excavation and preparation of subgrade, one day for Aggregate Subbase, one day for Aggregate Base, one day for Asphalt Concrete Base, 3 days for Cement Treated Base, 3 days for Lean Concrete Base, and 3 days for concrete base.

Construction of the new structural section adjacent to the existing traveled way shall be performed in successive and, once all operations are under way, concurrent operations of excavating, preparing subgrade, placing base materials and paving.  Excavation within _____ meters {_____ feet} of the existing traveled way shall not precede the paving operation by more than _____ working days unless:

A.
approved in writing by the Engineer and;

1B.*  Delete "Treated base shall not be used for the taper." if no treated base on project.

B.
material is placed and compacted against the vertical cuts within _____ meters {feet} of the existing traveled way.  During excavation operations, native material may be used for this purpose, however, once the placing of the structural section commences, structural material shall be used.  The material shall be placed to the level of the elevation of the top of existing pavement and tapered at a slope of 1:4 (vertical:horizontal) or flatter to the bottom of the excavation.  Treated base shall not be used for the taper.  Full compensation for placing the material on a 1:4  slope , regardless of the number of times it is required, and subsequent removing or reshaping of the material to the lines and grades shown on the plans shall be considered as included in the contract price paid for the materials involved and no additional compensation will be allowed therefor.  No payment will be made for material placed in excess of that required for the structural section.

