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Use when applicable.  Add to SSP 15-010.

1.  Delete "pipe inlets" or "concrete drainage inlets" if only one type of facility is to be abandoned.

ABANDON INLET

Existing pipe inlets and concrete drainage inlets, where shown on the plans to be abandoned, shall be abandoned.

2*

The top portion of the inlets shall be removed to a depth of _____ m {_____ feet} below finished grade.

3.  Use when removed frames and grates are to be disposed of.  Delete Para 3 when Paras 4 & 5 are used.

Removed frames and grates shall be disposed of.

Use Paras 4 & 5 when frames and grates are to be reused in the work.  Delete Paras 4 & 5 when Para 3 is used.

4

Frames and grates shall be removed and reused in the work as shown on the plans.

5

Full compensation for removing and reusing frames and grates shall be considered as included in the contract price paid for the item of work requiring reuse of the frame and grate.

6.  Use when frames and grates are to be salvaged and abandon inlet is paid for by the unit.  Delete Para 7 if Para 6 is used.

Frames and grates shall be salvaged.  Full compensation for salvaging existing frames and grates shall be considered as included in the contract unit price paid for abandon inlet and no separate payment will be made therefor.

7.  Use when frames and grates are to be salvaged and abandon inlet is paid for by the meter {linear foot}.  Delete Para 6 if Para 7 is used.

Frames and grates shall be salvaged.  Full compensation for salvaging existing frames and grates shall be considered as included in the contract price paid per meter {linear foot} for abandon inlet and no separate payment will be made therefor.

