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Use when modification does not affect the basic framework or structure, and the sign is not relocated.

Add to SSP 15-010.

When existing sign structures are to be painted, for example, tubular and box beam-closed truss sign structures, add provisions for cleaning and painting obtained from Division of Structure Maintenance and Investigations, and provide for full compensation into the unit price for modify sign structure.

MODIFY SIGN STRUCTURE

Sign structures shall be modified as shown on the plans.

2.  Use when new sign panels are to be installed.

Sign panels will be furnished by the State as provided under "Materials" of these special provisions.

3.  Use when electrical work is required.

Sign lighting electrical work is provided for in Section 10-3, "Signals, Lighting And Electrical Systems," of these special provisions.

4 & 5.  When the total project estimate is less than $450,000 AND the total quantity of new metal components is less than 100 kg {200 lbs} AND new sign structures are not included in the project, delete Para 4 and revise Para 5 to read:  "Full compensation for furnishing and installing new metal.........".

4*.  Edit to include the type of sign designated in the Engineer's Estimate.

New metal components required to modify sign structures shall conform to the requirements for new sign structures in Section 56-1, "Overhead Sign Structures," of the Standard Specifications and will be measured and paid for as furnish sign structure (_______).

5

Full compensation for installing new metal components shall be considered as included in the contract unit price paid for modify sign structure and no separate payment will be made therefor.

