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RECONSTRUCT METAL BRIDGE RAILING

Metal bridge railing of the type shown on the plans shall be removed, refabricated, and installed in conformance with the details shown on the plans and these special provisions.

2

Two sets of shop drawings showing details of the refabrication of removed material and the fabrication of new material, including a material list of new material, giving the type of metal proposed for use and the specifications therefor, shall be furnished by the Contractor to the Engineer for his use in administering the contract in conformance with the provisions in Section 5‑1.02, "Plans and Working Drawings," of the Standard Specifications.

3.  Add specifications when not covered in Section 83 of Standard Specifications.

Refabrication of removed material, furnishing and fabrication of new material, and installation of the railing shall conform to the provisions corresponding to the type of railing to be reconstructed in Section 83‑1, "Railings," of the Standard Specifications.

4

Aluminum welding shall be performed by the inert gas shielded arc welding process.  All exposed aluminum welds shall be finished to a neat surface.

5

Abraded and damaged galvanized surfaces on the removed material shall be repaired in conformance with the provisions in Section 75‑1.05, "Galvanizing," of the Standard Specifications.

6

Reconstruct metal railing (bridge) will be measured by the meter {linear foot} from end to end or between the points of connection to the existing metal railing, along the face of the reconstructed railing, with no deductions allowed for gaps in the railing for lighting and sign supports.

