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Add to SSP 20-300.

1.  Use for Highway Construction projects.  Delete Para 2.

CHECK AND TEST EXISTING IRRIGATION FACILITIES

Existing irrigation facilities that are to remain or to be relocated, and that are within those areas where clearing and grubbing or earthwork operations are to be performed, shall be checked for missing or damaged components and proper operation prior to performing clearing and grubbing or earthwork operations.  Existing irrigation facilities outside of work areas that are affected by the construction work shall also be checked for proper operation.

2.  Use for Highway Planting projects.  Delete Para 1.

CHECK AND TEST EXISTING IRRIGATION FACILITIES

Existing irrigation facilities that are to remain or to be relocated, and that are to be part of the new irrigation system, shall be checked for missing or damaged components, and for proper operation prior to performing irrigation system work.

3

A written list of existing irrigation system deficiencies shall be submitted to the Engineer within 5 working days after checking the existing facilities.

4.  Include funds in the Engineer's Estimate under Supplemental Work for corrective work.

Deficiencies found during checking of the existing facilities shall be corrected as directed by the Engineer.  Corrective work ordered by the Engineer will be paid for as extra work as provided in Section 4‑1.03D, "Extra Work," of the Standard Specifications.

Use Paras 5 & 6 when existing backflow preventers are on the project.
5

When existing irrigation facilities are checked, existing backflow preventers shall be tested for proper operation in conformance with the provisions in Section 20‑5.03J, "Check and Test Backflow Preventers," of the Standard Specifications.
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Existing backflow preventers shall be retested one year after the satisfactory completion of the previous test, and each year thereafter until the plant establishment period is completed.  An additional test shall be provided not more than 10 days prior to acceptance of the contract.
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Length of watering cycles for use of potable water from water meters for checking or testing existing irrigation facilities shall be as determined by the Engineer.

8.  Use when SSP 15-740 is used.  Include funds in the Engineer's Estimate under Supplemental Work for repair existing irrigation systems.

Additional repairs required for the existing irrigation system as ordered by the Engineer, except as otherwise provided for in "Existing Highway Irrigation Facilities" of these special provisions, will be paid for as extra work as provided in Section 4‑1.03D, "Extra Work," of the Standard Specifications.

9.  Use when SSP 20-305 is used.  Include funds in the Engineer's Estimate under Supplemental Work for repair existing irrigation systems.

Additional repairs required for the existing irrigation system as ordered by the Engineer, except as otherwise provided for in "Maintain Existing Irrigation Facilities" of these special provisions, will be paid for as extra work as provided in Section 4‑1.03D, "Extra Work," of the Standard Specifications.

10.  Use on Highway Planting projects.  Delete on Highway Construction projects and include "Check and Testing  Existing Irrigation Facilities" in the cost break-down of SSP 20-201 or SSP 20-202.

Full compensation for checking and testing existing irrigation facilities, including testing existing backflow preventers, shall be considered as included in the contract prices paid per meter for the various sizes of plastic pipe (supply line) involved and no additional compensation will be allowed therefor.

