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Use when applicable.  Add to SSP 20-300.

1.  SSP 20-304 shall be included in Section 10‑2 when the second sentence in Para 1 is used.

MAINTAIN EXISTING IRRIGATION FACILITIES

Existing irrigation facilities shall be maintained throughout the life of the contract.  Prior to the start of maintaining existing irrigation facilities work, the facilities shall be checked for proper operation, and repaired in conformance with the provisions in "Check and Test Existing Irrigation Facilities" of these special provisions.

2.  SSP 20-304 shall be included.

After the existing facilities have been checked and repaired, the Contractor shall be responsible for the routine maintenance of existing irrigation systems.  The work shall include, but not limited to, checking irrigation systems for proper operation and adjusting, repairing or replacing valves, valve boxes, sprinklers, risers, swing joints, wye strainers, valve assembly units, and filter assembly units.

3.  Include funds in the Engineer's Estimate under Supplemental Work for repair existing facilities.

The Contractor will not be responsible for maintaining existing water meters, underground pipe supply lines, control and neutral conductors, and electrical conduits.  Except as otherwise specified in section "Existing Highway Irrigation Facilities" of these special provisions, repair work to these facilities ordered by the Engineer will be paid for as extra work as provided in Section 4‑l.03D of the Standard Specifications.

4

Existing automatic irrigation systems shall be operated automatically during the life of the contract, except manual operation will be allowed for the work during plant replacement, fertilization, weed germination, and the repair of irrigation facilities.

5

Irrigation controllers shall be programmed by the Contractor for seasonal water requirements.  During winter seasons irrigation systems shall be operated automatically a minimum of 2 minutes every 2 weeks.

6

Irrigation systems and facilities shall be checked for proper operation at least once every 30 days.  When required, as determined by the Engineer, adjusting, repairing or replacing irrigation facilities shall be completed within 5 working days after checking the irrigation systems.  Except as provided in these special provisions, repair and replacement of irrigation facilities shall conform to the provisions in "Existing Highway Irrigation Facilities" of these special provisions.

7.  Use only on Highway Construction projects or when an irrigation system is paid for on a lump sum basis.  Delete Paras 8 & 9.

Except as provided in these special provisions, full compensation for maintaining existing irrigation facilities, including checking irrigation facilities, shall be considered as included in the contract lump sum price paid for irrigation system and no separate payment will be made therefor.

8.  Use only when there is NO separate pay item for maintain existing irrigation system AND plastic pipe supply lines are paid for as separate contract items.  Delete Paras 7 & 9.

Except as provided in these special provisions, full compensation for maintaining existing irrigation facilities, including checking irrigation facilities, shall be considered as included in the contract prices paid per meter {linear foot} for the various sizes of plastic pipe (supply line) involved and no separate payment will be made therefor.

9.  Use when maintaining existing irrigation facilities is a separate contract item in the Engineer's Estimate.  Delete Paras 7 & 8.

Except as provided in these special provisions, the contract lump sum price paid for maintain existing irrigation facilities shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in maintaining existing irrigation facilities, complete in place, including checking irrigation facilities, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

