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Use when the quantity of Class 3 aggregate base is less than 500 tonnes {550 tons} or 200 cubic meters {260 cubic yards}.

10‑1.__  AGGREGATE BASE

Aggregate base shall be Class 3 and shall conform to the provisions in Section 26, "Aggregate Bases," of the Standard Specifications and these special provisions.

2

The spreading and compacting provisions of the Standard Specifications will not apply.

3

Aggregate base shall be produced from commercial quality aggregates consisting of broken stone; crushed gravel; natural, clean, rough-surfaced gravel and sand; reclaimed asphalt concrete, portland cement concrete, lean concrete base, cement treated base or glass; or a combination thereof.  Aggregate base incorporating reclaimed glass shall not be placed at locations where surfacing will not be placed over the aggregate base.

4

The grading of the material shall conform to the following:

Grading Requirements (Percentage Passing)


19‑mm {3/4"} Maximum

Sieve Sizes
Operating Range
Contract Compliance

25‑mm {1"}
100
100

19‑mm {3/4"}
90 - 100
87 - 100

4.75‑mm {No. 4}
35 - 60
30 - 65

600‑µm {No. 30}
10 - 30
5 - 35

75‑µm {No. 200}
2 - 9
0 - 12 

5

Spreading and compacting shall be performed by methods that will produce a uniform base, firmly compacted, and free from pockets of coarse or fine material.

6.  Use when aggregate base is paid for by the tonne.

The mass of water in the aggregate will not be determined and no deduction will be made from the mass of material delivered to the work.

