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Use when a commercial asphalt concrete is suitable for the work being performed.

Use items for dikes, etc. as appropriate.

10‑1.__  ASPHALT CONCRETE

This work shall consist of furnishing and placing asphalt concrete in conformance with these special provisions.

2

Asphalt concrete shall be produced at an established commercial mixing plant.  The aggregate and asphalt binder shall be heated and mixed thoroughly.

3*.  Edit for maximum size aggregate.

The maximum size aggregate shall be 19‑mm {3/4 inch}    12.5‑mm {1/2 inch}   9.5‑mm {3/8 inch}.

4*.  Edit as required.

Prior to spreading asphalt concrete, a paint binder of asphaltic emulsion or of paving asphalt shall be furnished and applied uniformly to the pavement to be surfaced and to contact surfaces of cold pavement joints, curbs, gutters and to other surfaces designated by the Engineer.  If paving asphalt is furnished, the paving asphalt shall be applied at a temperature of not less than 140°C {285° F} or more than 175°C {345° F}.

5.  Use when a self-propelled spreader is NOT required.

Asphalt concrete shall be spread and compacted by methods that will produce an asphalt concrete surfacing true to grade and cross section, of uniform smoothness and texture, compacted firmly and free from depressions, humps or irregularities.

6.  Use when a self-propelled spreader is required.

Asphalt concrete shall be spread and compacted in conformance with the following:

A.
Asphalt concrete shall be spread with a self-propelled spreader ready for compaction without further shaping.

B.
Compaction shall be performed with a steel-tired tandem roller weighing not less than 7.2 tonnes {8 tons} and shall consist of not less than 3 complete coverages of the roller over each layer, with proper overlap to prevent displacement.  The first coverage shall be completed before the temperature of the mixture drops below 120°C {250° F}, unless a lower temperature is directed by the Engineer.

C.
The completed surfacing shall be true to grade and cross section, of uniform smoothness and texture, compacted firmly, and free from depressions, humps or irregularities.

Use Paras 7, 8, 9 &11 when applicable.
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Asphalt concrete to be placed in areas designated on the plans as miscellaneous areas may be spread in one layer to the required line, grade, and cross section and shall be compacted firmly.

8

Dikes shall be shaped and compacted with equipment that shapes and compacts the material to the required cross section.

9

Where shown on the plans, a fog seal coat of asphaltic emulsion shall be applied uniformly to the surface of the asphalt concrete.

10*.  Edit for type of work to be performed.

Compensation for the work performed under this section "Asphalt Concrete," including the asphalt concrete,    dikes,     surfacing miscellaneous areas,     and paint binder, shall conform to the provisions in Section 39‑8.01, "Measurement," and Section 39‑8.02, "Payment," of the Standard Specifications.
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Full compensation for furnishing and applying a fog seal coat of asphaltic emulsion shall be considered as included in the contract price paid per tonne {ton} for asphalt concrete and no separate payment will be made therefor.

