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Use in Climate Areas I and II [refer to Appendix 4C in the PS&E Guide for area limits] when asphalt concrete is to be placed on highway bridge decks.  When asphalt concrete is used over a seal on highway bridge decks or is used on restored bridge decks, refer to SSP 39–500 and the District Transmittal and modify either SSP 39-500 or SSP 39-600 as appropriate.  Edit if asphalt concrete is also to be used for roadway surfacing or in miscellaneous areas.

10‑1.__  ASPHALT CONCRETE

Asphalt concrete shall be Type B and shall conform to the provisions in Section 39, "Asphalt Concrete," of the Standard Specifications and these special provisions.

2

The aggregate for use in the asphalt concrete shall conform to the provisions in Section 39 2.02, "Aggregate," of the Standard Specifications, and the following:

A.
The grading of the aggregate shall be 12.5‑mm {1/2‑inch}, maximum, medium.

B.
The grading of the aggregate in sections or tapers at bridge ends, less than 25 mm {one inch} in total depth, may be 4.75‑mm {No. 4}, maximum, subject to the approval of the Engineer.

3

The amount of asphalt binder to be mixed with the aggregate shall be between 4 percent and 7 percent by mass of the dry aggregate as determined by the Engineer.

4

Paint binder shall be SS1 type asphaltic emulsion.

5

Paint binder shall be applied at a rate of from 0.18‑ to 0.32‑L/m2 {0.04‑ to 0.07‑gallon per square yard} of surface covered.  The exact rate of application will be determined by the Engineer.

6

Whenever concrete expansion dams are to be placed at bridge deck expansion joints, oil resistant construction paper shall be taped to the deck over the area to be covered by the dams prior to placing the paint binder and asphalt concrete across the joint.

7

At no time shall the difference in grade between adjacent lanes that are open to public traffic exceed 40 mm {0.13‑foot}.

