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Use when grinding existing portland cement concrete or asphalt concrete pavement is required for weigh-in-motion projects.  For other grinding projects on existing portland cement concrete or bridge decks use SSP 42-050.

Provide "Materials Information" with PS&E for disposal location of concrete grinding residue.

Edit for type of existing pavement to be ground.

10‑1.__  GRIND EXISTING CONCRETE PAVEMENT

Grinding existing portland cement concrete and asphalt concrete pavement shall conform to the provisions in Section 42‑2, "Grinding," of the Standard Specifications and these special provisions.

2*.  Description of locations to include stationing and number of lanes or edit to specify "at the locations shown on the plans".

Grinding shall be performed at the following locations:

A.
________________________________

B.
________________________________

C.
________________________________

3

The finished ground surface of the concrete pavement will not be profiled and the Profile Index requirements shall not apply.

4

The ground surface will be tested with a 3.6 m ± 0.06‑m {11.8 feet ± 0.20‑foot} long straightedge at locations determined by the Engineer.  When the straightedge is laid on the finished pavement in a direction parallel with centerline, or perpendicular to centerline, the surface shall not vary more than 3 mm {0.01 foot} from the lower edge of the straightedge.  Additional grinding shall be performed, if necessary, to meet the straightedge requirements.

5*.  Use when asphalt concrete surfacing is to be ground.

Fog seal coat shall be furnished and applied to ground asphalt concrete pavement in conformance with the provisions in Section 37‑1, "Seal Coats," of the Standard Specifications, except for payment.

6*.  Add "and for furnishing and applying fog seal coat to ground asphalt concrete pavement" when asphalt concrete surfacing is to be ground.

Full compensation for additional grinding necessary to conform to the straightedge requirements shall be considered as included in the contract price paid per square meter {square yard} for grind existing concrete pavement and no additional compensation will be allowed therefor.

