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10‑1.__  CLOSURE WALLS

Concrete closure walls used to curtain off open areas at bridges shall conform to the details shown on the plans and the provisions in Section 51, "Concrete Structures," of the Standard Specifications and these special provisions.

2

The closure walls shall be constructed in conformance with either Alternative 1, 2 or 3 as shown on the plans, at the option of the Contractor.

3

For prestressed concrete closure wall panels, the provisions in Section 5-1.02, “Drawings,” of the Standard Specifications shall not apply.  The Contractor shall submit 2 sets of working drawings for the prestressed concrete panels to the Engineer for use in administering the contract.  The drawings shall show the panel dimensions, materials, prestressing methods, tendon arrangement and working stresses, including any addition or rearrangement of reinforcing steel from that shown on the plans.  Prestressing steel shall be placed not more than 150 mm {6 inches} from the edges of the panel and spaced at not more than 450‑mm {18 inches} on center between the edge tendons.

4

Anchorage details consisting of bars and bolts shall conform to the provisions in Section 75‑1.03, "Miscellaneous Bridge Metal," of the Standard Specifications.  The bolt holes shall conform to the provisions in Section 55‑3.14A, "Bolt Holes," of the Standard Specifications, except that the holes shall not be punched to full size and the finished hole sizes shall be as shown on the plans.

5

Precast panels shall have an exposed surface matching the adjacent cast-in-place concrete.

6

The quantity of concrete closure wall will be measured by the square meter {square foot} on the outside surface of the completed panels.

7

The contract price paid per square meter {square foot} for concrete closure wall shall include full compensation for furnishing all labor, materials (including reinforcement, prestressing steel, and anchorages), tools, equipment, and incidentals, and for doing all the work involved in constructing the closure wall, complete in place, including erecting precast panels, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

