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Add when there are sound walls on the project.  Add SSP 51-56x sound wall series as required.

Add SSP 49-200 when sound wall is constructed on piles.

1.  Delete sound wall types not on the project.

10‑1.__  SOUND WALL

DESCRIPTION

This work shall consist of constructing sound walls of masonry block, precast concrete panel, woodplank, plywood sheet, framed plywood panel, composite panel, and ribbed steel panels.  Sound walls shall be supported on concrete barriers, retaining walls, footings, piles, pile caps, grade beams or posts as shown on the plans.

2

The Contractor shall select a sound wall type from the alternates shown on the plans.  Types of sound wall shall not be mixed in any one installation.

3

The Contractor shall submit 2 sets of elevation and plan layout drawings to the Engineer, as provided in Section 5‑1.02, "Plans and Working Drawings," of the Standard Specifications.  The drawings shall be to scale and shall show the proposed top and bottom elevation lines.  The top and bottom elevation lines shown on the plans are minimum and shall be fully contained in the proposed layout drawings.  The drawings shall include, within the limits shown on the plans, the panel sizes, pile spacing, post spacing, footing steps, aesthetic features, locations of expansion joints, and access gates.  The Contractor shall allow 2 weeks after complete drawings are submitted for review.

