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Use when applicable.

10‑1.__  BROKEN CONCRETE SLOPE PROTECTION

Broken concrete shall be placed as slope protection at the locations and to the details and dimensions shown on the plans and in conformance with these special provisions.

2

Broken concrete resulting from concrete removal, as provided in "Remove Concrete" of these special provisions, shall be used to construct the slope protection.

3 

Prior to placing, exposed reinforcing steel projecting from the broken concrete shall be cut off flush with the surface of the concrete.

4*.  Edit for Method A or B placement.

Broken concrete shall be placed in conformance with the provisions for Method __ placement specified in Section 72‑2.03, "Placing," of the Standard Specifications.

5.  Use when broken concrete slope protection is to be paid for by the TONNE {TON}.  Delete Para 6 when Para 5 is used.

Broken concrete slope protection will be measured and paid for by the tonne {ton} in the same manner specified for rock slope protection in Section 72‑2.04, "Measurement," and Section 72‑2.05, "Payment," of the Standard Specifications.

6.  Use when broken concrete slope protection is to be paid for by the CUBIC METER {CUBIC YARD}.  Delete Para 5 when Para 6 is used.

Broken concrete slope protection will be measured and paid for by the cubic meter {cubic yard} in the same manner specified for rock slope protection in Section 72‑2.04, "Measurement," and Section 72‑2.05, "Payment," of the Standard Specifications.

