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Use when applicable.

10‑1.__  CONCRETE BARRIER

Concrete barriers shall conform to the provisions in Section 83‑2, "Barriers," of the Standard Specifications and these special provisions.

2*.  Use when concrete barrier is constructed on aggregate base.  Details of the base layer MUST be shown on the Typical Cross Sections.  Use appropriate 26-XXX series SSPs in special provisions.  Designate class of aggregate base.

Concrete barriers shall be constructed on a layer of Class _____ Aggregate Base as shown on the plans.  Aggregate base shall conform to the provisions in "Aggregate Base" of these special provisions.  When concrete barriers are to be constructed on aggregate base, the height of the barriers shall be adjusted to compensate for irregularities in the surface of the finished aggregate base.  The amount of adjustment will be determined by the Engineer and will be ordered before the concrete is placed.

3.  Use if abrasive blasting is prohibited by environmental restraints. 

The provisions of the third paragraph in Section 83‑2.02D(4), "Finishing," of the Standard Specifications shall not apply.

4.  Project plans must show locations where barrier markers are required.

Concrete barrier markers shall conform to the provisions in "Prequalified and Tested Signing and Delineation Materials" of these special provisions.  At those locations shown on the plans, concrete barrier markers shall be cemented to the barrier in conformance with the manufacturer's recommendations.

