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Use when portable concrete barrier (Type 60K) is included in the project.  

10‑l.__  PORTABLE CONCRETE BARRIER (TYPE 60K)

Portable concrete barrier (Type 60K) shall consist of constructing and placing interconnected new or undamaged used precast portable concrete barrier units at the locations and in conformance with the details shown on the plans, the Standard Specifications and these special provisions.

2

Concrete for use in portable concrete barrier (Type 60K) shall conform to the provisions in Section 90‑10, "Minor Concrete," of the Standard Specifications.  Load tickets and a Certificate of Compliance will not be required. 

3

Reinforcing steel for use in portable concrete barrier (Type 60K) shall conform to the provisions in Section 52, "Reinforcement," of the Standard Specifications.

4

Steel plates shall conform to the requirements in ASTM Designation: A 36/A 36M.  The connection pin shall be a round bar conforming to the requirements in ASTM Designation:  A 36/A 36M.

5

The final surface finish of portable concrete barrier (Type 60K) shall conform to the provisions in Section 51‑1.18A, "Ordinary Surface Finish," of the Standard Specifications.

6

Exposed surfaces of concrete elements shall be cured by the water method, the forms‑in‑place method, or the pigmented curing compound method.  The pigmented curing compound shall be curing compound (1) as specified in Section 90‑7.01B, "Curing Compound Method," of the Standard Specifications.

7

The Contractor shall furnish a Certificate of Compliance to the Engineer in conformance with the provisions in Section 6‑1.07, "Certificates of Compliance," for all new or used portable concrete barrier (Type 60K) that is not cast on the project.

8

Portable concrete barrier (Type 60K) shall have the fabrication date and Contractor's name or logo on each panel.  The fabrication date and name or logo shall not be more than 100 mm {4 inches} in height and shall be located not more than 300 mm {12 inches} above the bottom of the rail panel.

9

Portable concrete barrier (Type 60K) shall be set on firm, stable foundation.  The foundation shall be graded to provide a uniform bearing throughout the entire length of the railing.

10

Any excavation and backfill shall conform to the provisions in Section 19‑3, "Structure Excavation and Backfill," of the Standard Specifications.

11

Abutting ends of precast concrete units shall be placed and maintained in alignment without substantial offset to each other.  The precast concrete units shall be positioned straight on tangent alignment and on a true arc on curved alignment.

12

Portable concrete barrier (Type 60K) will be measured by the meter {linear foot} along the top of the barrier.

13

The contract price paid per meter {linear foot} for portable concrete barrier (Type 60K) shall include full compensation for furnishing all labor, materials, tools, equipment and incidentals, and for doing all the work involved in constructing and placing the portable concrete barrier (Type 60K), complete in place, including bar reinforcing steel, steel plates, excavation and backfill, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

