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Use when Crash Cushion (Type ADIEM) is included on the project.  Use with Standard Plan A82B.

10‑1.__  CRASH CUSHION (ADIEM)

Crash cushion shall be furnished and installed as shown on the plans and in conformance with the provisions in the Standard Specifications and these special provisions.

2*. Edit to specify REACT model(s) to be furnished and installed.

Crash cushion shall be an ADIEM II-350 as manufactured by Trinity Industries, Inc., and shall include the items detailed for crash cushion shown on the plans.

3

The successful bidder can obtain the crash cushion from the manufacturer, Trinity Industries, Inc., P.O. Box 99, 950 West 400S, Centerville, Utah 84014, telephone 1‑800‑772‑7976.

Paras 4 & 5: Edit pricing and timing using the Vendor's proprietary item letter.  Include only model(s) to be installed on project.

4*

The price quoted by the manufacturer for ADIEM II-350, FOB Centerville, Utah is $__________, not including sales tax.

5*

The above price will be firm for orders placed on or before __________, provided delivery is accepted within 90 days after the order is placed.

6

The Contractor shall furnish the Engineer one copy of the manufacturer's plan and parts list.

7

The Contractor shall provide the Engineer with a Certificate of Compliance from the manufacturer in conformance with the provisions in Section 6‑1.07, "Certificates of Compliance," of the Standard Specifications.  The Certificate of Compliance shall certify that the crash cushion conforms to the contract plans and specifications, conforms to the prequalified design and material requirements, and was manufactured in conformance with the approved quality control program.

8

Crash cushion shall be installed in conformance with the manufacturer's installation instructions.

9

Surplus excavated material remaining after the crash cushion has been installed shall be disposed of in a uniform manner along the adjacent roadway where designated by the Engineer.

10

Crash cushion (ADIEM) will be measured by the unit as determined from actual count in place in the completed work.

11

The contract unit price paid for crash cushion (ADIEM) shall include full compensation for furnishing all labor, materials (including anchor bolts, nuts, washers, and marker panels), tools, equipment, and incidentals, and for doing all the work involved in furnishing and installing the ADIEM type crash cushion, complete in place, including structure excavation, structure backfill, and disposing of surplus material, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

