 XE "86-090_A07-30-99_DU" 
Page 1 of 1
Use when a slip base is required for 4-anchor bolt standard foundation.

10‑3.__  SLIP BASE INSERTS

Slip base inserts, for installation between the lighting standards and the foundations, shall conform to the details shown on the plans.

2

The bottom slip base plate shall be welded to the bottom anchor plate before installation.  The top slip base plate shall be drilled and tapped to accept the threaded studs as shown on the plans.  The studs shall not be welded to the top slip base plate.  The pitch diameter of the threaded holes shall conform to the requirements in ANSI Standard:  B1.1, having a Class 2B tolerance.  Threaded studs installed in the top slip base plate shall match the holes in the base of the lighting standard.
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The optional cast steel plate shall conform to the provisions in Section 86‑2.04, "Standards, Steel Pedestals and Posts," of the Standard Specifications.

4.  Use when installation is NOT on a new foundation.

Where a slip base insert is to be inserted under an existing lighting standard, the standard shall be removed without damaging the anchor bolts.  The conductors may be cut, either at the base of the standard or in the adjacent pull box, where splices can be made after the inserts are in place.  Existing concrete foundations shall be chipped as required to allow the bottom slip base plate to seat properly on the existing leveling nuts.  Conduit in the foundation shall be trimmed, if necessary, so that the conduit will be not less than 12 mm {1/2 inch} below the top of the bottom slip base plate.  Set screw type insulated bushings may be installed on trimmed conduit in lieu of threaded bushings.
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The combined bottom anchor plate and bottom slip base plate shall be bolted to the foundation.  The top slip base plate, without the lighting standard attached, shall be bolted to the bottom slip base plate.  Each high-strength bolt shall be torqued to 200 ± 10 N·m {150 ±10 foot‑pounds}.  After assembly of the insert, the lighting standard shall be erected and installed on the top slip base plate.  During installation the lighting standard shall be properly supported to maintain proper alignment of the insert.
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High strength bolts, nuts and flat washers used to connect slip base inserts shall conform to the requirements in ASTM Designation:  A 325.

