84-050_A05-02-03_DU

Page 2 of 2

 XE "84-050_A05-02-03_DU" 
Page 1 of 2
Edit title and paragraphs when project does not require BOTH thermoplastic traffic stripes and thermoplastic pavement markings.

10‑1.__  THERMOPLASTIC TRAFFIC STRIPE AND PAVEMENT MARKING

Thermoplastic traffic stripes (traffic lines) and pavement markings shall be applied in conformance with the provisions in Section 84, "Traffic Stripes and Pavement Markings," of the Standard Specifications and these special provisions.
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Thermoplastic material shall be free of lead and chromium, and shall conform to the requirements in State Specification PTH‑02ALKYD.
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Retroreflectivity of the thermoplastic traffic stripes and pavement markings shall conform to the requirements in ASTM Designation:  D 6359‑99.  White thermoplastic traffic stripes and    pavement markings shall have a minimum initial retroreflectivity of 250 mcd(m‑2(lx‑1.  Yellow thermoplastic traffic stripes and pavement markings shall have a minimum initial retroreflectivity of 150 mcd(m‑2(lx‑1.

4.  Delete when thermoplastic traffic stripe is not required.

Where striping joins existing striping, as shown on the plans, the Contractor shall begin and end the transition from the existing striping pattern into or from the new striping pattern a sufficient distance to ensure continuity of the striping pattern.

5 & 6.  Use Para 5 or 6.  Delete both paragraphs when thermoplastic traffic stripe is not required.

5*.  Use when 1.5 mm {0.059‑inch} minimum stripe thickness is acceptable, insert application rate, 0.3‑kg/m {0.20‑lb/ft}.  Delete Para 6.  The 1.5 mm {0.059‑inch} minimum stripe thickness may also be used for roads with light traffic.

Thermoplastic material for traffic stripes shall be applied at a minimum rate of _____________________________.  The minimum application rate is based on a solid stripe of 100 mm {4 inches} in width.

6*.  Delete row that is not applicable.  Use 2.0 mm {0.079‑inch} or 2.5 mm {0.098‑inch} minimum thickness when more durable traffic striping is required or when striping is placed on open graded AC pavement.
Thermoplastic traffic stripes shall be applied at the minimum thickness and application rate as specified below.  The minimum application rate is based on a solid stripe of 100 mm {4 inches}in width.

Minimum StripeThickness

(mm) {inch}
Minimum

Application Rate

(kg/m) ) {inch}

2.0 {0.079-inch}
0.4 {0.27-lb/ft}

2.5 {0.098-inch}
0.5 {0.34-lb/ft}
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Thermoplastic traffic stripes and pavement markings shall be free of runs, bubbles, craters, drag marks, stretch marks, and debris.
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At the option of the Contractor, permanent traffic striping and pavement marking tape conforming to the provisions in "Prequalified and Tested Signing and Delineation Materials" of these special provisions may be placed instead of the thermoplastic traffic stripes and pavement markings specified herein.  Permanent tape, if used, shall be installed in conformance with the manufacturer's specifications.
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If permanent tape is placed instead of thermoplastic traffic stripes and pavement markings, the tape will be measured and paid for by the meter {linear foot} as thermoplastic traffic stripe and by the square meter {square foot} as thermoplastic pavement marking.

