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USE WITH 2006 STANDARDS.

Use for work in a residential or urban area (1) at night or (2) if night or Sunday noise restrictions exist.

5‑1.__  NOISE CONTROL
1

General

This section applies to equipment on the project or associated with the project, including trucks, transit mixers, stationary equipment, and transient equipment.

2*.  Edit to include (1) specific local noise ordinances that the project manager has agreed to comply with or (2) work needing noise level restrictions that differ from those specified in Section 14.  List exceptions in the table. Delete " except . . . table:" and the table if exceptions are not needed. Delete paragraph 3
The following are examples of work that exceed 86 dBA LMax at 50 feet.

1.
Removing concrete
2.
Cold planing pavement

3.
Grooving and grinding concrete pavement

4.
Sawcutting PCC

5.
Driving piles
Do not exceed 86 dBA LMax at 50 feet from the job site activities from _____ p.m. to _____ a.m. except you may perform the following activities during the hours and for the days shown in the following table:
	Noise Restriction Exceptions

	Activity
	Hours
	Days

	
	From
	To
	From
	Through

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


3.  Use if night or Sunday noise restrictions exist. Delete paragraph 2.
Do not operate construction equipment or run the equipment engines from 7:00 p.m. to 7:00 a.m. or on Sundays except you may operate equipment within the project limits during these hours to:

1.
Service traffic control facilities
2.
Service construction equipment
4.  Use if a sound meter is required.
Noise Monitoring

Provide 1 Type 1 sound level meter and 1 acoustic calibrator to be used by the Department until contract acceptance.  Provide training by a person trained in noise monitoring to 1 Department employee designated by the Engineer.  The sound level meter must be calibrated and certified by the manufacturer or other independent acoustical laboratory before delivery to the Department.  Provide annual recalibration by the manufacturer or other independent acoustical laboratory.  The sound level meter must be capable of taking measurements using the A-weighting network and the slow response settings.  The measurement microphone must be fitted with a windscreen.  The Department returns the equipment to you at contract acceptance.
5.  Use if a sound meter is required.

The contract lump sum price paid for noise monitoring includes full compensation for furnishing all labor, materials, tools, equipment and incidentals and for doing all work involved in noise monitoring.
