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USE WITH 2006 STANDARDS.

Use when project requires temporary fence.

10‑1.__  TEMPORARY FENCE

Temporary fence shall be furnished, constructed, maintained, and later removed as shown on the plans, as specified in these special provisions and as directed by the Engineer.

2

Except as otherwise specified in this section, temporary fence shall conform to the plan details and the specifications for permanent fence of similar character as provided in Section 80, "Fences," of the Standard Specifications.

3

Used materials may be installed provided the used materials are good, sound and are suitable for the purpose intended, as determined by the Engineer.

4

Materials may be commercial quality provided the dimensions and sizes of the materials are equal to, or greater than, the dimensions and sizes shown on the plans or specified herein.

5

Posts shall be either metal or wood at the Contractor's option.

6

Galvanizing and painting of steel items will not be required.

7

Treating wood with a wood preservative will not be required.

8

Concrete footings for metal posts will not be required. 

9

Temporary fence that is damaged during the progress of the work shall be repaired or replaced by the Contractor at the Contractor's expense.

10

When no longer required for the work, as determined by the Engineer, temporary fence shall be removed.  Removed facilities shall become the property of the Contractor and shall be removed from the site of the work, except as otherwise provided in this section.

11

Removed temporary fence materials that are not damaged may be constructed in the permanent work provided the materials conform to the requirements specified for the permanent work and such materials are new when used for the temporary fence.

12

Holes caused by the removal of temporary fence shall be backfilled in conformance with the provisions in the second paragraph of Section 15‑1.02, "Preservation of Property," of the Standard Specifications.

13

The various types and kinds of temporary fence will be measured and paid for in the same manner specified for permanent fence of similar character as provided in Section 80, "Fences," of the Standard Specifications.

14

Full compensation for maintaining, removing, and disposing of temporary fence shall be considered as included in the contract prices paid per linear foot for the various types of temporary fence and no additional compensation will be allowed therefor.

