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USE WITH 2006 STANDARDS

Use as a temporary tracking control to limit dust generation and minimize tracking of sediment while providing access for construction activities.

Refer to TC-2 Stabilized Construction Roadway, of the Caltrans Storm Water Quality Handbook Construction Site Best Management Practices (BMPs) Manual for information related to the use of this BMP.

Include in project plans the temporary construction roadway detail sheet available at:  http://pd.dot.ca.gov/design/storm/ssps.asp.

Use BEES item 074044 Temporary Construction Roadway.

10-1.__  TEMPORARY CONSTRUCTION ROADWAY
GENERAL
Summary

1

This work includes constructing, maintaining, and removing temporary construction roadway to provide temporary access.

2.  Replace "SWPPP" with "WPCP" if SSP 07-340 is used.

The SWPPP must describe and include the use of temporary construction roadway as a water pollution control practice for tracking control.

Submittals
3

Submit a Certificate of Compliance under Section 6-1.07, "Certificates of Compliance," of the Standard Specifications for:

1.
Temporary roadway fabric

2.
Rock

MATERIALS

Temporary Roadway Fabric

4

Temporary roadway fabric must comply with the specifications for rock slope protection fabric (Class 10) in Section 88-1.06, "Channel and Shore Protection," of the Standard Specifications.

Rock

5*  Edit to specify type if a particular rock gradation is desired.

Rock must be Type A or Type B.

6

Rock (Type A) must comply with:

1.
Requirements under Section 72-2.02, "Materials," of the Standard Specifications

2.
Following sizes:

	Square Screen Size (inch)
	Percentage Passing
	Percentage Retained

	6
	100
	0

	3
	0
	100


7

Rock (Type B) must be Railway Ballast Number 25.  Do not use blast furnace slag.  Railway Ballast Number 25 must comply with:

1.
Description in AREMA Manual for Railway Engineering, 2007.

2.
Following sizes:

	Nominal Size Square Opening
	Percentage Passing

	
	3"
	2-1/2"
	2"
	1-1/2"
	1"
	3/4"
	1/2"
	3/8"
	No. 4

	2-1/2"-3/8"
	100
	80-100
	60-85
	50-70
	25-50
	-
	5-20
	0-10
	0-3

	Determination using laboratory sieves conforming to ASTM E 11


3.
Following properties:

	Specification
	Requirements

	Percent material passing No. 200 sieve, max.

ASTM: C 117
	1.0

	Bulk specific gravity, min.

ASTM: C 127
	2.60

	Absorption, percent min.

ASTM: C 127
	1.0

	Clay lumps and friable particles, percent max.

ASTM: C 142
	0.5



	Degradation, percent max.

ASTM: C 535
	30

	Soundness (Sodium Sulfate), percent max.

ASTM: C 88
	5.0

	Flat, elongated particles, or both, percent max.

ASTM: D 4791
	5.0



	


CONSTRUCTION
8

Prepare location for temporary construction roadway by:

1.
Removing vegetation to ground level and clearing away debris

2.
Grading the ground to a uniform plane

3.
Grading the ground surface to drain

4.
Removing sharp objects that could damage the fabric

5.
Compacting the top 1.5 feet of soil to at least 90 percent relative compaction

9

Install temporary construction roadway by:

1.
Positioning fabric along the length of the roadway

2.
Overlapping the sides and ends of fabric by at least 12 inches

3.
Spreading rock over the fabric in the direction of traffic

4.
Covering fabric with rock within 24 hours
5.
Keeping a 6 inch layer of rock over the fabric to prevent damage to the fabric by spreading equipment

6.
Prohibiting driving on the fabric until the rock is spread

10

Repair fabric damaged during rock spreading by placing a new piece of fabric over the damaged area.  The piece of fabric must be large enough to cover the damaged area and provide a minimum 18-inch overlap on all edges.

Maintenance

11

Maintain temporary construction roadway to minimize generation of dust and tracking of soil and sediment onto public roads.  If dust or sediment tracking increases, place additional rock unless the Engineer approves another method.

12

Repair temporary construction roadway if:

1.
Fabric is exposed

2.
Depressions in the roadway surface develop

3.
Rock is displaced

13

Repair temporary construction roadway within 24 hours of discovering damage unless the Engineer approves a longer period.

14

During use of temporary construction roadway, do not allow soil, sediment, or other debris tracked onto pavement to enter storm drains, open drainage facilities, or watercourses.  If material is tracked onto pavement, remove it within 24 hours unless the Engineer approves a longer period.
15

If your vehicles, equipment, or activities disturb or displace temporary construction roadway, repair temporary construction roadway at your expense.

16

The Department does not pay maintenance costs for cleanup, repair, removal, disposal, or replacement due to improper installation or your negligence.

Removal
17

When the Engineer determines that the temporary construction roadway is not required, it must be removed and disposed of under Section 7-1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

18

Ground disturbance, including holes and depressions, caused by the installation and removal of the temporary construction roadway must be backfilled and repaired under Section 15-1.02, "Preservation of Property," of the Standard Specifications.

MEASUREMENT AND PAYMENT
19

Temporary construction roadway is measured by the cubic yard for rock placed.

20

The contract price paid per cubic yard for rock placed for temporary construction roadway includes full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing temporary construction roadway, complete in place, including removal of temporary construction roadway, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

21

No additional compensation will be made if the temporary construction roadway is relocated during the course of construction.
22

The State and you share the cost of maintaining the temporary construction roadway.  The State determines the maintenance cost under Section 9-1.03, "Force Account Payment," of the Standard Specifications and pays you one-half of that cost.

