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USE WITH 2006 STANDARDS.

Use on bridge cleaning and painting contracts.

Add SSP 12‑260 (edited) when applicable and include a "Plan" if the allowable width is not a lane.

1.  Delete if no RR right of way is involved.

Attention is directed to "Railroad Relations and Insurance" of these special provisions regarding occupancy of the railroad right of way.

2*.  Paras 2 & 5:  Use when the Contractor can occupy a portion of the bridge.

The Contractor may occupy one ___‑foot width of the bridge roadway, adjacent to the curb, during the time cleaning and painting is being performed.  Occupancy of the roadway shall be limited to one side of the bridge at a time.

Para 3 or Para 4 to be added to Para 2.

3*.  Use Para 3 if occupation of a traffic lane is not permitted

The Contractor shall install a traffic control system in conformance with the provisions in "Traffic Control System" of these special provisions before occupying the portion of the bridge roadway.

4*.  Use Para 4 [and delete Para 6] if occupation of a traffic lane is permitted.

The Contractor shall close the lane in conformance with the provisions in "Traffic Control System" of these special provisions before occupying the portion of the bridge roadway.

5

At the close of each day's work when operations are not in progress, obstructions shall be removed and the roadway left clear and unobstructed for the free passage of public traffic.  Loose blasting material shall be removed from the traveled way before the area is opened to public traffic.

6

The Contractor shall not occupy any portion of the traveled way on the bridge.

7

Supply lines may be laid along the top of curbs adjacent to railing posts, provided the supply lines do not interfere with public traffic.  These lines shall be removed when work is not in progress.

