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Use if disturbance of earth material, e.g., soil, that could result in lead exposure, such as excavation, will occur and earth material is not a hazadous waste and does not require disposal in a permitted landfill.

You must have knowlegde of lead concentrations.

You must have site-specific lead data if earth material may be relinquished to the Contractor.

The design engineer must consult with the district hazardous waste technical specialist regarding use and editing of the SSP.

Use the following bid item code (1 per project):

190110 Lead Compliance Plan

Do not use with SSPs S5-740, 19-900, or 07-330.

EARTH MATERIAL CONTAINING LEAD

General
This work includes handling earth material containing lead under the Standard Specifications and these special provisions.
2

Submittals
Submit a lead compliance plan under Section 7-1.07, "Lead Compliance Plan," of the Standard Specifications.

3

Project Conditions

Lead is present in earth material within the project limits at average concentrations below 1,000 mg/kg total lead and below 5 mg/l soluble lead.  Earth material within the project limits:
1.
Is not a hazardous waste
2.
Does not require disposal at a permitted landfill or solid waste disposal facility
4.  Use only if NO earth material will be relinquished to the Contractor.  If Para 4 is used, delete Paras 5, 8, and 9.
Lead is typically found within the top 2 feet of material in unpaved areas of the highway.  Reuse all excavated earth material within the project limits.
5*.  Use if earth material will or may be relinquished to the Contractor.  Use with Paras 8 and 9.  If Para 5 is used, delete Para 4.  Fill in the concentration levels of lead and depth of earth material in which lead has been detected.  Delete "less than" if it is not applicable.
Lead has been detected in earth material in unpaved areas of the highway.  Levels of lead found within the project limits range from less than ____ to ____ mg/kg total lead with an average concentration of ___ mg/kg total lead as analyzed by EPA Test Method 6010 or EPA Test Method 7000 series and based upon a 95% Upper Confidence Limit.  Levels of lead found within the project limits have a predicted average soluble concentration of ____ mg/l as analyzed by the California Waste Extraction Test and based upon a 95% Upper Confidence Limit.

Construction
6*.  Fill in the appropriate region number and name for the CA Regional Water Quality Control Board.  Use the blank line to add agencies that have included lead issues in a permit issued for the project.  Delete the line if not needed.

Handle earth material containing lead under all applicable laws, rules, and regulations, including those of the following agencies:

1.
Cal/OSHA

2.
CA Regional Water Quality Control Board, Region _ – _________

3.
CA Department of Toxic Substances Control

4.
___________________________________________

7*.  Use if specific earth material management is required to ensure that the material can be defined as non-hazardous.  Consult with the district hazardous waste technical specialist.  Specify depth, location, and management requirements for the earth material in the table.  Specify location using station numbers, post miles, and modifiers such as median, or shoulder.  Base management requirements on the specific distribution of lead concentrations in the earth material that will be excavated.  Some examples of management requirements are:

1.
Excavate to total depth.  Do not excavate in lifts.
2.
Stockpile all excavated earth material at an Engineer approved location before reuse 

3.
Stockpile all excavated earth material at an Engineer approved location before disposal.
4.
Reuse all earth material within project limits.
Multiple requirements may be used for a single location.

Delete Para 7 if it is not needed.
Manage earth material as shown in the following table.
	Earth Material Management

	Location
	Depth
	Management requirements

	
	
	

	
	
	


8.  Use with Para 5.  If Para 4 is used, delete Para 8.

If earth material is disposed of:
1.
Dispose of under Section 7-1.13, "Disposal of Material Outside the Highway Right of Way, " of the Standard Specifications
2.
Disclose the lead concentration of the earth material to the receiving property owner when obtaining authorization for disposal on the property  
3.
Obtain the receiving property owner's acknowledgment of lead concentration disclosure in the written authorization for disposal  
4.
You are responsible for any additional sampling and analysis required by the receiving property owner
9.  Use with Para 5.  If Para 4 is used, delete Para 9.
If you choose to dispose of earth material at a commercial landfill:
1.
Transport it to a Class III or Class II landfill appropriately permitted to receive the material
2.
You are responsible for identifying the appropriately permitted landfill to receive the earth material and for all associated trucking and disposal costs including any additional sampling and analysis required by the receiving landfill.
10*.  In the 1st blank enter "lump sum" or "unit" as appropriate.  If "lump sum" is used, no entry is put in the 2nd blank and delete "per." If "unit" is used, enter "cubic yard, " "cubic foot", etc. in the 2nd blank.  In the 3rd blank enter the exact wording of the bid item that is to include payment for the work.
Measurement and Payment
Full compensation for handling earth material containing lead is included in the contract ____________ price paid per ______ for _____, and no additional compensation will be allowed therefor.
