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USE WITH 2006 STANDARDS.

Use for abandoning PUC in place.  Use the contract item Abandon Pedestrian Undercrossing.

ABANDON PEDESTRIAN UNDERCROSSING

Existing pedestrian undercrossings shall be abandoned at the locations shown on the plans.  Abandoning pedestrian undercrossing includes disconnecting the utilities, filling the interior, and modifying the openings.

2

Utilities connected to the pedestrian undercrossing shall be disconnected at the service point, unless otherwise shown on the plans, and abandoned.  Disconnecting and abandoning utilities shall conform to the codes and regulations of the serving utilities.

3

Except as otherwise specified, fill shall consist of pneumatically placed fine aggregate with water added at the nozzle.

4.  Consult with Design when spans of PUC are more than 7 feet in length.  Coring the invert may be more appropriate than breaking the invert.

The invert slab shall be broken, the interior shall be completely filled, and the ends shall be sealed according to the details shown on the plans and the requirements in these special provisions.

5

Where removal of concrete is shown on the plans, the concrete may be disposed of within the pedestrian undercrossing or stairwells at a depth of not less than 3 feet below finished grade.  Voids and interstices in the concrete fill material shall be completely filled with aggregate.

6

Aggregate and water shall conform to the provisions in Section 90, "Portland Cement Concrete," of the Standard Specifications.  Fine aggregate shall not contain more than 6 percent moisture by weight.

7

A maximum of 30 percent pea gravel may be substituted for fine aggregate in the fill.  The size of pea gravel shall be such that 100 percent passes the 3/8 inch screen and not more than 5 percent passes the No. 30 screen.

8

The velocity of the aggregate and amount of water added at the nozzle that result in the maximum density of the aggregate in place shall be determined by the Contractor and approved by the Engineer.  The approved aggregate velocity and amount of water shall be maintained during filling operations.

9

A constant pressure of at least 45 psi shall be maintained in the placing machine where the hose length is 100 feet or less.  For hoses over 100 feet long, the pressure shall be increased 5 psi for each additional 50 foot of hose length or fraction thereof.

10

Water used at the nozzle shall be maintained at a uniform pressure, which shall be at least 15 psi more than the air pressure at the machine.

11

The Contractor may propose alternative methods for placing the fill.  Alternative methods shall be approved by the Engineer before use.  Approval of alternative methods will be determined in conformance with the provisions for approval of alternative equipment in Section 5‑1.11, "Alternative Equipment," of the Standard Specifications.

12.  Delete if included in other items.  Edit to suit job.

The ends of the undercrossing shall be securely closed by a tight fitting plug or wall of reinforced concrete not less than 6 inches thick, or by a tight fitting reinforced concrete block wall not less than 8 inches thick with cement mortar joints as shown on the plans.  The concrete plug shall be constructed in conformance with the provisions for minor structures in Section 51, "Concrete Structures," of the Standard Specifications.  The concrete shall conform to the provisions in Section 90‑10, "Minor Concrete," of the Standard Specifications.  Concrete block shall be commercially available 8" x 8" x 16" nominal size block.  Mortar for joints and grout for filling cells shall be commercially available prepackaged materials expressly made for mortaring joints and grouting cells of concrete block or brick walls.  The mortar shall not contain more than 0.05‑percent soluble chlorides in conformance with the requirements in California Test 422 or 0.25‑percent soluble sulfates, as SO4, in conformance with the requirements in California Test 417.

Paras 13 and 14.  Edit to suit job.

13

Abandon pedestrian undercrossing will be paid for at a contract lump sum price.

14*

The contract lump sum price paid for abandon pedestrian undercrossing shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for disconnecting and abandoning utility services, drilling or shattering the bottom slab, removing portions of existing structures,        constructing concrete plugs or walls,        furnishing and placing fill, and doing all the work involved in abandoning the pedestrian undercrossing, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

