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USE WITH 2006 STANDARDS.

Add to SSP 15‑010.

RECONSTRUCT METAL BEAM GUARD RAILING

Existing metal beam guard railing, where shown on the plans to be reconstructed, shall be reconstructed.

2

Attention is directed to "Order of Work" of these special provisions regarding the reconstruction of metal beam guard railing at those locations exposed to public traffic.

3

Cable anchor assemblies or terminal anchor assemblies, including concrete anchors and steel foundation tubes, shall be completely removed and disposed of.

4.  Use when existing post spacing is 12'‑6" and additional posts are needed to reconstruct the guard railing with a post spacing of 6'‑3".  Delete Para 5.

New posts, blocks, and hardware shall be added as necessary to conform to the post spacing shown on the plans for new metal beam guard railing.  New posts and blocks shall be alternated with existing posts and blocks in the new location.  New posts, blocks, and hardware shall conform to the provisions in Section 83‑1.02B, "Metal Beam Guard Railing," of the Standard Specifications.

5.  Use when posts and blocks are to be replaced with new posts and blocks.  Delete Para 4.

New posts, blocks, and hardware shall be furnished and used to reconstruct metal beam guard railing.  New posts and blocks shall conform to the provisions in Section 83‑1.02B, "Metal Beam Guard Railing," of the Standard Specifications.

6

Posts, blocks, and other components of the removed metal beam guard railing, including terminal sections, that are not used in the reconstruction work shall be disposed of.

7.  Use when applicable and edit for the items of work involved.

Full compensation for furnishing and installing new posts, blocks, and hardware; for connecting reconstructed metal beam guard railing to existing structures, other flat concrete surfaces or terminal systems; and for removing and disposing of anchor assemblies shall be considered as included in the contract price paid per linear foot for reconstruct metal beam guard railing and no separate payment will be made therefor.

8.  Use when applicable.  Delete terminal anchor assemblies that are not included on the project.  If NEW end sections, return sections or terminal sections are required, edit the paragraph to include such NEW units.

Terminal anchor assemblies (Type SFT) and terminal anchor assemblies (Type CA) for reconstructed metal beam guard railing will be measured and paid for separately and shall conform to the provisions in "Metal Beam Guard Railing" of these special provisions.

9*.  Delete terminal systems that are not included on the project.  Delete Para if there are NO terminal systems on the project.

Terminal System (Type ET)    Terminal System (Type SRT)     and     Terminal System (Type CAT) for connection to reconstructed metal beam guard railing will be measured and paid for separately in conformance with the provisions in     "Terminal System (Type ET)"     "Terminal System (Type SRT)"     "Terminal System (Type CAT)" of these special provisions.

