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USE WITH 2006 STANDARDS.

Insert in Section 10‑1.

Use to collect and place duff on the project.

Show duff collection and placement areas on the plans.

Use with SSP 16-020 "Clearing and Grubbing."

Do not use with SSP 19-200 in "Earthwork."

Use item code 202007.

10‑1.__  DUFF

GENERAL

Summary

This work includes collecting, processing, stockpiling, and placing duff.

2. Use when duff collection applies to all clearing and grubbing areas.  Delete Para 3.

Section 16-1.04, "Removal and Disposal of Material," of the Standard Specifications does not apply.

3.  Use when duff collection applies to specific clearing and grubbing areas. Show "duff collection" and "duff placement" areas on the plans.  Delete Para 2.
Section 16-1.04, "Removal and Disposal of Material," of the Standard Specifications does not apply to duff collection areas shown on the plans.

MATERIAL

5.
Duff consists of vegetation including trees, shrubs, ground cover, grasses, bark, leaves, and roots including attached soil.

6.  Edit to exclude invasive species and other specific undesirable site vegetation.  Otherwise delete.

Duff must not include _______.

CONSTRUCTION

7.  Edit to show duff collection area.
Collect duff from     clearing and grubbing areas       duff collection areas shown on the plans.
8.  Edit material dimension.  Typical maximum dimension is 6 inches.
Process duff to a maximum dimension of___ inches.

9
Stockpile duff material until work in the area to receive the duff is complete.  Duff stockpiles shall not exceed 6 feet in height.

10

Upon completion of the earthwork in an area, spread duff to a uniform thickness.  Spread duff no closer than 10 feet from the pavement edge.  Roadway and adjacent areas should be left in a neat and finished appearance
11.  Use to mix duff with underlying earth.  Use in fire prone areas.  Delete Para 12 and 13.
Mix duff with underlying earth to the extent it will not support combustion.
12.  Use to consolidate duff into soil surface.  Do not use in fire prone areas.
Delete Para 11 and 13.

Trackwalk duff with tracked equipment run perpendicular to slope contours.  Water may be used to assist this process but must not cause erosion.

13. Use to incorporate duff to add organics to soil.  Edit depth; 8 inches is typical. Delete Para 11 and 12.

Incorporate duff into the top ____ inches of earthwork.
14
PAYMENT

Duff will be measured by the square yard applied in place.  No payment will be made for duff placed outside the limits shown on the plans.
15
The contract price paid per square yard for duff shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in duff, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.
