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USE WITH 2006 STANDARDS.

Use irrigation sleeves ONLY under low use driveways and under sidewalks or AC between planters.

Insert in Section 10‑1.  DO NOT USE in Section 10‑2.

Use Item Code 208310.

10‑1.__  IRRIGATION SLEEVE

Irrigation sleeves shall be polyvinyl chloride (PVC) plastic pipe and shall conform to the provisions in Section 20‑2.15B(1), "Plastic Pipe Supply Line," of the Standard Specifications and these special provisions.

2

Irrigation sleeves less than 6 inches in diameter shall have a pressure rating (PR) 315.

3

Irrigation sleeves 6 inches or larger in diameter shall be Schedule 40.

4

Fittings shall be Schedule 40.

5

Irrigation sleeves shall be installed where shown on the plans.

6

Irrigation sleeves shall be installed not less than 1.5 feet below finished grade measured to the top of the sleeve.  Sleeves shall extend 6 inches beyond paving.  The ends of the sleeve shall be capped until use.

7.  Use Paras 7 and 8 for payment of Irrigation Sleeve.  Always show as a separate bid item.  Do NOT include in a Cost Break-Down

Quantities of irrigation sleeve to be paid will be determined from the slope length designated by the Engineer.  Irrigation sleeve placed in excess of the lengths designated will not be paid for.

8

The contract price paid per linear foot for irrigation sleeve shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in irrigation sleeve, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

