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USE WITH 2006 STANDARDS.

Add to SSP 20‑300.

Relocation details are needed on the plans when backflow preventer assemblies and irrigation controllers are to be relocated.

Include plan details for the items of work involved.

1.  Edit for items of work not to be relocated.

RELOCATE EXISTING IRRIGATION FACILITIES

Relocate existing irrigation facilities shall consist of relocating existing electric remote control valves, sprinklers, pull boxes, backflow preventers, gate valves, wye strainers, irrigation controllers, and other facilities shown on the plans or specified in these special provisions.

2.  Use when existing valves are to be relocated.

Relocate existing valves shall consist of relocating existing valves, valve boxes and valve box covers.  Relocated valve boxes shall be installed with new woven wire cloth and crushed rock bedding as shown on the plans.

3.  Use when existing sprinklers are to be relocated.  Edit for excepted items of work.

Relocate existing sprinklers shall consist of relocating existing sprinklers, risers, riser supports, check valves, and concrete protectors as shown on the plans.

4.  Use when existing pull boxes are to be relocated.

Relocate pull boxes shall consist of relocating existing pull boxes and pull box covers.  Relocated pull boxes shall be installed on new woven wire cloth and crushed rock bedding as shown on the plans for valve box installations.

5.  Use when existing backflow preventer assemblies are to be relocated.  Edit for excepted items of work.

Relocate backflow preventer assemblies shall consist of relocating existing backflow preventers, wye strainers and gate valves; furnishing and installing galvanized steel pipe supply line and fittings and pipe supply lines to the water meters or points of connections; and constructing concrete pads and concrete pipe supports.

6.  Use when existing irrigation controllers are to be relocated.  Edit as required for work involved.

Relocate existing irrigation controllers shall consist of relocating the existing controllers, controller enclosures and controller enclosure cabinets; constructing concrete pads; and furnishing and installing anchor bolts, electrical conduits, including control and neutral conductors and electrical power conductors.  Conduits for control and neutral conductors and electrical power conductors shall terminate in separate new or relocated pull boxes located within 5 feet of the new concrete pads.

7.  Use when an electrical service for irrigation facilities is included in Section 10‑3.

Relocate existing electrical power (irrigation) for the irrigation controllers shall conform to the provisions in "Electrical Service (Irrigation)" of these special provisions.

8

Existing irrigation facilities, shown  on the plans to be relocated, that are, in the opinion of the Engineer, unsuitable for the purpose intended, shall be replaced in conformance with the provisions in Section 15‑2.05, "Reconstruction," of the Standard Specifications.

9

After irrigation facilities have been relocated, the Contractor shall demonstrate that the relocated facilities function properly in the presence of the Engineer.

