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USE WITH 2006 STANDARDS.

Add to SSP 20‑350.  If the District requires the killed weeds to be removed, add the provisions to the appropriate Paras.

1.  Use for trash and debris removal within the entire limits of the project.  Edit for exceptions as required.  Delete "mulch areas," and "and wild flower seeding areas," if not required.

ROADSIDE CLEARING

Before preparing planting areas, mulch areas, and wild flower seeding areas, or commencing irrigation trenching operations for planting areas, trash and debris shall be removed from the entire highway right of way within the project limits as required under Construction Site Management of these special provisions.

2.  Use for trash and debris removal only within proposed planting areas.  Edit for exceptions as required.  Delete "and wild flower seeding areas," if not required.  Delete "or to be maintained" if SSP 20‑251 and SSP 20‑252 are not used.  Use the last sentence of Para 2 when trash and debris removal needs to be limited, such as large areas of unplanted right of way, otherwise delete.

ROADSIDE CLEARING

Before preparing planting areas and wild flower seeding areas, or commencing irrigation trenching operations for planting areas, trash and debris shall be removed from these areas as required under Construction Site Management of these special provisions.

3

The project area shall be cleared as specified herein:

3A.  Use when plants are to be removed, otherwise delete.

A.
Existing plants, where shown on the plans to be removed, shall be removed.

3B.  Use when the Contractor is to be provided with the option of reducing removed trees and shrubs to chips and disposing of the chips within the project limits.  If the green material used is mulch, delete placement provisions.

B.
At the option of the Contractor, removed trees and shrubs may be reduced to chips.  Chipped material shall be spread within the project limits at locations designated by the Engineer.  Chipped material shall not be substituted for mulch, nor shall the chipped material be placed within areas to receive mulch.

3C.  Use when the entire right of way is to be cleared, including surfaced areas.  Edit as required.  Delete Paras 3D thru 3L when Para 3C is used.

C.
Weeds shall be killed and removed within the entire highway right of way, within the project limits, except for existing planting areas to be maintained, and including median areas, new and existing pavement, curb, sidewalk and other surfaced areas.

3D.  Use when the entire right of way is to be cleared, excluding surfaced areas.  Edit as required.  Delete Paras 3C & Paras 3E thru 3L  when Para 3D is used.

D.
Weeds shall be killed and removed within the entire highway right of way, within the project limits, except for existing planting areas to be maintained, and excluding median areas, new and existing pavement, curb, sidewalk and other surfaced areas.

3E.  Use when ground cover areas are to be cleared.  Delete Paras 3C & 3D when Para 3E is used.

E.
Weeds shall be killed and removed within proposed ground cover areas and within the area extending beyond the outer limits of the proposed ground cover areas to the adjacent edges of shoulders, dikes, curbs, sidewalks, walls, existing planting and fences.  At those locations where proposed ground cover areas are 12 feet or more from the adjacent edges of shoulders, dikes, curbs, sidewalks, walls, and fences, the clearing limit shall be 6 feet beyond the outer limits of the proposed ground cover areas.

3F.  Use when mulched areas are to be cleared.  Delete Paras 3C & 3D when Para 3F is used.  Delete "and removed" if a granular preemergent under mulched is not required.

F.
Weeds shall be killed and removed within proposed mulch areas and within the area extending beyond the outer limits of the proposed mulch areas to the adjacent edges of shoulders, dikes, curbs, sidewalks, walls, existing planting and fences.  At those locations where proposed mulch areas are 12 feet or more from the adjacent edges of shoulders, dikes, curbs, sidewalks, walls, and fences, the clearing limit shall be 6 feet beyond the outer limits of the proposed mulch areas.

3G.  Use only in District 04 projects.  Delete Paras 3C & 3D when Para 3G is used.

G.
Weeds shall be killed and removed within 2 feet of the edges of paved shoulders, dikes, curbs and sidewalks.

3H.  Delete Paras 3C & 3D when Para 3H is used.

H.
Weeds shall be killed and removed within planting areas where plants are to be planted in groups or rows 15 feet or less apart and from within an area extending 6 feet beyond the outer limits of the groups or rows of plants.

3I.  Delete Paras 3C & 3D when Para 3I is used.

I.
Weeds shall be killed and removed within an area 6 feet in diameter centered at each plant location where the plants are to be planted more than 15 feet apart and are located outside of ground cover areas.

3J.  Use for liner and seedling plants.  Delete Paras 3C & 3D when Para 3J is used.

J.
Weeds shall be killed and removed within an area 2 feet in diameter centered at each liner or seedling plant location where the plants are planted more than 10 feet apart.  At locations where liner or seedling plants are to be planted less than 10 feet apart, weeds shall be killed and removed within the entire area.

3K.  Edit for specific paved, graveled or decomposed granite areas.  Delete Paras 3C & 3D when Para 3K is used.

K.
Weeds shall be killed and removed from within areas where asphalt concrete surfacing, portland cement concrete surfacing, rock blankets, graveled or decomposed granite areas are to be placed, and from within unpaved gore areas between the edge of pavement and planting areas as shown on the highway planting plans.

3L.  Use Paras 3N, 4F, 5D, 5E & 5F when mowing is required.  Delete Paras 3C & 3D when Para 3L is used.

L.
Weeds outside of mulched areas, plant basins, and ground cover shall be controlled by mowing.  Limits of mowing shall extend from the weeds to be killed areas out to the edges of pavement, dikes, curbs, sidewalks, and fences.

M.
Existing ground cover shall be killed and removed from within an area 6 ‑foot in diameter centered at each proposed plant location within existing ground cover areas.

3N.  Use when areas to be seeded are mowed.  Delete Para 3N and edit Paras 1 & 2 & Para 4C when wild flower seeding is not required.

N.
Roadside clearing for wild flower seeding areas shall also consist of mowing weeds in the areas to be seeded until the start of the wild flower seeding operation.

3O

O.
Disposal of weeds killed during the initial roadside clearing will not be required, unless otherwise directed by the Engineer.  When directed by the Engineer, killed weeds shall be disposed of and the disposal will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.
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After the initial roadside clearing is complete, additional roadside clearing work shall be performed as necessary to maintain the areas, as specified above, in a neat appearance until the start of the plant establishment period.  This work shall include the following:

A.
Trash and debris shall be removed.

B.
Rodents shall be controlled.

4C.  Delete"...except for weeds in wild flower seeding areas" when wild flower seeding areas are NOT required.

C.
Weed growth shall be killed before the weeds reach the seed stage of growth or exceed 6 inches in length, whichever occurs first, except for weeds in wild flower seeding areas to be mowed.

D.
Existing ground cover shall be killed and removed from within the 6‑foot diameter areas specified for each proposed plant location within the existing ground cover areas.

E.
Weeds in plant basins, including basin walls, shall be removed by hand pulling, after the plants have been planted.

4F.  Use when mowing is required outside the areas to be cleared.  Use with Para 3L, otherwise delete.

F.
Areas outside the areas specified to be cleared of weeds shall be mowed.

5

Weed Control

Weed control shall also conform to the following:

5A.  Delete when Para 1 of SSP 20‑430 is used.

A.
Stolon type weeds shall be killed with glyphosate.

5B.  Use when tumbleweeds are anticipated in the project.

B.
Tumbleweeds shall be removed by hand pulling before the tumbleweeds reach a height of 6 inches.

5C.  Use with Paras 3K, 3L, 4D & 5B, otherwise delete.

C.
Removed weeds and ground cover shall be disposed of outside the highway right of way in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

5D.  Use when the application of growth regulators is permitted in areas where weeds are to be controlled by mowing.

D.
At the option of the Contractor, weed growth in mowed areas may be controlled by growth regulators.  Growth regulators shall be applied before weeds exceed 12 inches in height.

5E.  Use when weeds are to be controlled by mowing.

E.
Areas to be mowed shall be mowed when weed height exceeds 12 inches.  Weeds shall be mowed to a height of 2 inches to 6 inches.

5F.  Use when the disposal of mowed material and killed weeds is NOT required.  Include funds in the Engineer's Estimate under Supplemental Work for removal of mowed material and killed weeds.

F.
Disposal of mowed material and killed weeds after initial roadside clearing will not be required, unless otherwise directed by the Engineer.  When directed by the Engineer, mowed material and killed weeds shall be disposed of and the disposal will be paid for as extra work as provided in Section 4‑1.03D of the Standard Specifications.

6.  Use when Clearing and Grubbing SSP is used, otherwise delete.

Roadside clearing work shall not include work required to be performed as clearing and grubbing as specified in Section 16, "Clearing and Grubbing," of the Standard Specifications.
