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USE WITH 2006 STANDARDS.

Add to SSP 20‑350.

1.  Use when soil amendment is to be added to the plant holes, otherwise delete.

PLANTING

Backfill material for plant holes must be a mixture of soil and soil amendment.  The quantity of soil amendment shall be as shown on the Plant List.  Thoroughly mix backfill material and uniformly distribute throughout the entire depth of the plant hole without clods and lumps.

2.  Delete reference to iron sulfate when not specified on the Plant List.  Delete reference to granular or slow-releace fertilizer if not used.  Include SSP 20‑353 when this Para is used.

Apply or place commercial fertilizer (granular and slow release) and iron sulfate at the time of planting and at the rates shown on the Plant List.

3.  Use when fertilizer packets have been specified on the Plant List, otherwise delete.

Place commercial fertilizer packets in the backfill of each plant at the time of planting and at the rate shown on the Plant List to within 6 inches to 8 inches of the soil surface and approximately one inch from the roots.  When more than one fertilizer packet is required per plant, the packets must be distributed evenly around the root ball.

4.  Use when root protectors are specified on the Plant List.  Include SSP 20‑506 when this Para is used.

Root protectors must conform to the provisions in "Root Protectors" of these special provisions.

5.  Use when mulch is NOT required in plant basins.  Edit as required.

Mulch is not required in the plant basins when mulch is not indicated on the Plant List for the plants involved.

6.  Use with SSP 20‑430, Paras 3 & 4, when a preemergent is to be applied under mulch areas, otherwise delete.

A granular preemergent must be applied to areas to be covered with mulch outside of plant basins.
7*.  Use when there are mulched areas outside of plant basins, otherwise delete.  Show mulched areas on the plans with quantities in cubic yards.

Mulch placed in areas outside of plant basins shall be spread to a uniform depth.

8.  Use when mulch is to be applied to areas outside of proposed plant basins and when areas for mulch are to be restricted, otherwise delete.

Spread mulch from the outside of the proposed plant basin to the adjacent edges of shoulders, dikes, curbs, sidewalks, walls, fences, and existing plantings.  If the proposed plant material is 12 feet or more from the adjacent edges of shoulders, dikes, curbs, sidewalks, walls, fences, and other existing plantings, the mulch must be spread 6 feet beyond the outside edge of the proposed plant basins.

9.  Use when mulch is spread in areas.  Ditches MUST be shown on the plans.

Do not place mulch within 4 feet of the centerline of earthen drainage ditches, within 4 feet of the edge of paved ditches, and within 4 feet of the centerline of drainage flow lines.

10.  Use when SSP 20‑630 or 20‑640 is included.

Attention is directed to "Irrigation Systems Functional Test" of these special provisions regarding functional tests of the irrigation systems.  Do not perform planting in an area until the functional test has been completed for the irrigation system serving that area.

Delete Paras 11 & 12 when Highway Planting Cost Break‑Down is used in SSP 20‑201 or 20‑202.  Include "Commercial Fertilizer (Packet)" in the Cost Break‑Down.

11.  Use Paras 11 & 12 when "Commercial Fertilizer (Packet)" is specified on the Plant List and is paid for as a separate contract item.

MEASUREMENT AND PAYMENT

Quantities of commercial fertilizer (packet) will be measured by the unit as determined from actual count in place.
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The contract unit price paid for commercial fertilizer (packet) includes full compensation for furnishing and placing commercial fertilizer (packet), complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.
