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USE WITH 2006 STANDARDS.

Add to SSP 20‑600.

Add or delete features to fit the model required.

REMOTE CONTROL VALVE ACTUATOR SYSTEM

A remote control valve actuator system shall consist of a portable (hand held) receiver, a transmitter, a field carrying case, an AC power charging unit, and a receiver connector.  The remote control valve actuator equipment shall be manufactured by the same manufacturer as the irrigation controller and shall be fully compatible with the irrigation controller.  The receiver and transmitter shall comply with Federal Communications Commission (FCC) Rules and Regulations, Part 15, as of the date of manufacture.

2

The receiver connector shall be attached directly to the terminal strip of each irrigation controller and continue out to the socket head mounted to the outside of the irrigation controller enclosure cabinet as shown on the plans.  The connector shall have an 18‑inch jacketed multi‑conductor cable with a spade lug terminal and shall have a "D" subminiature connector with gold plated contacts which allows the receiver unit to be plugged directly into the connector.  The connector housing shall be weather resistant thermoplastic with a hinged socket head cap with a screw to be used as a locking mechanism.  The socket head cap screw shall be operated by means of a key which shall be provided by the manufacturer.

3

The receiver shall be plugged into the receiver connector and shall operate the stations of the irrigation controller on radio signals from the transmitter.  The receiver shall receive radio signals at a minimum distance of one mile.  Receiver circuitry shall be protected from overload by a field replaceable fuse.  The receiver shall operate on 24 V(ac).

4

The transmitter shall provide a 2‑way FM, radio signal for a minimum range of one mile to the receiver located at the irrigation controller enclosure cabinet.  The transmitter shall have a digital key pad and instant actuation of the stations, master valves or pumps in random, numerical or reverse numerical sequences by pressing a single key for each function.  The transmitter shall allow for remote data retrieval, manual control and programming.  The transmitter shall operate a master valve or pump independently of the controller stations.  The transmitter shall transmit a radio frequency of 27.250 MHz.

5

The power source for the portable units shall consist of an internal charged battery pack which shall be recharged by the charging unit.  The charging unit shall have an input of 110 V(ac) and an output of 24 V(ac) at 1.5 A.

6

The field carrying case shall allow complete and convenient operation of the unit while in the case.

7*.  Edit for number of sets.

Before the irrigation system functional test begins, __ complete remote control valve actuator systems, except for receiver connectors, shall be delivered to the Engineer.

8.  Use when the cost of the remote control valve actuator system is to be included in the irrigation controller costs; otherwise delete.

Full compensation for the remote control valve actuator system shall be considered as included in the contract price paid for the various irrigation controllers involved and no additional compensation will be allowed therefor.

Use Paras 9 and 10 when the remote control valve actuator system is paid for as a separate contract item.

9

The quantities of remote control valve actuator systems will be measured by the unit as determined from actual count in place.

10

The contract unit price paid for remote control valve actuator system shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in installing a remote control valve actuator system, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

