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USE WITH 2006 STANDARDS

Use when both Class 2 and Class 3 aggregate bases are required.

10‑1.__  AGGREGATE BASE

Aggregate bases must comply with Section 26, "Aggregate Bases," of the Standard Specifications and these special provisions.

2

Aggregate base must be Class 2 or Class 3 where specified.

3.  A Construction Engineering Work Plan (CEWP) with FHWA is required to use this paragraph.

Aggregate may include processed glass.  Place aggregate base with glass only where the material is to be permanently covered.

4.  Deleting this paragraph must be approved by District Environmental.

Do not store reclaimed asphalt concrete or aggregate base with reclaimed asphalt concrete within 100 feet measured horizontally of any culvert, watercourse, or bridge.

5

For Class 3 aggregate base, choose the 1‑1/2 inch maximum or the 3/4 inch maximum grading.

6.  If required, add a row in the "Quality" table for durability index.

Aggregate for Class 3 aggregate base must comply with:

	Grading (Percentage Passing )

	
	1‑1/2 inch Maximum
	3/4 inch Maximum

	Sieve Sizes
	Operating Range
	Contract Compliance
	Operating Range
	Contract Compliance

	2"
	100
	100
	-------
	-------

	1‑1/2"
	90 ‑ 100
	87 ‑ 100
	-------
	-------

	1"
	-------
	-------
	100
	100

	3/4"
	50 ‑ 90
	45 ‑ 95
	90 ‑ 100
	87 ‑ 100

	No. 4
	25 ‑ 60
	20 ‑ 65
	40 ‑ 70
	35 ‑ 75 

	No. 30
	10 ‑ 35
	6 ‑ 39
	12 ‑ 40
	7 ‑ 45 

	No. 200
	3 ‑ 15
	0 ‑ 19 
	3 ‑ 15
	0 ‑ 19 


	Quality

	Tests
	Operating Range
	Contract Compliance

	Sand Equivalent
	21 min.
	18 min.

	Resistance (R‑value)
	---------
	50 min.


7.  Use when durability index is added to the "Quality" table.

Do not treat aggregate with lime, cement, or other chemical material before the Department performs the Durability Index test.  The Engineer does not consider any untreated processed asphalt concrete and portland cement concrete to be treated with lime, cement, or other chemical material for purposes of performing the Durability Index test.
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If tests show grading or sand equivalent does not comply with the "Operating Range" specifications but complies with the "Contract Compliance" specifications, you may place aggregate base for the remainder of that day.  Do not start another day's work until tests or other information indicate the next day's material complies with the "Operating Range" specifications.
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If tests show grading or sand equivalent does not comply with the "Contract Compliance" specifications, remove the aggregate base represented by the tests.  If you request and the Engineer approves, that aggregate base may remain in place and the Department reduces payment by $2.25 per cubic yard for that aggregate base.  If both the grading and sand equivalent do not comply with "Contract Compliance" specifications and the material is left in place, the Department only makes one payment reduction.
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No single grading or sand equivalent test may represent more than the smaller of 500 cubic yards or one day's production.
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If aggregate base is specified to be measured by the ton, the Engineer converts tons to cubic yards for the purpose of reducing payment for noncompliant aggregate base left in place.

12*.  Use this paragraph if the 0.50‑foot maximum compacted thickness specified in Section 26-1.04, "Spreading," of the Standard Specifications is increased.

The maximum compacted thickness of any 1 layer of aggregate base must not exceed __ foot.

13.  Use when theoretical volume CTB is placed over theoretical volume Class 3 AB.

If cement treated base is placed over Class 3 aggregate base, the aggregate base finished surface must not project above the grade established by the Engineer at any point.  At locations where the aggregate base planned thickness, less allowable tolerance, is not obtained and is not compensated for by an equivalent thickness of cement treated base, take corrective measures to obtain the thickness.  If you request and the Engineer approves, aggregate base at these locations may remain in place and the Department reduces payment for that aggregate base quantity.  The Department deducts the product of:

1.
The deficient thickness less allowable tolerance

2.
The planned width

3.
The longitudinal distance between locations showing specified thickness

4.
The higher of $20.00 per cubic yard or the aggregate base contract bid price

