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USE WITH 2006 STANDARDS.

Use this strategy when Maintenance or the District Materials Engineer recommends it.  For further information and selection, see Maintenance Technical Advisory Guide (MTAG) @ http://www.dot.ca.gov/hq/maint/MTA_Guide.htm
Include SSP 05-050.

10‑1.____  SLURRY SEAL

Slurry seal shall conform to the provisions in Section 37‑2, "Slurry Seal," of the Standard Specifications and these special provisions.

2*.  Specify Type I, II, or III aggregate.

The aggregate for slurry seal shall be Type _____.
3

Polymer modified asphaltic emulsion shall be composed of a bituminous material uniformly emulsified with water and an emulsifying or stabilization agent and shall contain a polymer.

4

The polymer used in the manufacture of polymer modified asphaltic emulsions shall be at the option of the Contractor, either neoprene, or a copolymer of butadiene and styrene.  The polymer used in the polymer modified asphaltic emulsion shall be homogenous and shall be milled into the product at the colloid mill.

5

The polymer modified asphaltic emulsion shall be Grade PMCQS1h and shall conform to the following requirements:

Type 
Cationic

Grade
PMCQS1h

Properties
Min.
Max

Tests on Emulsion:



Viscosity SSF @ 25°C,  sec  

AASHTO Designation:  T 59
15
90

Sieve Test,  % 

AASHTO Designation  T 539
—
0.30

Storage Stability, 1 day,  %  

AASHTO Designation:  T 59
—
1

Residue by Evaporation,  % 

California Test 331
57
—

Particle Charge 

AASHTO Designation:  T 59
Positive

Tests on Residue from Evaporation Test



Penetration, 25°C 

AASHTO Designation:  T 49
40
90

Ductility, 25°C, mm 

AASHTO Designation:  T 51
400
—

Torsional Recovery, %

California Test 332
18
—

or



Polymer Content, % 

California Test 401
2.5
—

Note:

When the test for polymer content of polymer modified asphaltic emulsion is used, see sampling requirements in Section 94‑1.03, "Sampling" of the Standard Specifications.

6.  Use when work involves restricting access to residential or commercial property and parking.

At least 24 hours prior to the beginning of slurry seal operations, the Contractor shall notify all residents, businesses, and agencies by an approved, written notice detailing streets and limits of work to be done and the hours of work.  The Contractor shall, prior to the beginning of slurry seal operations, post streets that are to be worked upon with approved "No Parking - Tow Away" signs at 100‑foot intervals.  These signs shall state the day of the week and the hours of no parking.

