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USE WITH 2006 STANDARDS.

Use for driven piles or casings when jetting and/or drilled holes are required and/or restricted by the design engineer, or when predrilling is required.

1.  Use when jetting or drilling is NOT allowed, and delete Para 2.  Edit to suit project.

Jetting and Drilling

Jetting or drilling to obtain the specified penetration in conformance with the provisions in Section 49‑1.05, "Driving Equipment," of the Standard Specifications shall not be used for driven type piles.

2*.  Use when jetting or drilling is restricted.  Delete Para 1.  Edit table to suit project.

Jetting and Drilling

Jetting or drilling to obtain the specified penetration in conformance with the provisions in Section 49‑1.05, "Driving Equipment," of the Standard Specifications shall only be used for driven type piles at the locations and to the bottom of jet or hole elevations listed in the following table.  Materials resulting from jetting or drilling holes shall be disposed of in conformance with the provisions in Section 19‑2.06, "Surplus Material," of the Standard Specifications.

Bridge Name or Number
Abutment Number
Bent Number
Elevation of Bottom of Jet or Hole
















3*.  Use for all piles in fills in excess of 5 feet.

Predrilled Holes

Piles shall be driven in oversized drilled holes in conformance with the provisions in Section 49‑1.06, "Predrilled Holes," of the Standard Specifications at the locations and to the corresponding bottom of hole elevations listed in the following table:

Bridge Name or Number
Abutment Number
Bent Number
Elevation of Bottom of Hole
















4*.  Use for piles near an obstruction.

In addition, piles which are designated on the plans to be predrilled due to close proximity to an obstruction shall be treated as piles driven in predrilled holes through embankments in conformance with the provisions in Section 49‑1.06, "Predrilled Holes," and Section 49‑6.02, "Payment," of the Standard Specifications.  These locations and corresponding bottom of hole elevations are listed in the following table:

Bridge Name or Number
Abutment Number
Bent Number
Elevation of Bottom of Hole
















