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USE WITH 2006 STANDARDS.

Paras 1 thru 6, use when work is relatively extensive and difficult.

10‑1.__  DRILL AND BOND DOWELS

Drilling and bonding dowels shall conform to the details shown on the plans, the provisions in Section 83‑2.02D(1), "General," of the Standard Specifications, and these special provisions.

2

Dowels shall conform to the provisions for bar reinforcement in "Reinforcement" of these special provisions.

3

If reinforcement is encountered during drilling before the specified depth is attained, the Engineer shall be notified.  Unless the Engineer approves coring through the reinforcement, the hole will be rejected and a new hole, in which reinforcement is not encountered, shall be drilled adjacent to the rejected hole to the depth shown on the plans.

4.  Edit if bar reinforcing steel (bridge) item is inappropriate.

Unless otherwise provided, dowels to be bonded into drilled holes will be paid for as bar reinforcing steel (bridge).

5

Unless otherwise provided, drilling and bonding dowels will be measured and paid for by the linear foot determined by the number and the required depth of holes as shown on the plans or as ordered by the Engineer.

6

The contract price paid per linear foot for drill and bond dowel shall include full compensation for furnishing all labor, materials (except reinforcing steel dowels), tools, equipment, and incidentals, and for doing all the work involved in drilling the holes, including coring through reinforcement when approved by the Engineer, and bonding the dowels, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

Paras 7 thru 11, use when work is relatively simple and will not unbalance other items.  Combine Paras 7 thru 10 with SSP 51–300 and add Para 11 to SSP 51‑490.

7

DRILL AND BOND DOWELS

Drilling and bonding dowels shall conform to the details shown on the plans, the provisions in Section 83‑2.02D(1), "General," of the Standard Specifications, and these special provisions.

8

Dowels shall conform to the provisions for bar reinforcement in "Reinforcement" of these special provisions.

9

If reinforcement is encountered during drilling before the specified depth is attained, the Engineer shall be notified.  Unless the Engineer approves coring through the reinforcement, the hole will be rejected and a new hole, in which reinforcement is not encountered, shall be drilled adjacent to the rejected hole to the depth shown on the plans.

10.  Edit if bar reinforcing steel (bridge) item is inappropriate.

Unless otherwise provided, dowels to be bonded into drilled holes will be paid for as bar reinforcing steel (bridge).

11.  Add to SSP 51‑490 and delete here.  Edit when there is no structural concrete, bridge item.

Full compensation for drilling holes, including coring through reinforcement when approved by the Engineer, and bonding dowels shall be considered as included in the contract price paid per cubic yard for structural concrete, bridge and no separate payment will be made therefor.

