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USE WITH 2006 STANDARDS.

Use with 64-020, Alternative Slotted Plastic Pipe and 66-020, Alternative Slotted Steel Pipe.  Do not use if only one of the two alternative slotted pipes will be specified.

Use with Standard Plans D98A, D98B, NSP D98D & NSP D98E

Use Item Codes:


620710 12"Alternative Slotted Pipe


620715 18"Alternative Slotted Pipe

10‑1.__  ALTERNATIVE SLOTTED PIPE

This work shall consist of furnishing and installing alternative slotted pipe as shown on the plans.

2

The plans show allowable kinds of slotted pipe to be used for each nominal size of alternative slotted pipe.  Select the slotted pipe to be installed from the allowable kinds of pipes shown on the plans.

3

MEASUREMENT AND PAYMENT

The length of alternative slotted pipe to be paid will be the slope length measured along the centerline of the pipe as designated by the Engineer.  Alternative slotted pipe cut to fit a structure will be the length of pipe necessary to be placed before cutting, measured in 2-foot increments.  Alternative slotted pipe placed in excess of the length designated will not be paid for.

4

The contract price paid per foot for the different sizes or sizes and types of alternative slotted pipe includes full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all of the work involved in installing the alternative slotted pipe, complete in place, including structure excavation, concrete backfill, connecting alternative slotted pipe to new or existing facilities, including concrete collars, reinforcement, or other connecting devices, as specified herein, as shown on the plans, and as directed by the Engineer.

5.  Delete if no pedestrian traffic areas

Compensation for heel resistant grate is included in the contract price paid per foot for alternative slotted pipe and no separate payment shall be made.

