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USE WITH 2006 STANDARDS.

10‑1.__  MISCELLANEOUS METAL (RESTRAINER-PIPE TYPE)

Miscellaneous metal (restrainer-pipe type) shall consist of bridge joint pipe restrainers with double extra strong steel pipe and associated hardware as shown on the plans and in conformance with the provisions in Section 75‑1.035, "Bridge Joint Restrainer Units," of the Standard Specifications and these special provisions.

2

The Contractor shall submit working drawings with the method of grouting the pipe restrainers in conformance with the provisions in Section 5‑1.02, "Plans and Working Drawings," of the Standard Specifications.

3

Double extra strong steel pipe shall conform to the requirements of ASTM Designation:  A 53/A 53M, Grade B.

4

Pipe restrainers shall be bonded to the existing concrete by completely filling the entire void between the pipe restrainer and the cored hole with grout within the limits shown on the plans.  Grout shall conform to the provisions in Section 50‑1.09, "Bonding and Grouting," of the Standard Specifications.  Filler material and seals shall be provided along the sides of the pipe to be grouted, to prevent grout from entering the bridge hinge joints.  The filler material and seals shall not restrict joint movement.

5

Miscellaneous metal (restrainer-pipe type) will be measured and paid for by the pound in the same manner specified for miscellaneous metal (restrainer) in Sections 75‑1.06, "Measurement," and 75‑1.07, "Payment," of the Standard Specifications.

6

Full compensation for bonding pipe restrainers to existing concrete shall be considered as included in the contract price paid per pound for miscellaneous metal (restrainer-pipe type) and no additional compensation will be allowed therefor.

