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USE WITH 2006 STANDARDS.

Use as a temporary linear berm for sediment control to intercept runoff, reduce runoff flow velocity, and release runoff as sheet flow.  Can also be used where flows are moderately concentrated, such as ditches and swales, to divert flows.

Refer to SC‑6, Gravel Bag Berm, of the Caltrans Storm Water Quality Handbook Construction Site Best Management Practices (BMPs) Manual for information related to the use of this BMP.

Use BEES item 074031 Temporary Gravel Bag Berm.

Edit Paras 1 & 2 to replace "Storm Water Pollution Prevention Plan" with "Water Pollution Control Program" if SSP 07‑340 is used.

10‑1.__  TEMPORARY GRAVEL BAG BERM

Temporary gravel bag berms shall be furnished, installed, maintained, and later removed at the locations shown on the approved Storm Water Pollution Prevention Plan in conformance with "Water Pollution Control" of these special provisions, and in conformance with details shown on the plans and these special provisions.

2

Temporary gravel bag berms shall be one of the water pollution control practices for sediment control.  The Storm Water Pollution Prevention Plan shall include the use of temporary gravel bag berms.

3

MATERIALS

Gravel-filled Bags

Gravel bag fabric shall be nonwoven polypropylene geotextile (or comparable polymer) and shall conform to the following requirements:

Specification
Requirements

Weight per unit area, ounces per square yard, min.

ASTM Designation: D 5261
8.0

Grab tensile strength (one inch grip), pounds, min.

ASTM Designation:  D 4632*
200

Ultraviolet stability, percent tensile strength retained after 500 hours,

ASTM Designation:  D 4355, xenon arc lamp method
70

* or appropriate test method for specific polymer

4

Gravel bags shall be between 24 inches and 32 inches in length, and between 16 inches and 20 inches in width.

5

Yarn used for binding gravel bags shall be as recommended by the manufacturer or bag supplier and shall be of a contrasting color.

6

Gravel shall be between 3/8 inch and 3/4 inch in diameter, and shall be clean and free from clay balls, organic matter, and other deleterious materials.  The opening of gravel‑filled bags shall be secured to prevent gravel from escaping.  Gravel‑filled bags shall be between 30 pounds and 50 pounds in weight.
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INSTALLATION

Temporary gravel bag berms shall be installed as follows:

A.
A single layer of gravel bags shall be placed with ends abutted tightly and not overlapped.

B.
The bedding area for the temporary gravel bag berm shall be cleared of obstructions, including rocks, clods, and debris greater than one inch in diameter, prior to installation.

C.
Temporary gravel bag berms shall be installed approximately parallel to the slope contour.

D.
The last 6 feet of the temporary gravel bag berm shall be angled up‑slope.

8

When no longer required, as determined by the Engineer, temporary gravel bag berm shall be removed and disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

9

Ground disturbance, including holes and depressions, caused by the installation and removal of the temporary gravel bag berm shall be backfilled and repaired in conformance with the provisions in Section 15‑1.02, "Preservation of Property," of the Standard Specifications.
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MAINTENANCE

Temporary gravel bag berms shall be maintained to provide a sediment holding capacity of approximately 1/3 the height of the gravel bag berm above the ground.  When sediment exceeds this height, or when directed by the Engineer, sediment shall be removed.  Removed sediment shall be deposited within the project limits in such a way that the sediment is not subject to erosion by wind or by water.
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Temporary gravel bag berms shall be repaired or replaced on the same day the damage occurs.  Damage to the temporary gravel bag berm resulting from the Contractor's vehicles, equipment, or operations shall be repaired at the Contractor's expense.
12

Gravel bags shall be replaced when the bag material is ruptured or when the yarn has failed, allowing the bag contents to spill out.
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MEASUREMENT AND PAYMENT

Quantities of temporary gravel bag berm to be paid for will be determined by the linear foot, measured along the centerline of the installed temporary gravel bag berm.

14

The contract price paid per linear foot for temporary gravel bag berm shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in installing temporary gravel bag berm, complete in place, including backfill, maintenance, and removal, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

