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USE WITH 2006 STANDARDS.

Use as a temporary tracking control at points of ingress and egress at the construction sites to reduce tracking of mud and sediment onto public roads by construction vehicles.

Include in Construction Details the temporary construction entrance detail sheet which is available at the following internet website:  http://www.dot.ca.gov/hq/esc/oe/project_plans/
Use BEES item 074033 Temporary Construction Entrance.

Edit Paras 1 & 2 to replace "Storm Water Pollution Prevention Plan" with "Water Pollution Control Program" if SSP 07‑340 is used.

10‑1.__  TEMPORARY CONSTRUCTION ENTRANCE

Temporary construction entrances shall be constructed, maintained, and later removed at the locations shown on the approved Storm Water Pollution Prevention Plan in conformance with "Water Pollution Control" of these special provisions, and in conformance with details shown on the plans and these special provisions.
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Temporary construction entrances shall be one of the water pollution control practices for tracking control.  The Storm Water Pollution Prevention Plan shall include the use of temporary construction entrances.

3.  Edit to specify temporary construction entrance type if shown on the plans.

At the option of the Contractor, temporary construction entrances shall be Type 1 or Type 2.

4

MATERIALS

Temporary Entrance Fabric

Temporary entrance fabric shall be manufactured from polyester, nylon, or polypropylene material, or any combination thereof.  Temporary entrance fabric shall be a nonwoven, needle‑punched fabric, free of needles which may have broken off during the manufacturing process.  Temporary entrance fabric shall be permeable and shall not act as a wicking agent.
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Temporary entrance fabric shall be manufactured from virgin, recycled, or a combination of virgin and recycled polymer materials.  No virgin or recycled materials shall contain biodegradable filler materials that can degrade the physical or chemical characteristics of the finished fabric.  The Engineer may order tests to confirm the absence of biodegradable filler materials in conformance to the requirements in ASTM Designation:  E 204 (Fourier Transformed Infrared Spectroscopy‑FTIR).
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Temporary entrance fabric shall conform to the following requirements:

Specification
Requirements

Weight per unit area, ounces per square yard, min.

ASTM Designation:  D 5261
6.5

Grab tensile strength (one inch grip), pounds, min.

ASTM Designation:  D 4632*
200

Elongation at break, percent min.

ASTM Designation:  D 4632*
50

Toughness, pounds, min.

(percent elongation x grab tensile strength)
12,000



* or appropriate test method for specific polymer
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Rocks

Rocks shall conform to the material quality requirements in Section 72‑2.02, "Materials," of the Standard Specifications for shape and for apparent specific gravity, absorption, and durability index.  Rocks used for the temporary entrance shall conform to the following sizes:

Square Screen Size (inch)
Percentage Passing
Percentage Retained

6
100
0

3
0
100

8.  Delete if Type 1 is the only construction entrance type specified.

Corrugated Steel Panels

Corrugated steel panels shall be prefabricated and shall be pressed or shop welded, with a slot or hooked section to facilitate coupling at the ends of the panels.
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INSTALLATION

Temporary construction entrances shall be installed as follows:

A.
Prior to placing the temporary entrance fabric, the areas shall be cleared of all trash and debris.  Vegetation shall be removed to the ground level.  Trash, debris, and removed vegetation shall be disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

B.
A sump shall be constructed within 20 feet of each temporary construction entrance as shown on the plans.

C.
Before placing the temporary entrance fabric, the ground shall be graded to a uniform plane.  The relative compaction of the top 1.5 feet shall be not less than 90 percent.  The ground surface shall be free of sharp objects that may damage the temporary entrance fabric, and shall be graded to drain to the sump as shown on the plans.

D.
Temporary entrance fabric shall be positioned longitudinally along the alignment of the entrance, as directed by the Engineer.

E.
The adjacent ends of the fabric shall be overlapped a minimum length of 12 inches.

F.
Rocks to be placed directly over the fabric shall be spread in the direction of traffic, longitudinally and along the alignment of the temporary construction entrance.

G.
During spreading of the rocks, vehicles or equipment shall not be driven directly on the fabric.  A layer of rocks a minimum 6 inches thick shall be placed between the fabric and the spreading equipment to prevent damage to the fabric.

9H.  Delete if Type 1 is the only construction entrance type specified.

H.
For Type 2 temporary construction entrances, a minimum of 6 coupled panel sections shall be installed for each temporary construction entrance.  Prior to installing the panels, the ground surface shall be cleared of all debris to ensure uniform contact with the ground surface.
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Fabric damaged during rock placement shall be repaired by placing a new piece of fabric over the damaged area.  The piece of fabric shall be large enough to cover the damaged area and provide a minimum 18‑inch overlap on all edges.
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Details for a proposed alternative temporary construction entrance or alternative sump shall be submitted to the Engineer for approval at least 7 days prior to installation.  The Contractor may eliminate the sump if approved in writing by the Engineer.

12.  Delete "and install additional corrugated steel panels" if Type 1 is the only construction entrance type specified.
If buildup of soil and sediment deter the function of the temporary construction entrance, the Contractor shall immediately remove and dispose of the soil and sediment, and install additional corrugated steel panels and spread additional rocks to increase the capacity of the temporary construction entrance at the Contractor's expense.
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When no longer required as determined by the Engineer, temporary construction entrances shall be removed and disposed of in conformance with the provisions in Section 7‑1.13, "Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.

14

Ground disturbance, including holes and depressions, caused by the installation and removal of the temporary construction entrance, including the sumps, shall be backfilled and repaired in conformance with the provisions in Section 15‑1.02, "Preservation of Property," of the Standard Specifications.
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While the temporary construction entrance is in use, pavement shall be cleaned and sediment removed at least once a day, and as often as necessary when directed by the Engineer.  Soil and sediment or other extraneous material tracked onto existing pavement shall not be allowed to enter drainage facilities.

16.  Delete "or corrugated steel panels" if Type 1 is the only construction entrance type specified.

MAINTENANCE

The Contractor shall maintain temporary construction entrances throughout the contract or until removed.  The Contractor shall prevent displacement or migration of the rock surfacing or corrugated steel panels.  Significant depressions resulting from settlement or heavy equipment shall be repaired by the Contractor, as directed by the Engineer.
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Temporary construction entrances shall be maintained to minimize tracking of soil and sediment onto existing public roads.
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Temporary construction entrances shall be repaired or replaced on the same day the damage occurs.  Damage to the temporary construction entrance resulting from the Contractor's vehicles, equipment, or operations shall be repaired at the Contractor's expense.
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MEASUREMENT AND PAYMENT

Quantities of temporary construction entrances will be determined from actual count in place.

20.  Edit to delete "maintenance and" if paras 21 and 22 are used.

The contract unit price paid for temporary construction entrance shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in constructing temporary construction entrance, complete in place, including excavation and backfill, maintenance, and removal, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

21.  Include paras 21 and 22 when district policy allows cost sharing for maintaining critical temporary BMPs.  Include funds for supplemental work (item 066595, "Water Pollution Control Maintenance Sharing").  Consult with District Storm Water Coordinator for district policy.

The cost of maintaining the temporary construction entrance will be borne equally by the State and the Contractor.  The division of cost will be made be determining the cost of maintaining temporary construction entrance in conformance with the provisions in Section 9‑1.03, "Force Account Payment," of the Standard Specifications and paying to the Contractor one‑half of that cost.
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Cleanup, repair, removal, disposal, or replacement due to improper installation or the Contractor's negligence will not be considered as included in the cost for performing maintenance.

