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USE WITH 2006 STANDARDS.

Use when existing plants are to be preserved.

5‑1.__  PRESERVATION OF PROPERTY

Attention is directed to Section 7‑1.11, "Preservation of Property," of the Standard Specifications and these special provisions.

2.  Edit when other minimum size replacements are required.

Existing trees, shrubs and other plants, that are not to be removed as shown on the plans or specified in these special provisions, and are injured or damaged by reason of the Contractor's operations, shall be replaced by the Contractor.  The minimum size of tree replacement shall be 24 inch box and the minimum size of shrub replacement shall be 15‑gallon.  Replacement ground cover plants shall be from flats and shall be planted 12 inches on center.  Replacement of Carpobrotus ground cover plants shall be from cuttings and shall be planted 12 inches on center.  Replacement planting shall conform to the requirements in Section 20‑4.07, "Replacement," of the Standard Specifications.  The Contractor shall water replacement plants in conformance with the provisions in Section 20‑4.06, "Watering," of the Standard Specifications.
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Damaged or injured plants shall be removed and disposed of in conformance with the provisions in Section 7‑l.13,"Disposal of Material Outside the Highway Right of Way," of the Standard Specifications.  At the option of the Contractor, removed trees and shrubs may be reduced to chips.  The chipped material shall be spread within the highway right of way at locations designated by the Engineer.

4.  Use when there is a plant establishment period.  Delete Para 5 when Para 4 is used.

Replacement planting of injured or damaged trees, shrubs, and other plants shall be completed prior to the start of the plant establishment period.  Replacement planting shall conform to the provisions in Section 20‑4.05, "Planting," of the Standard Specifications.

5.  Use when there is no plant establishment period.  Delete Para 4 when Para 5 is used.

Replacement planting of injured or damaged trees, shrubs and other plants shall be completed not less than 20 working days prior to acceptance of the contract.  Replacement plants shall be watered as necessary to maintain the plants in a healthy condition.

