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USE WITH 2006 STANDARDS.

Use for projects when traffic stripe of greater durability than painted traffic stripe is needed or the drying time of waterborne traffic paint would be too long considering lane closure restrictions, YET, conditions do not warrant application of a full‑thickness thermoplastic stripe.

Do NOT edit SSP to include pavement marking.  Use either SSP 84‑050 or SSP 84‑100 for the pavement markings.

10‑1.__  THERMOPLASTIC TRAFFIC STRIPE (SPRAYABLE)

Sprayable thermoplastic traffic stripes (traffic lines) shall be applied in conformance with the provisions in Section 84, "Traffic Stripes and Pavement Markings," of the Standard Specifications and these special provisions.
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Sprayable thermoplastic material shall be free of lead and chromium, and shall conform to the requirements in State Specification No. PTH‑02SPRAY.

3

Retroreflectivity of the sprayable traffic stripes shall conform to the requirements in ASTM Designation:  D 6359‑99.  White sprayable thermoplastic traffic stripes shall have a minimum initial retroreflectivity of 250 mcd m‑2 lx‑1.  Yellow sprayable thermoplastic traffic stripes shall have a minimum initial retroreflectivity of 150 mcd m‑2 lx‑1.
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At the option of the Contractor, permanent traffic striping and pavement marking tape conforming to the provisions in "Prequalified and Tested Signing and Delineation Materials" of these special provisions may be placed instead of the sprayable thermoplastic traffic stripes.  Permanent tape, if used, shall be installed in conformance with the manufacturer's specifications.

5

Where striping joins existing striping, as shown on the plans, the Contractor shall begin and end the transition from the existing striping pattern into or from the new striping pattern a sufficient distance to ensure continuity of the striping pattern.
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Sprayable thermoplastic material shall be applied to the pavement at a minimum thickness of 0.039‑inch and a minimum rate of 0.13‑lb/ft.  The minimum application rate is based on a solid stripe of 4 inches in width.
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Sprayable thermoplastic material shall be applied to the pavement at a temperature between 351( F and 401( F, unless a different temperature is recommended by the manufacturer.

8

Sprayable thermoplastic traffic stripes shall be free of runs, bubbles, craters, drag marks, stretch marks, and debris.

9

If permanent tape is placed instead of sprayable thermoplastic traffic stripes, the tape will be measured and paid for by the linear foot as thermoplastic traffic stripe (sprayable).
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Sprayable thermoplastic traffic stripes will be measured by the linear foot along the line of the traffic stripes, without deductions for gaps in broken traffic stripes.  A double traffic stripe, consisting of two 4‑inch wide yellow stripes, will be measured as one traffic stripe.
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The contract price paid per linear foot for thermoplastic traffic stripe (sprayable) shall include full compensation for furnishing all labor, materials, tools, equipment and incidentals, and for doing all the work involved in applying sprayable thermoplastic traffic stripes (regardless of the number, widths, and patterns of individual stripes involved in each traffic stripe) including establishing alignment for stripes, and layout work, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

