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Use with SSP 20‑703, "Recycled Water Supply Line".

Check with local water agencies for local sign regulations and add conforming sign details if needed, sign sizes and sign locations to the plans.  Include fastening details.  

RECYCLED WATER WARNING SIGNS

Recycled water warning signs shall be furnished and installed at the locations shown on the plans, as specified in these special provisions, and as directed by the Engineer.  Recycled water warning signs shall be affixed to the above ground irrigation facilities that use or are associated with recycled water.

2

Warning sign decals shall be commercially available, and shall include the following information: "Recycled Water, Do Not Drink" and the "Do Not Drink" drinking glass graphic symbol.  Warning sign decals shall be UV fade resistant, purple in color with black text, manufactured from a flexible, vinyl based or flexible, vinyl based with mylar product.  Warning sign decals shall be all-weather, self-adhesive with peel-off backs.

3

Aluminum sign plates shall be 1/16 inch aluminum.

4

Warning tags shall be purple, doubled sided, manufactured from polyurethane, incorporating an integral neck attachment and attachment hole.  The attachment hole shall be capable of withstanding 178 pounds of pull out resistance.  Tag lettering shall be hot-stamped in black and capable of withstanding outdoor usage.  Warning tags shall include the following information: "Recycled Water, Do Not Drink" and the "Do Not Drink" drinking glass graphic symbol.
5

Warning signs on above ground irrigation facilities shall be placed in visible locations.

6

Warning sign decals shall be applied directly to clean smooth surfaces.  The smooth surfaces shall be cleaned with alcohol, or an equivalent cleaner, before applying the decals.

7

Warning sign decals shall be applied directly to irrigation facilities with smooth surfaces or affixed to aluminum sign plates, which shall be attached to the various above ground irrigation facilities.

8.  Edit for the various irrigation facilities to receive signs.

Warning sign decals or warning sign decals on aluminum sign plates shall be permanently affixed to backflow preventers, valve boxes, nozzle lines, concrete sprinkler protectors, sprinkler risers, irrigation controller enclosure cabinets, flow sensors, irrigation controller enclosures not in cabinets, gates, fences, and other irrigation facilities in conformance with the details shown on the plans.

9

Warning sign decals approximately 2.5 inches x 3 inches shall be permanently affixed to sprinkler risers.

10.  Edit for method of affixing decals to cabinets.

A 4 inch x 4 inch warning sign decal shall be permanently affixed to irrigation controller enclosure cabinet doors, irrigation controller enclosures not in cabinets, backflow preventer assemblies, backflow preventer assembly enclosures, and valve box covers.  Decals for valve box covers shall be affixed to aluminum sign plates and the plates affixed to the valve box cover with a silicon base adhesive.  Decals for cabinets may be affixed to aluminum sign plates and the plates attached with commercial quality, cadmium plated, non‑removable, self‑tapping screws or commercial quality, cadmium plated bolts, nuts and washers.

11.  Location of each fence, gate and wall sign shall be shown on the plans.

A 12 inch x 12 inch warning sign decal on aluminum sign plate shall be permanently affixed to gates, fences and walls 5 feet above finished grade.  Sign plates for gates and fences shall be attached with "S" hooks and "C" clips or 14‑gage galvanized steel wire as shown on the plans.  Sign plates for concrete walls or other rough surfaces shall be affixed with a silicon base adhesive.

12

Warning tags approximately 2 inch x 2 inch shall be attached to the remote control valves, remote control valves (master), inside the valve box in accordance with the manufacturers recommendations.

13.  Use when SSP 20‑701 is used, otherwise delete.

Marking underground pipe for recycled water shall conform to the provisions in "Pipe" of these special provisions.

14. Use Para 14 when Recycled Water Warning Signs is designated in the Engineers Estimate.  Use Item Code 209202 Recycled Water Warning Signs.

Delete Para 14 when Highway Planting Cost Break-Down is used in SSP 20‑201 or 20‑202.  Include Recycled Water Warning Signs in the Cost Break-Down.

The contract lump sum price paid for recycled water warning signs shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in furnishing and installing recycled water warning signs, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

