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USE WITH 2006 STANDARDS.

Add to SSP 20‑600.

Edit as required when there are no existing irrigation facilities.

1.  Edit for limits when existing irrigation facilities are NOT to have a final check.

FINAL IRRIGATION SYSTEM CHECK

A final check of existing and new irrigation facilities shall be performed not more than 40 working days and not less than 30 working days prior to acceptance of the contract.

2

The length of watering cycles using potable water measured by water meters for the final check of irrigation facilities will be determined by the Engineer.

3

Remote control valves connected to existing and new irrigation controllers shall be checked for automatic performance when the controllers are in automatic mode.

4

Unsatisfactory performance of irrigation facilities installed or modified by the Contractor shall be repaired and rechecked at the Contractor's expense until satisfactory performance is obtained, as determined by the Engineer.

5

Repair or replacement of existing irrigation facilities due to unsatisfactory performance shall conform to the provisions in "Existing Highway Irrigation Facilities" of these special provisions.

6

Nothing in this section "Final Irrigation System Check" shall relieve the Contractor of full responsibility for making good or repairing defective work or materials found before the formal written acceptance of the entire contract by the Director.

7.  Use when there is a contract item for plant establishment work, otherwise use "prices paid for the various contract items of irrigation systems involved."

Full compensation for checking the irrigation systems prior to the acceptance of the contract shall be considered as included in the contract lump sum price paid for plant establishment work and no additional compensation will be allowed therefor.

