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USE WITH 2006 STANDARDS.

Use for projects with planned staging or when staging is inherent to the type of work, that is, hot mix asphalt overlays, channelizations and widenings, and include the appropriate "Temporary Pavement Delineation" SSP.

Edit to fit the project.

Include other "Order of Work" requirements.

Add to SSP 05‑010.

1.  Edit for proper references.

Attention is directed to "Maintaining Traffic" and "Temporary Pavement Delineation" of these special provisions and to the stage construction sheets of the plans.

2.  Include when SSP 08‑015 is included in the project.

Attention is directed to "Progress Schedule (Critical Path Method)" of these special provisions regarding the submittal of a general time-scaled logic diagram within 10 days after approval of the contract.  The diagram shall be submitted prior to performing any work that may be affected by any proposed deviations to the construction staging of the project.

3

The work shall be performed in conformance with the stages of construction shown on the plans.  Nonconflicting work in subsequent stages may proceed concurrently with work in preceding stages, provided satisfactory progress is maintained in the preceding stages of construction.

4

In each stage, after completion of the preceding stage, the first order of work shall be the removal of existing pavement delineation as directed by the Engineer.  Pavement delineation removal shall be coordinated with new delineation so that lane lines are provided at all times on traveled ways open to public traffic.

5

Before obliterating any pavement delineation (traffic stripes, pavement markings, and pavement markers) that is to be replaced on the same alignment and location, as determined by the Engineer, the pavement delineation shall be referenced by the Contractor, with a sufficient number of control points to reestablish the alignment and location of the new pavement delineation.  The references shall include the limits or changes in striping pattern, including one- and 2-way barrier lines, limit lines, crosswalks and other pavement markings.  Full compensation for referencing existing pavement delineation shall be considered as included in the contract prices paid for new pavement delineation and no additional compensation will be allowed therefor.

6*.  Edit to include type of paving and unit of measurement.

Prior to applying __________, the Contractor shall cover all manholes, valve and monument covers, grates, or other exposed facilities located within the area of application, using a plastic or oil resistant construction paper secured to the facility being covered by tape or adhesive.  The covered facilities shall be referenced by the Contractor, with a sufficient number of control points to relocate the facilities after the __________ has been placed.  After completion of the __________ operation, all covers shall be removed and disposed of in a manner satisfactory to the Engineer.  Full compensation for covering manholes, valve and monument covers, grates, or other exposed facilities, referencing, and removing temporary cover shall be considered as included in the contract price paid per __________ for __________, and no additional compensation will be allowed therefor.

