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USE WITH 2006 STANDARDS

10‑1.__  SNOWPLOW DEFLECTOR

GENERAL

Summary

1

This work includes installing ultra-high-molecular-weight polyethylene (UHMW-PE) plates with anchorage devices.

2

Drilling and bonding of anchorage devices must comply with the specifications for drilling and bonding of dowels in Section 83-2.02D(1), "General," of the Standard Specifications.

Submittals

3

Before installing UHMW-PE plates, submit a Certificate of Compliance under Section 6-1.07, "Certificates of Compliance," of the Standard Specifications.

MATERIALS

4

UHMW-PE plates must be UV stabilized.

5

Anchorage devices must comply with ASTM A 276.  Anchorage devices must be duplex 2205 stainless steel, UNS S32205 or UNS S31803.

6

UHMW-PE plates must comply with ASTM D 4020 and the following:

	
	Plate Requirements
	

	Property
	Test Method
	Requirement

	Density
	ASTM D 792
	58 lb/ft3, min.

	Tensile strength,

ultimate
	ASTM D 638
	5,800 psi, min.

	Tensile strength,

yield
	ASTM D 638
	2,750 psi, min.

	Elongation at break
	ASTM D 638
	290 %

	Hardness
	ASTM D 2240, Shore D
	60 min.


CONSTRUCTION

7

Apply a thread locking system to the anchorage devices as specified for applying thread locking system where shown on the plans in Section 75-1.03, "Miscellaneous Bridge Metal," of the Standard Specifications.

8

If reinforcement is encountered during drilling before the specified depth is attained, notify the Engineer.  Unless the Engineer approves coring through the reinforcement, the hole will be rejected and the Contractor shall drill a new hole adjacent to the rejected hole to the depth shown on the plans.

MEASUREMENT AND PAYMENT

9

The contract unit price paid for snowplow deflector includes full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in furnishing and installing snowplow deflectors, including anchorage devices, drilling the holes, including coring through reinforcement when approved by the Engineer, and bonding the anchorage devices, and providing recesses as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

