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USE WITH 2006 STANDARDS.

Use in projects involving the restoration of concrete structures.  Not to be used with magnesium phosphate, high alumina or epoxy mortar patches.

10‑1.__  BONDING PORTLAND CEMENT CONCRETE PATCHES

A bond coat of epoxy adhesive shall be applied to the surfaces of concrete and reinforcing steel to be covered with portland cement concrete patches.  This work shall not begin until all unsound concrete within the limits of the patch has been removed and the contact surfaces have been cleaned.
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The epoxy adhesive shall be applied immediately before placing the portland cement concrete filling.  The area to be covered shall be surface dry and the substrate temperature shall be 40° F or above, when the adhesive is applied.

3

The epoxy adhesive shall be furnished and applied in conformance with the provisions in Section 95-1, "General," and Section 95-2.03, "Epoxy Resin Adhesive for Bonding New Concrete to Old Concrete," of the Standard Specifications.  The exact rate of applying epoxy adhesive will be determined by the Engineer.  The adhesive shall be spread by brush, roller, or spray methods so that all contact surfaces will be covered.
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Bonding portland cement concrete patches will be paid for at the contract price per gallon for epoxy adhesive (bond coat).
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The pay quantities of epoxy adhesive (bond coat) will be the quantity in gallons actually used in the work, exclusive of wasted and unused material, as determined from volumetric measurements made of the epoxy adhesive as delivered in the manufacturer's original containers.

6

The contract price paid per gallon for epoxy adhesive (bond coat) shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in applying epoxy adhesive, complete in place, as shown on the plans, as specified in the Standard Specifications and these special provisions, and as directed by the Engineer.

