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USE WITH 2006 STANDARDS.

Use with 54-130(54METH) and 51-830.

10‑1.__  CORE TREATED BRIDGE DECK

GENERAL

Summary

This work includes taking deck core samples from methacrylate-treated bridge decks and filling the holes with rapid setting concrete.

MATERIALS

2

Rapid setting concrete must comply with "Rapid Setting Concrete Patches" of these special provisions.
3

Water for coring activities must contain no more than 1,000 PPM of chlorides as Cl and no more than 1,300 PPM of sulfates as SO4.

CONSTRUCTION

4

Take 2 core samples 2 inches in diameter and 5 inches deep from each bridge deck span.  Clean cored holes and fill with rapid setting concrete.  Label core samples with the project contract number, bridge number, and span location.  Submit core samples to the Engineer.

5

Core holes no sooner than 24 hours after placing methacrylate resin.  Core samples must be taken over an existing crack in the deck at a location determined by the Engineer.  At most 8 core samples will be taken at each bridge.

6

Concrete adjacent to the holes must not be damaged during coring.  Cored holes must be clean and dry before patching.  Removing 1/8 inch of concrete during hole cleaning is not required.

MEASUREMENT AND PAYMENT

7

Core treated bridge deck will be measured and paid for by the unit for each core sample.

8

The contract unit price paid for core treated bridge deck shall include full compensation for furnishing all labor, materials, tools, equipment, and incidentals, and for doing all the work involved in coring the holes, including repairing damaged reinforcement and patching holes with rapid setting concrete, as shown on the plans, as specified in these special provisions, and as directed by the Engineer.

