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USE WITH 2006 STANDARDS.

Use for steel sheet piling that is to remain in place.  Check for available sizes and section moduli.  There are only two sources in the United States that furnish steel sheet piling that conforms to the "Buy America" requirements.

STEEL SHEET PILING

Steel sheet piling shown on the plans shall remain in place at the completion of all contract work, shall become the property of the State, and shall conform to these special provisions.

2

Piling shall be interlocking steel sheet piling conforming to the requirements in ASTM Designation:  A 328/A 328M.  The minimum section modulus per linear foot of wall shall be the section modulus shown on the plans.  Used sheet piling may be installed provided the piling is in good condition and no alterations have been made to reduce the section modulus.  Interlocks shall be straight, true, have no gouges, and have no kinks.

3.  Use for marine grade sheet piling; i.e., when sheet piling is in direct contact with a marine or brackish water "splash zone".  Strike para 2.

Steel sheet piling shall be interlocking marine grade steel sheet piling conforming to the requirements in ASTM Designation:  A 690/A 690M, manufactured by the hot rolling method. The minimum section modulus per linear foot of wall shall be the section modulus shown on the plans.  Used sheet piling may be installed provided the piling is in good condition and no alterations have been made to reduce the section modulus.  Interlocks shall be straight and true, and have no gouges or kinks.
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Piling shall be furnished in lengths that are measured from the specified tip elevation to the cut off elevation as shown on the plans or as permitted in writing by the Engineer.  Splices in steel sheet piling shall be full penetration welds conforming to the requirements in AWS D1.1.
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Damaged sheet piling shall be replaced at the Contractor's expense.
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Steel sheet piling shall be driven to the tip elevation as shown on the plans, unless otherwise permitted in writing by the Engineer.  Piling shall be driven to the position and line indicated on the plans.  Piling materially out of line will be rejected and shall be removed and redriven or replaced.
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The area of sheet piling to be paid for shall be measured as the projected area on a vertical surface along the layout line and measured from the tip elevation to the cut off elevation.

8

The contract price paid per square foot for steel sheet piling shall include full compensation for furnishing all labor, materials, tools, equipment and incidentals, and for doing all work involved in furnishing and driving the steel sheet piling, complete in place, to the tip elevation as shown on the plans, and as specified herein.

